CHAPTER 31F [SLC]
MARINE OIL TERMINALS

Division |

SECTION 3101F [SLC]
INTRODUCTION

3101F.1 General. The Lempert-Keene-Seastrand oil spill pre-
vention and response act of 1990 (act), as amended, authorized
the California State Lands Commission (SLC) to regulate
marine oil terminals (MOTs}) in order to protect public health,
safety and the environment. The authority for this regulation is
contained in Sections 8755 and 8756 of the California Public
Resources Code. This act defines “oil” as any kind of petro-
leum, liquid hydrocarbons, or petroleum products or any frac-
tion or residues thereof, including but not limited to, crude oil,
bunker fuel, gasoline, diesel fuel, aviation fuel, oil sludge, oil
refuse, oil mixed with waste, and liquid distillates from unpro-
cessed natural gas. The provisions of this chapter regulate
marine oil terminals as defined under this act.

3101F.2 Purpose. The purpose of this code is to establish mini-
mum engineering, inspection and maintenance criteria for
MOTs in order to prevent oil spills and to protect public health,
safety and the environment. This code does not, in general,
address operational requirements. Relevant provisions from
existing codes, industry standards, recommended practices,
regulations and guidelines have been incorporated directly or
through reference, as part of this code.

Where there are differing requirements between this code
and/or references cited herein, the choice of application shall
be subject to approval of the Marine Facilities Division (Divi-
sion) of the SLC.

In special circumstances where certain requirements of these
standards cannot be met, alternatives that provide an equal or
better protection of the public health, safety and the environ-
ment shall be subject to Division approval.

3101F.3 Applicability. The provisions of this chapter are appli-
cable to the evaluation of existing MOTs and design of new
MOTs in California. Each provision is classified as New (N},

Existing (E), or Both (N/E) and shall be applied accordingly. If
no classification is indicated, the classification shall be consid-

ered to be (N/E).

Existing (E) requirements apply to MOTs that are in opera-
tion on the date this code is adopted. For these MOTs, equiva-
fent or in-kind replacement of existing equipment, short
pipeline sections, or minor modification of existing compo-
nents shall also be subject to the existing (E) requirements.

New (N} requirements apply to;

1. A MOT or berthing system (Subsection 3102F.1.3) that
commences or recommences operation with a new or
modified operations manual after adoption of this code.

2. Addition of new structural components or systems at an
existing MOT that are structurally independent of exist-
ing components or svstems.

3. Addition of new (nonreplacement) equipment, piping,
pipelines, components or systems to an existing MOT.,

4. Major repairs or substantially modified in-place systems.

5. Any associated major installations or modifications.
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3101F.4 Overview. This Code ensures that a MOT can be safely
operated within its inherent structural and equipment-related
constraints.

Section 3102F defines minimum requirements for audit,
inspection and evaluation of the structural, electrical and
mechanical systems on a prescribed periodic basis, or follow-
ing a significant damage-causing event.

Section 3103F , 3104F and 3107F provide criteria for structural
Ioading, deformation and performance-based evaluation consider-
ing earthquake, wind, wave, current, seiche and tsunami effects.

Section 3105F provides requirements for the safe mooring and
berthing of tank vessels and barges.

Section 3106F describes requirements for geotechnical haz-
ards and foundation analyses, including consideration of slope
stability and soil failure.

Section 3108F provides requirements for fire prevention, detec-
tion and suppression including appropriate water and foam vol-
umes.

Sections 3109F through 3101 1 F provide requirements for pip-
ing, mechanical and electrical equipment.

English units are prescribed herein; however, many of the units
in the references are in System International (S1).

3101F.5 Risk reduction strategies. Risk reduction strategies,
such as pipeline segmentation devices, system flexibility and
spill containment devices may be used to reduce the size of a
potential oil spill. Such strategies may reduce the MOT risk
classification as determined from Table 31F-4-1.

3101F.6 Review requirements.

3101F.6.1 Quality assurance. All audits, inspections, engi-
neering analyses or design shall be reviewed by a profes-
sional having similar or higher qualifications as the person
who performed the work, to ensure quality assurance. This
review may be performed in-house.

Peer review is required for nonlinear dynamic structural
analyses and alternative lateral force procedures not pre-
scribed herein, The peer review may be from an independent
internal or external source. The peer reviewer shall be a
California registered civil or structural engineer.

3101F.6.2 Division review. The following will be subject to
review and approval by the Division or its designated repre-
sentative(s) for compliance with this code:

1. Any audit, inspection, analysis or evaluation of existing
MOTs.

2. Any significant change, modification or re-design of a
structural, mooring, fire, piping/pipelines, mechanical or
electrical system at an existing MOT, prior to use or reuse.

3. Engineering analysis and design for any new MOT
prior to construction.

4. Construction inspection team and the construction
inspection repori(s).

Authority: Sections 8755 and 8757, Public Resources Code.
Reference: Sections 8750, 8751, 8755 and 8757, Public
Resources Code.
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Division 2

SECTION 3102F and electrical components that serve the berth and pipeline | ’

AUDIT AND INSPECTION systems as defined in Title 2 CCR §2560 and 2561(n).

3102F.1 General. For example, a MOT consisting of wharves with three berths
3102E1.1 Purpose. Section 3102F defines minimum require- adjacent to the shoreline could contain three independent
ments for audit, inspection, and evaluation of the structural, “berthing systems” if the piping does not route through adja-
mechanical and electrical components and systems. cent berths. Therefore, a significant defect that would restrict
. . , . the operation of one berth would have no impact on the other
'?IOZE!'Z Audit 4 nd insp t?ctwns types. The audit and two berths, Conversely, if a T-head Pier, with multiple berths

inspections described in this Chapter (31F} and 2 CCR haring a trestle that supmoris all piping to the shoreline, had
2320 {a) and (b) [2.1] are: sharing a trestle that supports all piping to the shoreline, had a
- ’ significant deficiency on the common tresile, the operation of
1. Annual inspection all berths could be adversely impacted. This configuration is

2 Audit classified as a single berthing system.

3. Post-event inspection The physical boundaries of a berthing system may

exclude unused sections of a structure. Fxcluded sections
must be physically isolated from the berthing system.
Expansion joints may provide this isolation.

Each has a distinct purpose and is conducted either at a
defined interval (see Tubles 31 F-2-1 and 31F-2-2), as a result
of a potentially damaging event or a significant change in

operations. In the time between audlits and inspections, oper- 3102F.1.4 Records. All MOTs shall have records reflecting
ators are expected to conduct periodic walk-down examina- current, as-built conditions for all berthing systems.
tions of the MOT to detect potentially unsafe conditions. Records shall include, but not be limited 1o modifications
TABLE 31F-2-1 and/or replacement of structural components, electrical or
INITIAL AUDIT REPORT SUBRISSION DEADLINE mechanical equipment or relevant operational changes,
FOR EXISTING BERTHING SYSTEMS new construction including design drawings, calculations,
RISK CLASSIFICATION' SUBMISSION DEADLINE® engineering analyses, soil borings, equipment manuals,
High 30 Months specifications, shop drawings, technical and maintenance
Medium 48 Months manuals and documents.
Low 60 Months Chronological records and reports of annual inspections,
> I Asdefined in Toble 31F-4-1. andits and post-event inspections and documentation of
2. From the effective date of this Chapter (3IF). equipment or structural changes shall be maintained.
3102F.1.3 Berthing systems. For the purpose of assigning Records shall be indexed and be readily accessible to the
structurql ratings arlzd documenting the condztzqn_ of Division (see 2 CCR Section 2320 (c) (2)) [2.1].
mechanical and electrical systems, an MOT shall be divided
into independent “berthing systems.” A berthing system 3102F.1.5 Baseline inspection. If “as-built” or subsequent
consists of the wharf and supporting structure, mechanical modification drawings are not available, incomplete or inac-
TABLE 31F-2-2
MAXIMUM INTERVAL BETWEEN UNDERWATER AUDIT INSPECTIONS (YEARS)'
CONSTRUCTION MATERIAL
CONDITION Unwrappeq Timber or Ur_rprotecta_d Steel | Concrefe, M_’rapped’ ?’imber, Protectfzd Stee.:f or CHANNEL BOTTOM OR MUD
RATING FROM {no coating or cathodic protection)’ Composite Materizals (FRP, plastic, etc.) LINE-~SCOUR’
PREVIOUS Benign® Aggressive® Benig? Aggressive® Benign® Aggressive®
INSPECTION Environment Environment Enviromment Environment Environment Environment
6 (Good) 6 4 6 5 6 5
| 3 (Satisfactory) 6 4 ] 5 [i] 5
4 (Fair) 5 3 s A 6 =)
3 (Poor) 4 3 5 4 6 5
2 {Serious) 2 1 2 2 2 2
1 (Critical) N/A® N/A® NS NAS NAT nra®

1. The maximum interval between Underwater Audit Inspections shall be reduced as appropriate based on the extent of deterioration observed on a structure, the
rate of further anticipated deterioration or other factors.

2. Benign environments include fresh water and maximum current velocities less than 1.5 knots for the majority of the days in a calendar year

3. Aggressive environments include brackish or salt water, poiluted wates; or waters with current velocities greater than 1.5 knots for the majority of the days in the
calendar year:

4. For most structures, two maximum intervals will be shown in this table, one for the assessment of consiruction material {timber, concrete, steel, etc.) and one for
scour {Iast 2 cotumns). The shorter interval of the two should dictate the maximum interval used.

5. MOTs rated “Critical” will not be operational; and Emergency Action shall be required in accordance with Table 31F-2-7.
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curate, the audit must include a baseline inspection to gather
data in sufficient detail to adequately evaluate the MOT.

The level of detail required shall be such that structural
member sizes, connection and reinforcing details are docu-
mented, if required in the structural analysis. In addition,
the strength and/or ductility characteristics of construction
materials shall be determined, as appropriate. Nondestruc-
tive testing, partially destructive testing and/or laboratory
testing methods nuy be used.

All fire, piping, mechanical and electrical systems shall
be documented as to location, capacity, operating limits and
physical conditions.

3102K.2 Annwal inspection. The annual inspection required
by2 CCR2320(a)(1) [2.1], may include an engineering exam-
ination of the topside and underside areas of the dock, includ-
ing the splash zone. The Division shall perform the inspection,
with cooperation from the owner/operator. Observations will
be recorded and a report of violations and deficiencies shall be
provided to the operator.

Subject to operating procedures, a boat shall be provided to
facilitate the inspection of the dock undersides and piles down
to the splash zone. If a boat is not available or the under dock
inspection cannot be performed by the Division during the
annual inspection, the MOT operator shall carry out or cause
to be carried out, such an inspection. The operator will then
provide the Division with a report detailing the examination
results including photographs, videos and sketches as neces-
sary io accurately depict the state of the underside of the dock.

J102F.3 Audit.

3102F 3.1 Ohjective. The objective of the audit is to review
structural, mechanical and electrical systems on a pre-
scribed periodic basis to verify that each berthing system is

Jit for its specific defined purpose. The audit includes both
0y fer qnd ler inspecti ‘ -

neering analyses.

31G2F.3.2 Overview. The initial audit shall include above
water and underwater structural inspections, mooring,
berthing and structural evaluations, and electrical/
mechanical systems evaluation. The audit is performed by a
multidisciplinary team of engineers, qualified inspectors
and may include Division representatives.

The above water inspection involves an examination of all
structural, mechanical and electrical components above the
waterline. Structural defects and their severity shall be doc-
umented, but the exact size and location of each deficiency is
typically not required.

A rational and representative underwater sampling of
piles may be acceptable with Division approval, for cases of
limited visibility, heavy marine growth, restricted inspec-
tion times because of environmental factors (currents, water
temperatures, erc.) or a very large number of piles.

A global condition assessment rating (CAR) shall be
assigned to above and underwater structural systems (Table
31F-2-5).
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Remedial action priorities (RAP) shall be assigned for
component deficiencies (Table 31F-2-6). Recommendations

Jor remediation and/or upgrading shall be prescribed as nec-

essary.

An audit is not considered complete until the audit report
is received by the Division.

3102F.3.3 Schedule.

3102F.3.3.1 Initial audit. Table 31F.2-1 provides the
deadlines for the submission of the initial audit report.
The MOT classification in Table 31F-2-1 is determined
from the higher assigned risk classification obtained
from Table 31F-4-1.

For a new MOT berthing system, the initial audit shall
be performed within three years of commencement of
operations.

3102F.3.3.2 Subsequent audits. An above water audit of
structural, mechanical and electrical systems shall be
completed at a maximum interval of 3 years. This interval
may be reduced, based on the recommendation of the
audir team leader, and with the approval of the Division,
depending on the extent and rate of deterioration or other
factors.

The maximum interval for underwater audits is
dependent upon the condition of the fucility, the con-
struction material type andfor the environment at the
mudline, as shown in Table 31F-2-2.

Ifthere are no changes in the defined purpose (see Sec-
tion 3102F.3.6.1} of the berthing svstem, then analyses
Jrom previous audits may be referenced. However, if
there is a significant change in a berthing system, or
when deterioration or damage must be considered, a new
analysis may be required.

The Division may require arn audit to justify changes in
the use of a berthing system. An example of such change
would be in the berthing and mooring configuration of
larger or smaller vessels relative to dolphin and fender
spacing, and potential resultant modification to opera-
tional environmental limitations {e.g., wind speed).

Subsequent audits of the above water and underwater
structures and mechanical and electrical systems may or
may not be performed concurrently, depending upon the
required inspection intervals based on the prior audit
report.

3102F.3.4 Audit team.

3102F.3.4.1 Project manager. The audit shall be con-
ducted by a multidisciplinary team under the direction of
a project manager representing the MOT. The project
manager shall have specific knowledge of the MOT and
may serve other roles on the audit team.

3102F.3.4.2 Audit team leader. The audit team leader
shall lead the on-site audit team and shall be responsibie
Jor directing field activities, including the inspection of all
structural, mechanical and electrical systems. The team

511



MARINE OIL TERMINALS

prehensive examination. An example of an acceptable
course is the U.S. Department of Transportation’s
“Safety Inspection of In- Service Bridges.” Certification ||
as a Level IV Bridge Inspector by the National Institute

of Certification in Engineering Technologies (NICET)
shall also be acceptable {2.2],

leader shall be a California registered civil or structural
engineer and may serve other roles on the audit team.

3102F.3.4.3 Structural inspection team. The structural
inspection shall be conducted under the direction of a
registered civil or structural engineer.

All members of the structural inspection team shall be
graduates of a 4-year civil/siructural engineering, or
closely related (ocean/coastal) engineering curriculum,
and shall have been certified as an Engineer-in-Train-
ing; or shall be technicians who have completed a course
of study in structural inspections. The minimum accept-
able course in structural inspections shall include 80
hours of instruction specifically related to structural
inspection, followed by successful completion of a com-

For underwater inspections, the registered civil or
structural engineer directing the underwater structural |
inspection shall also be a commercially trained diver or | |
equivalent and shall actively participate in the inspec-
fion, by personally conducting a minimum of 25 percent
of the underwater examination [2.2].

Each underwater team member shall also be a com-
mercially trained diver, or equivalent. Divers performing

TABLE 31F-2-3
1 UNDERWATER INSPECTION LEVELS OF EFFORT [2.2]
DETECTABLE DEFECTS
LEVEL PURPOSE Steel Concrete Timber Composite
General visual/tactile Extensive corrosion, holes Mujor spalling and cracking Major loss of section Permanent deformation
inspection to confirm Severe mechanical damage Severe reinforcement corrosion | Broken piles and bracings | Broken piles

{ as-built condition and

detect severe damuge Major cracking or

mechanical damage

Severe abrasion or marine
borer attack

Broken piles

External pile damage due fo ; Cracking

marine borers

To detect surface defects | Moderate mechanical damage | Surface cracking and spalling

normaily obscured by Corrosion pitting end loss of | Rust staining Delamination

marine growth ) intered piles
i’ 8 section Exposed reinforcing steel Spliniered piles Material degradation
and/or prestressing strands Loss of bolts and fusteners
Rot or insect infestation
To detect hidden or Thickness of material Location of reinforcing steel Internal damage due 1o marine N/A
mIe.: or dama:ge, -evaluate Electrical potentials for Beginning of corrosion af borers (internal voids)
N loss of cross-sectional . | cathodic protection reinforcing steel Decrease in maserial
area, or evaluate material N strength
homogeneity Internal voids
Change in material strength
TABLE 31F-2-4
|1 ) SCOPE OF UNDERWATER INSPECTIONS [2.2}
SAMPLE SIZE AND METHODOLOGY"
Siee! Concrete Timber Composite Sloe
Protection,
Channef
Bulkheads/ Bulkheads/ Butkheads/ Bottom or Mud
LEVEL Piles Retaining Walls Piles Retaining Walis Piles Retaining Walls Piles Line-Scour
i Sample Size: 100% 100% T00% 0% 100% 100% 100% 100%
Method: Visual/Tactile Visual/Tactile | Visual/Tactile | VisualfTactile | Visual/Tactile | Visual/Tactile | Visual/Tactile | Visual/Tactile
Sample Size: | 10% Every 100 LF 10% Every IO0LF | 0% Every 30 LF 10% 0%
Method: Visual: Removal | Visual: Removal | Visual: Visual: Removal | Visual: Visual: Removal | Visual:
of marine growth | of marine growth | Removal of | of marine Removal of of marine Removal of
in 3 bands in { SF areas marine growth| growth in I SF | marine growth | growthin 1 §F | marine growth
1 . . .
in 3 bands areas on 3 bands areas in 3 bands
Measurement:
Remaining
diameter
Sample Size:; 5% Every 200 LF 0% 0% 5% Fvery 100 LF 0% 0%
Method: Remaining Remaining N/A NFA Internal Internal marine
thickness thickness marine borer | borer
easHrement; measurement; infestation infestation
11 electrical potential| electrical potential evaluation evaluation
Heasurement; measurement;
COFFOsion COrrosion
profiling as profiling as
AeCessary HECessary

> 1. The minimum inspection sampling size for small structures shall include at least two components.
LF = Linear Feet; SF = Square Feet; NFA = Not Applicable
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TABLE 31F-2-5
CONDITION ASSESSMENT RATINGS (CAR) [2.2]

RATING

DESCRIPTION OF STRUCTURAL SYSTEMS, ABOVE AND BELOW WATER LINE

6 Good The capacity of the siructure meets the requirements of this standard.

No problems or only minor problems noted. Structural elements may show very minor deterigration, but no overstressing observed.

The structure should be considered fit-for-purpose, No repairs or upgrades arve required.

5 Satisfactory | requirements of this standard.

Limited minor to moderate defects or deterioration observed, but no overstressing observed. The capacity of the structure meets the

The structure should be considered fit-for-purpose. No repairs or upgrades are reguired.

Fair structure is no more than 15 percent below the structural requirements of this standard, as determined from an engineering evaluation.

All primary structural elements are sound; but minor to moderate defects or deterioration observed. Localized areas of moderate 1o
advanced deteripration may be present, but do not significantly reduce the load bearing capacity of the structure. The capacity of the

The struciure should be considered as marginal. Repair and/or upgrade measures may be required to remain operational, Facility
may rematn operational provided a plan and schedule for remedial action is presented 1o and accepted by the Division.

Poor

Advanced deterioration or overstressing observed on widespread portions of the structure, but does not significantly reduce the load
bearing capacity of the structure. The capacity of the structure is no move than 25 percent below the structural requirements of this
standard, as determined from an engineering evaluation.

The structure is not fit-for-purpose. Repair and/or upgrade measures may be required to remain operational. The facility may be
allowed 1o remain operational on a restricted or contingency basis until the deficiencies are corrected, provided a plan and schedule
for such work is presented to and accepted by the Division.

2 Seriouy

Advanced deterioration, overstressing or breakage may have significantly affected the load bearing capacity of primary structural
components. Local failures are possible and loading restrictions may be necessary. The capacity of the structure is more than 25
percent below than the structural requirements of this standard, as determined from an engineering evaluation.

The structure is not fit-for-purpose. Repairs and/or upgrade measures may be required to remain operational. The facility may be
allowed to remain operational on a restricted basis until the deficiencies are corrected, provided a plan and schedule for such work
is presented to and accepted by the Division.

1 Critical

Very advanced deterioration, overstressing or breakage has resulted in localized failure(s) of primary structural components. MareT
widespread failures are possible or likely to occur and load restrictions should be implemented as necessary. The capacity of the
structure is critically deficient relative to the structural requirements of this standard.

The structure is not fit-for-purpose. The facility shall cease operations uniil deficiencies are corrected and accepted by the Division.

TABLE 31F-2-6
COMPONENT DEFICIENCY REMEDIAL ACTION PRIORITIES (RAP)

REMEDIAL
PRIORITIES

DESCRIPTION AND REMEDIAL ACTIONS

Pl

Specified whenever a condition that poses an immediate threat to public health, safety or the environment is observed. Emergency gctions
may consist of barricading or closing all or portions of the berthing system, evacuating product lines and ceasing transfer operations.

The berthing system is not fit-for-purpose. Imnediate remedial actions are required prior to the continuance of normal operations,

P2

Specified whenever defects or deficiencies pose a potential threat to public health, safety and the environment. Actions may consist of limiting,
or restricting operations ynfil remedial measures have been completed.

The berthing system is not fit-for-purpose. This priority requires investigation, evaluation and yreent getion.

P3

Specified whenever systems require upgrading in order to comply with the requirement of these standards or current applicable codes. These
deficiencies do not require emergency or urgent getions.
The MOT may have limitations placed on its operational status.

P4

Specified whenever damuage or defects requiring repair are observed.
The berthing svstem is fit-for-purpose. Repair can be performed during normal maintenance cveles, but not 1g exceed one year,

Recommended action is a good engineering/maintenance practice, but not required by these standards.

The berthing system is fit-for-purpose. o
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TABLE 31F-2.7
STRUCTURAL FOLLOW-UP ACTIONS [2.2]

FOLLOW-UP ACTION DESCRIPTION
Specified whenever a condition which poses an immediate threat to public health, safety or the environment is observed.
Emergency Action Emergency Actions may consist of barricading or closing all or portions of the berthing system, limiting vessel size, placing load

restrictions, evacuating product lines, ceasing transfer operations, etc.

Specified whenever structural damage or deficiencies are observed which require further investigation or evaluation to determine

Engineering Evaluation N X
Gl 8 appropriate fellow-up actions.

Specified whenever damage or defects requiring repair are observed. The repair design inspection is performed to the level of
detail necessary to prepare appropriate repair plans, specifications and estimates.

Repair Design fnspection

Upgrade Design and | Specified whenever the structural system requires upgrading in order to comply with the requirements of these standards and
Implementation current applicable codes.

Typically specified to determine the cause or significance of nontypical deterioration, nsually prior to designing repairs. Special

Special Inspection . , - , R ! , \ . ;i
! P testing, laboratory analysis, monitoring or investigation using nonstandard equipment or techniques are typically required.

Develop and hnplement | Specified when the Repair Design Inspection and required Special Inspections have been completed. Indicates that the structure is

Repair Plans ready to have repair plans prepared and implemented.
No Action Specified when no further action iy necessary until the next scheduled audit or inspection,
EXECUTIVE SUMMARY TABLE (E5-1)
Exampie GLOBAL STRUCTURAL CONDITION ASSESSMENT RATINGS (CAR}
BERTHING CONDITION FROM THIS | FROM PREVIOUS| NEXT AUDIT | ASSIGNED FOLLOW-UP : FIT-FOR-
SYSTEM SYSTEM ASSESSMENT RATING Auoir Aupit DUE (MO/YR) ACTIONS PURPOSE?
Above Water 4 (Fair) 4 (date) L 672004 Upgrade Des:gf:x and No
Struciure Implementation
North Wharf U ;
erwater . _ o )
) Straciure 5 {Satisfactory) 4 {date) 1072006 Yes
Above Water . Ty s
Stricture 4 (Fair 4 (date) — /2004 Repair Design Inspection No
South Wharf 1 1 derwar Special nspection; Repai
nderwater i pecial Inspection; Repair
Structure 3 (Poor) 4 (dute) 1072006 Design Inspection No
Dolphin, Trestle, efc. —— - — — — — —

1. Place check mark and date of respective audit in proper column to indicate for each structural system, whether the system was included in the current auditor the
results are summarized from a previous audit,

EXECUTIVE SUMMARY TABLE (ES-2)
Example COMPONENT DEFICIENCY REMEDIAL ACTION PRIORITIES (RAF)
BERTHING REMEDIAL ACTION FROM THIS | FROM PREVIOUS . NEXT AUDIT DESCRIPTION OF FIT-FOR-
SYSTEM DEFICIENCY PRIORITY(RAP) (P1-P4) AUDIT AUDIT DUE (MO/YR) | PLANNED REMEDIAL ACTION| PURPOSE?
Fire main legking P3 — 4 (date) § Repair
Pipeline badly P2 4 (date) — Investigate;
North Wharf corroded 672004 | wrgent action required No
Electrical (Class I, Pi 4 (date) —_ Immediate remedial action
Diy 2 viclation) requtived
TABLE 31F-2-8
~ POST-EVENT RATINGS AND REMEDIAL ACTIONS [2.2]
RATING SUMMARY OF DAMAGE REMEDIAL ACTIONS
4 No significant event-induced damage observed. No further action required. The berthing system may continue
operations. B
B Minor to moderate eveni-induced damage observed but all primary structural | Repairs or mitigation may be reguired 1o remain operational. The
elements and elecerical/mechanical systems are sound. berthing sysiem may continue aperations.
Moderate to major eveni-induced damage observed which may have Repairs or mitigation may be necessary 1o resume or remain
C significantly affected the load bearing capacity of primary structural elements | operational. The berthing system may be allowed o resume limited
or the functionality of key electrical/mechanical systems. operations.
Major event-induced damage has resulted in localized or widespread failure of| The berthing system may not resume operations until the
D primary structural components; or the functionality of key electrical/ deficiencies are corrected.

mechanical systems has been significantly affected. Additional failures are
possible or likely to occur.
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manual tasks such as cleaning or supporting the diving
operation, but not conducting or reporting on inspec-
tions, nuay have lesser technical qualifications [2.2].

3I02F.3.4.4 Seismic structurel analyst. A California
registered civil or structural engineer shall perform the
seismic structural evaluation required for the audit.

3I02F 3.4.5 Electrical inspection team. A registered
electrical engineer shall direct the on-site team perform-
ing the inspection and evaluation of electrical compo-
nents and systems.

3I02F.3.4.6 Mechanical inspection team. A registered
engineer shall direct the on-site feam performing the
inspection of pipeline, mechanical and fire systems.

3102F.3.4.7 Divisional representation. The Division
representative(s) may participate in any audit as
observer(s) and may provide guidance.

3102F.3.4.8 Geotechnical analyst. A California regis-
tered civil engineer with a California authorization as a
geotechnical engineer shall perform the geotechnical
evaluation required for the audit and all other
geotechnical evaluations.

3142F.3.5 Scope of inspection.

3102F.3.5.1 Above waler structural inspection. The
above water inspection shall include all accessible com-
ponents above +3 ft MLLW, Accessible components shall
be defined as those components above and below deck
that are reachable without the need for excavation or
extensive removal of materials that may impair visual
inspection. The above water inspection shall include but
not be limited to the following:

I. Piles
2. Pile caps
3. Beams
4. Deck soffit
5. Bracing
6. Retaining walls and bulkheads
7. Connections
8. Seawalls
9. Slope protection
10. Deck topsides and curbing
11, Expansion joints
12, Fender system components
13. Dolphins and deadmen
14, Mooring points and hardware
15, Navigation aids
16, Platforms, ladders, stairs, handrails and gangways
17. Baclfill (sinkholes/differential settlernent)

3182F.3.5.2 Underwater structural inspection. The under-
water inspection shall include all accessible components
from +3 fr MLLW to the mudline, including the slope and
slope protection, in areas immediately surrounding the
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MOT. The water depth at the berth(s) shall be evaluated,
verifying the maximum or loaded drafi specified in the
MOT'’s Operations Manual (2 CCR 2385 (d)) [2.1].

The underwater structural inspection shall include the
Level I, I and I inspection efforts, as shown in Tables
31F-2-3 and 31F-2-4. The underwater inspection levels
of effort are described below, per [2.2]:

Level I-—Includes a close visual examination, or a tactile
examination using large sweeping motions of the hands
where visibility is imited. Although the Level I effort is often
referred to as a “swim-by” inspection, it must be detailed
enough to detect obvious major damage or deterioration
due 1o overstress or other severe deterioration. It should
confirm the continuity of the full length of all members and
detect undermining or exposure of normally buried ele-
ments. A Level 1 effort may also include limited probing of
the substruciure and adjacent channel bottont.

Level 1A detailed inspection which requires marine
growth removal from a representative sampling of compo-
nents within the structure. For piles, a 12-inch high band
should be cleaned at designated locations, generally near
the low waterline, at the mud-line, and midway between
the low waterline and the mudline. On a rectangular pile,
the marine growth removal should include at least three
sides; on an octagon pile, at least six sides; on a round
pile, at least three-fourths of the perimeter. On large diam-
eter piles, 3 ft or greater, marine growth removal should be
effected on 1 ft by 1 ft areas at four locations approxi-
mately equally spaced around the perimeter, at each ele-
vation. On large solid faced elements such as retaining
structures, marine growth removal should be effected on 1
Jiby I fiareas at the three specified elevations. The inspec-
tion should also focus on typical areas of weakness, such
as attachment points and welds. TheLevel II effort is
intended to detect and identify damaged and deteriorated
areas that may be hidden by surface biofouling. The thor
oughness of marine growth removal should be governed
by what is necessary to discern the condition of the under-
Iving structural material. Removal of all biofouling stain-
ing is generally not required.

Level HI—A detailed inspection typically involving
nondestructive or partinlly-destructive testing, conducted
to detect hidden or interior damage, or to evaluate maie-
rial homogeneity.

Typical inspection and testing techniques include the
use of ultrasonics, coring or boring, physical material
sampling and in-situ hardness testing. Level I testing is
generally limited to key structural areas, areas which are
suspect, or areas which may be representative of the
underwater structure.

3102F.3.5.3 Special inspection considerations.

3102F.3.5.3.1 Coated components. For coated steel
components, Level I and Level IT efforts should focus
on the evaluation of the integrity and effectiveness of
the coating. The piles should be inspected without
damaging the coating. Level Il efforts should include
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ultrasonic thickness measurements without removal
of the coating, where feasible.

3I02F.3.5.3.2 Encased components. For steel, con-
crete or timber components that have been encased,
the Level I and II efforts should focus on the evaluation
of the integrity of the encasement. If evidence of signifi-
cant damage to the encasement is present, or if evi-
dence of significant deterioration of the wnderlying
component is present, then the damage evaluation
should consider whether the encasement was provided
Jor protection and/or structural capacity. Encasements
should not typically be removed for an audit.

For encasements on which the formwork has been
left in place, the inspection should focus on the integ-
Fity of the encasement, not the formwork. Level I and
Level II efforts in such cases should concentrate on the
top and bottom of the encasement. For concrete com-
ponents, if deterioration, loss of bonding, or other sig-
nificant problems with the encasement are suspected, it
may be necessary to conduct a special inspection,
including coring of the encasement and laboratory
evaluation of the materials.

3102F.3.5.3.3 Wrapped components. For sieel, con-
crete or timber components that have been wrapped,
the Level I and I efforts should focus on the evaluation
of the integrity of the wrap. Since the effectiveness of a
wrap may be compromised by removal, and since the
removal and re-installation of wraps is time-consum-
ing, it should not be routinely done. However, if evi-
dence of significant damage exists, or if the
effectiveness of the wraps is in question, then samples
should be removed fo facilitate the inspection and eval-
uation. The samples may be limited to particular zones
or portions of members if damage is suspected, based
on the physical evidence of potential problems. A mini-
mum sample size of three members should be used. A
five-percent sample size, up to 30 total members, may
be adegquate as an upper limit.

For wrapped timber components, Level III efforts
should consist of removal of the wraps from a represen-
tative sample of components in order to evaluate the
condition of the timber beneath the wrap. The sample
may be limited to particular zones or portions of the
members if damage is suspected {e.g., af the mudline/
bottom of wrap or in the tidal zone). The sample size
should be determined based on the physical evidence
of potential problems and the aggressiveness of the
environment. A minimum sample size of three members
should be used. A five-percent sample size, up to 30
total members, may be adequate as an upper limit.

3102F.3.5.4 Mechanical elecirical equipment. The inspec-
tion of mechanical and electrical equipment shall include
but not be limited 1o the following components and systems:

I. Loading arms
2. Cranes and lifting equipment, including cables
3. Piping/manifolds and supports

4. Oil transfer hoses

Fire detection and suppression systems
Vapor control system
Sumps/sump tanks

Vent systems
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Pumps and pump systems

10. Lighting

11. Communications equipment
12, Gangways

13, Electrical switches and junction boxes
14. Emergency power equipment
13, Air compressors

16. Meters

17. Carhodic protection systems
18. Winches

19. ESD and other control systems
20. Ladders

All alarms, limit switches, load cells, current meters,
anemometers, leak detection equipment, erc., shall be
operated and/or tested to the extent feasible, to ensure
proper function.

3102F.3.6 Evaluation and assessment.

3102F.3.6.1 Terminal operating limits. The physical
bounduries of the facility shall be defined by the berthing
system operating limits, along with the vessel size limits
and environmental conditions.

The audit shall include a “Statement of Terminal
Operating Limits,” which must provide a concise state-
ment of the purpose of each berthing system in terms of
operating limits. This description must at least include,
the minimum and maximum vessel sizes, including
Length Overall (LOA), beam, and maximum draft with
associated displucement {see Fig. 31F-2-1).

In estublishing limits for both the minimum and maxi-
mum vessel sizes, due consideration shall be given to
water depths, dolphin spacing, fender system limita-
tions, manifold height and hose/loading arm reach, with
allowances for tidal fluctuations, surge and drift.

Maximum wind, current or wave conditions, or combi-
nations thereof, shall be clearly defined as limiting con-
ditions for vessels at each berth, both with and without
active product transfer.

3102F.3.6.2 Mooring and berthing. Mooring and berth-
ing analyses shall be performed in accordance with Sec-
tion 310SF. The analyses shall be consistent with the
terminal operating limits and the structural configuration
of the wharf and/or dolphins and associated hardware.

3102F.3.6.3 Structure. A structural evaluation, includ-
ing a seismic analysis, shall be performed in accordance
with Sections 3103F through 3107F Such evaluation
shall consider local or global reduction in capacity, as
determined from the inspection.
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Based on inspection results, structural analyses and
engineering judgment, CARs shall be assigned on a
global basis, independently for above and underwater
structures. The CARs defined in Table 31F-2-S shall be
used for this purpose. The CAR documents the structural
fitness-for-purpose. Structural component deficiencies
may be assigned RAPs as per Table 31F-2-6. The
assigned ratings shall remain in effect until all the signifi-
cant corrective action has been completed to the satisfac-
tion of the division, or until completion of the next audit.

3102F.3.6.4 Mechanical and electrical systems. An eval-
uation of all mechanical and electrical systems and com-
ponents shall be performed in accordance with Sections
3108F through 3111F of these standards. If a pipeline
analysis is required, forces and imposed seismic displace-
ments resulting from the structural analysis shall be con-
sidered. Mechanical and electrical component
deficiencies shall be assigned ratings from Table 31F-2-0.

3102F.3.7 Follow-up actions. Structural follow-up actions
as described in Table 31F-2-7 shall be prescribed. Multiple
Jollow-up actions may be assigned; however, guidance
should be provided as to the order in which the follow-up
actions should be carried out,

Ifa CAR of “17 (Table 31F-2-5) or a RAP of “P1” (Table
31F-2-6) or “Emergency Action” using Table 31F-2-7, is
assigned to a berthing system, the Division shall be notified
immediately. The audit report shall include implementation
schedules for all follow-up and remedial actions. Follow-up
and remedial actions and implementation schedules are
subject to Division approval. Follow-up actions shall also
state the maximum interval before the next audir.

3102F.3.8 Documentation and reporting. The audit report
shall be signed and stamped by the audit team leader,

Each audit, whether partial or complete, shall be adequately
documented. Partial audits cover only specific systems or
equipment examined. The resulting report shall summarize
and reference relevant previous ratings and deficiencies.

The contents of the audit report for each berthing system
shall, at a minimum, include the following as appropriate:

Executive summary—a concise summary of the audit
results and analyses conclusions. It shall include sum-
mary information for each berthing system, including an
overview of the assigned follow-up actions (See Example
Tables ES-1 and ES-2).

Table of contents
Body of report

Introduction—a brief description of the purpose and
scope of the audit, as well as a description of the inspec-
tion/evaluation methodology used for the audir.

Existing conditions—a brief description, along with a
summary of the observed conditions. Subsections should
be used to describe the above water structure, underwa-
ter structure and mechanical and electrical systems, to
the extent each are included in the scope of the audit.
Photos, plan views and sketches shall be utilized as
appropriate to describe the structure and the observed
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conditions. Details of the inspection results such as test
data, measurements data, etc., shall be documented in an
appendix.

Evaluation and assessment—a CAR shall be assigned
to structiral systems (above and under water). Mooring
and berthing analyses, structural analysis results, and
all supporting calculations shall be included in appendi-
ces as appropriate to substantiate the ratings. However,
the results and recommendations of the engineering
analyses shall be included in this section. Component
deficiencies should be described and a corresponding
RAP assigned.

Follow-up actions—Specific structural follow-up
actions shall be documented (Table 31F-2-7), and reme-
dial schedules included, for each audited system. Audit
team leaders shall specify which follow-up actions
require a California registered engineer to certify that
the completion is acceprable.

Appendices—When appropriate, the following appendi-
ces shall be included:

1. Background data on the terminal - description of the
service environment (wind/waves/currents), extent
and type of marine growth, unusual environmental
conditions, etc.

Inspection/testing data

Mooring and berthing analyses

. Structural and seismic analyses and calculations
Geotechnical report

MOT Fire Plan

Pipeline stress and displacement analyses

Mechanical and electrical system documentation

=S-SR~ N VA G P N

Photographs and/or sketches shall be included to
document typical conditions and referenced defi-
ciencies, and to justify CARs and RAPs.

10. Condition assessment rating (CAR) report and sup-
porting data

11. Remedial action priovities (RAP} report and sup-
porting data

3102F.3.9 Action plan implementation report. Within 90
days of completion of the remedial measures (for serious
deficiencies, such as P1, P2 or any structural CAR less than
5) specified in the follow-up action plan(s), a report shall be
submitted to the Division and shall include:

1. A description of each action taken
2. Updated RAPs and CARs

3. Supporting documeniation with calculations and/or
relevant data

3102F.4 Post-Event inspection. A post-event inspection is a
Jocused inspection following a significant, potentially dam-
age-causing event such as an earthquake, storm, vessel impact,
Jire, explosion or tsunami. The primary purpose is to assess the
integrity of structural, mechanical and electrical systems. This
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inspection effort should focus on components in the
path of the impact mass.

assessment will determine the operational status and/or any
remedial measures required.

3102F.4.1 Notification and action plan. Notification as per
2 CCR 2325(e) |2.1] shall be provided to the local area
Dhvision field office. The notification shall include, as a min-
Tl

1. Brief description of the event

2. Brief description of the nature, extent and signifi-
cance of any damage observed as a resuli of the event

3. Operational status and any required restrictions

4. Statement as to whether a Post-Event inspection will
be carried out

The Division may carry out or cause to be carried out, a
post-event inspection. In the interim, the Division may
direct a change in the operations manual, per 2 CCR 2385

(M3 [2.11.

If a post-event inspection is required, an action plan shall
be submitted to the Division within five (5) days after the
event. This deadline may be extended in special circum-
stances. The action plan shall include the scope of the
inspection (above water, underwater, electrical, mechanical
systems, physical limits, applicable berthing systems, etc.)
and submission date of the final report. The action plan is
subject to Division approval.

3102F.4.2 Inspection team. The qualifications of the
inspection team shall be the same as those prescribed in
Section 3102F.3.4. Division representatives may partici-
pate in any posi-event inspection, as observers, and may
provide guidance.

3102F.4.3 Scope. The post-event inspection shall focus on
the possible damage caused by the event. General observa-
tions of long-term or preexisting deterioration such as sig-
nificant corrosion-related damage or other deterioration
should be made as appropriate, but should not be the focus
of the inspection. The inspection shall always include an
above-water assessment of structural, mechonical and elec-
trical components.

The inspection team leader shall determine the need for,
and methodology of, an underwater structural assessment,
in consultation with the Division. Above water observa-
tions, such as shifting or differential settlement, misalign-
ments, significant cracking or spalling, bulging, etc., shall
be nsed 1o determine whether or not an underwater assess-
ment is required. Similarly, the inspection team leader shall
determine, in consultation with the Division, the need for,
and methodology of any supplemental inspections (e.g.,
special inspections (see Section 3102F.3.5.3).

The following information may be important in determin-
ing the need for, and methodology of, the post-event inspec-
tion:

1. Earthquakes or vessel or debris impact typically
cause damage both above and below the water line.
Following a major earthquake, the inspection should
Jocus on components likely to attract highest lateral
loads (batter or shorter piles in the rear of the struc-
ture, etc.). In case of vessel or debris impact, the
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2. Major floods or tsunamis may cause undermining of
the structure, and/or scouring at the mud line.

3. Fire damage varies significantly with the type of con-
struction materials but all types may be adversely
affected. Special inspections (sampling and labora-
tory testing) shall be conducted, as determined by the
inspection team leader, in order to determine the
nature and extent of damage.

4. High wind or wave events often cause damage both
above and below the water line. An underwater
inspection may be required if damage is visible above
the waterline. Structural damage may be potentially
increased if a vessel was at the berth during the event.
The effects of high wind may be most prevalent on
equipment and connections of such equipment to the
structure.

The methodology of conducting an underwater post-
event inspection should be established with due consider-
ation of the structure type and type of damage anticipated.
Whereas slope failures or scour may be readily apparent in
waters of adeguate visibility, overstressing cracks on piles
covered with marine growth will not be readily apparent.
Where such hidden damage is suspected, marine growth
removal should be performed on a representative sampling
of components in accordance with the Level IT effort
requirements described in Section 3102F.3.5.2. The cause
of the event will determine the appropriate sample size and
locations.

3102F 4.4 Post-Event ratings. A post-event rating [2.2]
shall be assigned to each berthing system upon completion
of the inspection (see Table 31F-2-8). All observations of
the above and under water structire, mechanical and elec-
trical components and systems shall be considered in
assigning a post-event rating.

Ratings should consider only damage that was likely
caused by the event. Pre-existing deterioration such as cor-
rosion damage should not be considered unless the struc-
tral integrity is immediately threatened or safety systems
or protection of the environment may be compromised.

Assignment of ratings should reflect an overall character-
ization of the berthing system being rated. The rating shall
consider both the severity of the detervioration and the extent
to which it is widespread throughout the facility. The fact
that the facility was designed for loads that are lower than
the current standards for design should have no influence
upon the ratings.

3102F.4.5 Follow-up actions. Follow-up actions shall be
assigned upon completion of the post-event inspection of
each berthing system. Table 31F-2-6 specifies remedial
action priorities and actions for mechanical and electrical
deficiencies. Table 31F-2-7 specifies various options for
structural systems. Multiple follow-up actions may be
assigned; however, guidance should be provided as to the
order in which the follow-up actions should be carried-out.
Follow-up actions shall be subject to Division approval.
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3102F.4.6 Documentation and reporting. Documentation
of the specific attributes of each defect shall not be required
during a post-event inspection. However, a narrative
description of significant damage shall be used. The
description shall be consistent with and shall justify the
post-event rating assigned.

A report shall be prepared and submitted to the Division

upon completion of the post-event inspection and shall, ar a

minimum, include:

1. Brief description of the facility including the physi-
cal limits of the structure, type of construction mate-
rial(s), and the mechanical and electrical systems
present

2. Brief description of the event triggering the inspec-
tion

3. Scope of the inspection (above water, underwater,
electrical or mechanical)

4. Date of the inspection
5. Names and dffiliations of inspection team

6. Description of the nature, extent and significance of
any observed damage resulting from the event

7. Photographs should be provided to substantiate the
descriptions and justify the condition rating

8. Assignment of a post-event rating

9. Statement regarding whether the facility is fif to
resume operations and, if so, under what conditions

10. Assigmment of follow-up action{s)

11. Inspection data, drawings, calculations and other
relevant engineering materials

12. Signature and stump of team leader(s)

3102F.4.7 Action Plan Report. Lipon completion of ail

actions delineated in the action plan, a final report shall be
submitted to the Division to document the work completed.
Supporting documentation such as calculations or other
relevant data shall be provided in appendices.

3102F.5 References.

[2.1] California Code of Regulations (CCR), Title 2, Divi-
gion 3, Chapter I, Article5, Marine Terminals Inspec-
tion and Monitoring, Sections 2315, 2320, 2325 and
2385 (short form example: 2 CCR 2315 (Title 2 of
California Code of Regulations, Section 2315).

1 ! [2.2] Childs, K.M., editor, 2001, “Underwater Investiga-
tions - Standard Practice Manual,” American Society
of Civil Engineers, Reston, VA.

Authority: Sections 8755 and 8757, Public Resources Code

Reference: Sections 8750, 8751, 8755 and 8757, Public
Resources Code.

>
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SECTION 3103F
STRUCTURAL LOADING CRITERIA

3103F.1 General. Section 3103F establishes the environmen-
tal and operating loads acting on the marine oil terminal
(MOT) structures and on moored vessel(s). The analysis proce-
dures are presented in Sections 3104F — 3107F.

3103F.2 Dead loads.

3103F.2.1 General. Dead loads shall include the weight of the
entire structure, including permanent attachments such as
loading arms, pipelines, deck crane, fire monitor tower, gang-
way structure, vapor control equipment and mooving hard-
ware. Unit weights specified in Section 3103F.2.2 may be used
Jor MOT structures if actual weights are not available.

3103F.2.2 Unit weights. The unit weights in Table 31F-3-1
may be used for both existing and new MOTs.

TABLE 31F-3-1

UNIT WEIGHTS
MATERIAL UNIT WEIGHT {pcf)* |
Steel or caxt steel 490 ]
Cast iron 450
Aluminum alloys : 175
Timber (untreated) ) 40-50
Timber (treated) . 45-60
Concrete, reinforced (normal weight) 145-160
Concrete, reinforced (lightweight) 90-120
Axphalt paving 150

* pounds per cubic foot
3103F.2.3 Equipment and Piping Area Loads. The equip-

ment and piping areaq loads in Table 31F-3-2 may be used,
as a minimum, in liew of detailed as-built data.

TABLE 31F-3-2
EQUIPMENT AND PIPING AREA LOADS
LOCATION AREA LOADS (psfj™* |
Open areas . 200 i
Areas containing equipment and piping EALR
Trestle roadway 20% _

* Allowance for Incidental items such as railings, lighting, miscellaneous
equipment, eic,

L *#35 psfis for miscellaneous general items such as walkways, pipe supports,
lighting and instrimentation. Major equipment weight shall be established
and added into this weight for piping manifold, valves, deck crane, five moni-
tor tower, gangway struchere and similar me/or equipment.

*4% pounds per square foor

3103E.3 Live loads and buoyancy. The following vertical live
loading shall be considered, where appropriate: uniform load-
ing, truck loading, crane loading and buoyancy. Additionally,
MOT specific, nonpermanent equipment shall be identified and
used in loading computations.

3103F.4 Earthquake loads.

3103F.4.1 General. Earthquake loads are described in terms
of Peak Ground Acceleration (PGA), spectral acceleration
and earthquake magnitude. The required seismic analysis
procedures (Tubles 31F-4-2 and 31F-4-3} are dependent on
the risk classification obtained from Table 31F-4-1.
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3103F4.2 Design earthquake motion parameters. The
earthquake ground motion parvameters of peak ground
acceleration, spectral acceleration and earthguake magni-
tude are modified for site amplification and near fault
directivity effects. The resulting values are the design peak
ground acceleration (DPGA), design spectral acceleration
(DSA) and design earthquake magnifude (DFEM).

The peak ground and spectral acceleration may be evalu-
ated using:

1. U.S. Geological Survey (USGS} or California Geo-
logical Survey [CGS, formerly the California Divi-
sion of Mines and Geology (CDMG)}] maps as
discussed in Section 3103F.4.2.2,

2. A site-specific probabilistic seismic hazard analysis
(PSHA) as discussed in Secrion 3103F.4.2.3.

3. For the Ports of Los Angeles, Long Beach and Port
Hueneme, PSHA results are provided in Section
3103F.4.2.3.

Unless stated otherwise, the DSA values are for 5 percent
damping; values at other levels may be obtained as per Sec-
tion 3]103F.4.2.9.

The appropriate probability levels associated with DPGA
and DSA for different seismic performance levels are pro-
vided in Table 31 F-4 -2. Deterministic earthquake motions,
which are used only for comparison to the probabilistic
results, are addressed in Section 3103F4.2. 7.

The evaluation of Design Earthquake Magnitude (DEM),
is discussed in Section 3103F4.2.8. This parameter is
required when acceleration time histories (Section
3103F4.2.10) ave addressed or if liguefaction potential
{Section 3100F.3) is being evaluated,

3103F4.2.1 Site classes. The following site classes,
defined in Section 3106F.2, shall be used in developing
values of DSA and DPGA:

SAJ S}}, S(j, SD? S i and § £~

For Sg, a site-specific response analysis is ?equired per
Section 3103F.4.2.5.

3103F4.2.2 Earthquake motions from USGS maps.
Earthquake ground motion parameters can be obtained
Jrom the Maps 29-32 in the National Earthquake Haz-
ard Reduction Program (NEHRP) design map set dis-
cussed in subsection 1.6.1 of [3.1], or the USGS web-
site: (hutp:flearthquake usgs. goviresearch/hazmaps/).
These are available as peak ground acceleration and
spectral acceleration values at 5 percent damping for
10 and 2 percent probability of exceedance in 50 years,
which correspond to Average Return Periods (ARPs) of
475 and 2,475 years, respectively. The spectral acceler-
ation valies are available for 0.2, and 1.0 second spec-
tral periods. In obtaining peak ground acceleration and
spectral acceleration values from the USGS web site,
the site location can be specified in terms of site longi-
tude and latitude or the zip code when appropriate. The
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resulting values of peak ground acceleration and spec-
tral acceleration correspond to surface motions for Site
Classification approximately corresponding to the
boundary of Site Class 8§z and S..

Once peak ground acceleration and spectral accelera-
tion values are obtained for 10 and 2 percent probability
of exceedence in 50 years, the corresponding values for
other probability levels may be obtained. A procedure is
presented in subsection 1.6 of Chapter I of [3.1].

3103F.4.2.3 Earthquake motions from site-specific
probabilistic seismic hazard analyses. Peak ground accel-
eration and spectral acceleration values can be obtained
using site-specific probabilistic seismic hazard analysis
(PSHA). In this approach, the seismic sources and their
characterization used in the analysis shall be based on the
published data from the Culifornia Geological Survey,
which can be obtained online ar the following website:
(htip:fwww.conservation.ca. gov/CGS/Pages/Index.aspx)
[3.2]

Appropriate attenuation relationships shail be used to
obtain values of peak ground acceleration and spectral
acceleration at the ground surface for site conditions corre-
sponding to the boundary of Site Class Sy and S, regardless
of the actual subsurface conditions at the site. These results
shall be compared to those based on the FEMA/USGS
maps discussed in Section 3103F4.2.2. If the two sets of
values are significantly different, a justification for using
the characterization chosen shall be provided.

Alternatively, peak ground acceleration and spectral
accelerations at the ground surface for the subsurface
conditions that actually exist at the site may be directly
obtained by using appropriate attenuation relationships

in a site-specific PSHA. This approach is not permissible
for Site Classes S, and Sp.

For site-specific PSHA, peak ground acceleration and
spectral acceleration values corresponding to the seis-
mic performance level (See Table 31F-4-2) shall be
obtained.

For peak ground acceleration, PSHA may be conducted
using the “magnitude weighting” procedure in Idriss
[3.3]. The actual magnitude weighting values should fol-
low the Southern California Earthquake Center (SCEC)
procedures [3.4]. This magnitude weighting procedure
incorporates the effects of duration corresponding to vari-
ous magnitude events in the PSHA results. The resulting
peak ground acceleration shall be used only for liquefuc-
tion assessment (see Section 3106F4}.

PSHA have been developed for the Ports of Los
Angeles and Long Beach [3.5, 3.6] and provide site-spe-
cific information for seismic analyses. Table 31F-3-3
provides response spectra, for a 475 year return period
earthquake and 5 percent critical damping. Figure
31F-3-1 provides the corresponding spectra for the two
ports. Additionally, these references provide spectra for
return periods from 72 to 2,500 years.

For the port of Port Hueneme, a PSHA was performed
by Lawrence Livermore National Laboratory [3.7] and
the results are shown in Table 31F-3-4 and Figure
31F-3-2. These results are provided only for site classifi-
cation “'S.” and five percen critical damping. To obtain
appropriate values for piles and/or the mudline, the sim-
plified procedures of Section 3103F.4.2.4 may be used.
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AND LONG BEACH, 475 YEAR RETURN PERIOD (5% Critical Damping)
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the period corresponding to the peak in spec-
tral acceleration values when obtained from
Section 3103F.4.2.3

S, = spectral acceleration value (for the boundary
of 8g and 8;) ar 1.0 second period

0800

Q.80

3

Sye= spectral acceleration value obiained using the
short period S, and factored by Table 31F-3-5
for the Site Class under consideration.

9,600 -m.
- Sy;= spectral acceleration value obtained using the
: 1.0 second period S, and factored by Table
g5 Bsoy 31F-3-6 for the Site Class under consider-
g ation.

& 0.400 4 2. Set PGA, =048, (3-3)
<%
where:

0.300 . .

- PGA,= peak ground acceleration corresponding to
the Site Class under consideration.

9200 _ ' When the value of PGAy is less than the peak ground

i ' : acceleration obtained following Section 3103F4.2.2 or

0100 4 : ; Section 3103F4.2.3, an explanation of the results shall

' : : be provided.
0.050 ‘ 3. PGA,, Sy and Sy, constitute three spectral accel-

eration values for the Site Class under consider-
ation corresponding to periods of 0, Sg(usually 0.2
seconds), and 1.0 second, respectively.

Q.0 0.50 100 1.5 200 258
Bariot ~ Seconds

4. Thefinal response spectra, without consideration
Sfor near-fault divectivity effects, values of S, for
the Site Class under consideration muay be
obtained using the following equations (for 5 per-
cent critical damping):

Jor 0<T<02T,
S, = (S04 +31/T) (3-4)

FIGURE 31F-3-2 RESPONSE SPECTRA FOR PORT HUENEME,
475 YEAR RETURN PERIOD (5% Critical Damping)

3103F.4.2.4 Simplified evaluation of site amplification
effects. When the MOT Site Class is different from the Sg -
Se boundary, site amplification effects shall be incorpo-
rated in peak ground accelerations and spectral acceler-
ations. This may be accomplished using a simplified
method or a site-specific evaluation (Section
3103F4.2.5).

For a given site class, the following procedure [3.1]
presents a simplified method that may be used to incor-
porate the site amplification effects for peak ground
acceleration and spectral acceleration computed for the

where:
T = Period corresponding to calculated S,

T, = Period at which the constant acceleration and
constant velocity regions of the design spec-
trum intersect

for 02T, <T<T,

Sp and S boundary.
I. Calculate the spectral acceleration values at (.20 S, =8xs (3-3)
and 1.0 second period: for T>T,
Sxs=F, 85 (3-1) S,=Sy/T (3-6)
Su=F.5, (3-2) where:
where: T,= S/Sis (3-7)

E, = site coefficient obtained from Table 31F-3-5 ) .
The resulting PGA, is the DPGA. However, the S,

F, = site coefficient obtained from Table 31F-3-6

v

S¢ = short period (usually at 0.20 seconds) spectral
acceleration value (for the boundary of Sy and

Sc) obrained using Section 3103F 4.2.2, or at
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{excepr for the ports of Los Angeles, Long Beach and
Port Hueneme) shall be modified for near-fault
directivity effects, per Section 3103F4.2. 6 to obtain the
final DSAs.
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TABLE 31F-3-3
DESIGN ACCELERATION RESPONSE SPECTRA FOR THE
PORTS OF LOS ANGELES AND LONG BEACH, 475 YEAR

RETURN PERIOD (5% Critical Damping)

Spectrat Acceleration (g’s)

RESPONSE SPECTRA FOR PORT HUENEME,

475 YEAR RETURN PERICD (5% Critical Damping}

Period (sec) Port of Los Angeles Port of Long Beach

0.01 0.520 0.500
.03 0.520 0.500

/¥ 0.93f 0.910

0.2 1154 1132

0.3 1.270 1.121

4 1.223 1.050

0.5 1148 0.980
0.75 0.937 0.840

10 0.740 0.717

1.5 0.510 8510

2.0 0.380 .362

3.0 0.210 0.199

4.0 0.135 0.128

5.0 0.094 0.097

6.6 0.069 0.068

8.0 0.041 0.041

0.0 0.027 0.027 N

TABLE 31F-34

SITE CLASS “C”
{Shear Wave Velocity from 1200-2500 ft/sec)
Period (sec) Fregquency (Hz) Spectral Acceleration (g’s)
0.03 33.33 0.41
0.05 20.00 046
0.1 0.0 0.63
015 6.67 0.75
0.2¢ 3.0 0.80
0.30 3.33 0.78
0.50 2.00 0.69
10 10 0.4%
2.0 0.50 0.28
TABLE 31F-3-5
VALUES OF F,
SITE 55
CLASS < 0.25 0.5 0.75 1.0 > 1.25
Sy 0.8 0.8 0.8 0.8 0.8
Sp i0 1.0 1.0 1.0 1.0
Se 1.2 12 I8 1.0 1.0
Sh 1.6 1.4 1.2 1.1 1.0
Sk 25 L7 1.2 0.9 0e
Sy # S # * *

NOTE: Linear interpolation can he used to estimate values of F, for intermedi-
ate values of S;.
* Site-specific dynamic site response analysis shall he performed.
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TABLE 31F-3-6
VALUES OF F,
SITE 5y
CLASS <0.1 0.2 0.3 0.4 > 0.5
Sy 0.8 0.8 0.8 0.8 0.8
Sa 1o Lo 10 1.0 10
Sg 17 16 13 14 1.3
Sy 2.4 2.0 18 1.6 1.5
8 35 32 2.8 2.4 2.4
S.F' £ H * #* *

NOTE: Linear interpolation can he used to estimate values of F, for intermedi-
ate values of §,.
* Site-specific dynamic site response analysis shall he performed.

3103F.4.2.5 Site-specific evaluation of amplification
effects. As an alternative to the procedure presented in
Section 3103F4.2.4, a site-specific response analysis may
be performed. For 8, a site specific response analysis is
reguired. The analysis shall be either an equivalent linear
or nonlinear analysis. Appropriate acceleration time his-
tories as discussed in Section 3103F4.2. 10 shall be used.

In general, an equivalent linear analysis using, for
example, SHAKES] [3.8] is acceptable when the strength
and stiffness of soils are unlikely to change significantly
during the seismic shaking, and the level of shaking is not
large. A nonlinear analysis should be used when the
strength and/or stiffness of soils could significantly
change during the seismic shaking or significant
nonlinearity of soils is expected because of high seismic
shaking levels.

The choice of the method used in site response analysis
shall be justified considering the expected stress-strain
behavior of soils under the shaking level considered in
the analysis.

Site-specific site response analysis may be performed
using one-dimensional analysis. However, to the extent
that MOTs often involve slopes or earth retaining struc-
tures, the one-dimensional analysis should be used judi-
ciously. When one-dimensional analysis cannot be
Justified or is not adequate, two-dimensional equivalent
linear or nonlinear response analysis shall be per-
Jormed. Site-specific response analysis results shall be
compared to those based on the simplified method of Sec-
tion 3103F.4.2.4 for reasonableness.

For the port areas of Los Angeles, Long Beach and
Port Hueneme, the resulting response spectra shall not
Jall below values obtained in Section 3103F4.2.3.

The peak ground accelerations obtained from this
site-specific evaluation are DPGAs and the spectral
accelerations are DSAs as long as the near-fault
directivity effects addressed in Section 3103F4.2. 6 are
appropriately incorporated into the time histories (Sec-
tion 3103F4.2.10).

3103F.4.2.6 Directivity effects. When the site is 15k (9.3
miles) or closer to a seismic source thar can significantly
affect the site, near-fault directivity effects shall be
reflected in the spectral acceleration values and in the
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deterministic spectral acceleration values of Section
3103F4.2. 7. However, Tables 31F-3-3 and 31F-34 for
the port areas of Los Angeles, Long Beach and Port
Hueneme already have these effects included.

Two methods are available for incorporating

directivity effects.

1. Directivity effects may be reflected in the spectral
acceleration values in a deterministic manner by
using, for example, the equation on pg. 213 {and
Tables 6 and 7} of Somerville, et al. {3.9]. The criti-
cal seismic sources and their characterization
developed as part of the deterministic ground
motion parameters (Section 3103F.4.2. 7) should
be used fo evaluate the directivity effects. The
resulting adjustments in spectral acceleration val-
ues may be applied in the probabilistic spectral
acceleration values developed per Section
JI03F 4.2.4 or 3103F 4.2.5. Such adjustment can
be independent of the probability levels of spectral
accelerations.

2. Directivity effects may be incorporated in the resulls
of site specific PSHA per Section 3103F.4.2.3. In this
case, the directivity effects will also depend on the
probability level of spectral accelerations.

MARINE OIL. TERMINALS

If spectral accelerations are obtained in this manner,
the effects of site amplification using either Section
3103F4.2.4, 3103F4.2.5 or an equivalent method (if
Justified) shall be incorporated.

3103F4.2.7 Deterministic earthquake motions. Deter-
ministic ground motions from “scenario” earthquakes
may be used for comparison purposes. Deterministic peak
ground accelerations and spectral accelerations may be
obtained using the “Critical Seismic Source” with maxi-
mum earthquake magnitude and its closest appropriate
distance to the MOT. “Critical Seismic Source” is that
which results in the largest computed median peak ground
acceleration and spectral acceleration values when
appropriate attenuation relationships are used. The val-
ues obtained from muldtiple attenuation relationships
should be used to calculate the median peak ground accel-
eration and spectral acceleration values.

For comparison, the values of peak ground accelera-
tions and spectral accelerations may be obtained from
the USGS maps [3.1], corresponding to the Maximum
Considered Earthquake (MCE). In this case, the median
values of peak ground acceleration and spectral acceler-
ation values shall be 213 (see Subsection 1.6 of {3.1]) of
the values shown on the USGS maps.

A § 1!
hd $.1 5
x
= i
o
LS
< .o
w
-
=
w .3
ix
s
> 3
= 3
[ ]
b o8 ﬁm_ :
W]
2 x J :
%3 \‘:’t
w
3% i .
¥ 7T O% & ZRTEMW T 3 % ¢ ¥ OB & 9% TG P EY 2 3% & S&TEDE
[
1L, iSE, m} [0 g?z:ilf IQRE,
WiND DURATION, ¢
FIGURE 31F-3-3 WIND SPEED CONVERSION FACTOR [3.12]
2010 CALIFORNIA BUILDING CODE 525




MARINE OIL TERMINALS

526

1.4 T TTY 111
HInnnnniny i
i F e

L3 - - : "
e ‘g (“l} ﬂ ¥ :
- :
5, Liifl . .
;’; 1.2 5 Vﬁ 'K’ﬁg -
&y
g Bt
o
%
i H
g‘; . 1ot ol
g 1Oy oy
it 2 TF g -
- Wmﬁ&% g 2
o et i -4
% g 4 B -
i 0. 9 b iee bl
a W\ ae e : : :

; Hater Vertival Yeloelly Seediost Was
i Aasumed Vo Vary Aosordim To 10000 O
, 4 577 Power Law i &
0.8 )3 1 TITY
& ia 28 3 %4 2o & ksl b1 ko ine

% OF VESSEL DRAFT WHERE CURRENT VELDUITY v, IS G

FIGURE 31F-3-4 CURRENT VELOCITY CORRECTION FACTOR (p. 23, OCIMF , 1997 {3.13])

3103F4.2.8 Design earthquake magnitude. The design
earthquake magnitude used in developing site-specific
acceleration time histories (Section 3103F4.2.10) or lig-
uefaction assessment (Section 3106F.3) is obtained using
either of the following two methods.

1. Thedesign earthquake may be selected as the larg-
est earthquake magnitude associated with the crit-
ical seismic source. The distance shall be taken as
the closest distance from the source to the site. The
resulting design earthquake shall be associated

with all DPGA values for the site, irrespective of

probability levels.

2. The design earthquake (DEQ) may be obtained for
each DPGA or DSA value and associated proba-
bility level by determining the corresponding dom-
inant distance and magnitude. These are the
values of the distance and magnitude that contrib-
ute the most to the mean seismic hazards estimates
Jor the probability of interest. They are usually
determined by locating the summits of the 3-D sur-
Jace of contribution of each small interval of mag-
nitude and distance 1o the rotal mean hazards
estimate. If this 3-D surface shows several modes
with approximate weight of more than 20 percent
of the total, several DEQs may be considered, and

the DEQ leading to the most conservative design
parameters shall be used.

3103F.4.2.9 Design spectral acceleration for various
damping values. Design spectral acceleration (DSA)
values at damping other than 3 percent shall be obiained
by using a procedure given in [3.1], and is denoted as
DSA,; The following procedure does not include
near-fault divectivity effects.

For0<T<02T,
DSA = Sy [(5/Bs-2) T/T, + 0.4]
For027T,<T=<T,
DSA = DSA/B,
ForT>T,
DSA,=5,/B,T)

{3-8)

(3-9)

{3-10)

where:
T = period
T =Sx1 /st

By = Coefficient used to adjust the short period spectral
response, for the effect of viscous damping.

B, = Cocfficient used to adjust one-second period spec-
tral response, for the effect of viscous damping
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Varlues of Byand B, are obtained from Table 31 F-3-7.,

Such a procedure shall incorporate the near-fault
directivity effects when the MOT is 15 kin (9.3 miles) or
closer o a significant seismic source.

TABLE 31F-3-7 [3.1]

VALUES OF B, AND B,

DARIPING (%) B, B,
<2 0.8 0.8

5 1.0 1.0

10 L3 1.2

20 1.8 13

30 23 17

40 2.7 1.9

> 50 3.0 2.0

Neote: Linear interpolation should be used for damping values not
specifically listed.

3103F.4.2.10 Development of acceleration time
histories. When acceleration time histories are utilized,
targel speciral acceleration values shall be initially
selected corresponding to the DSA values at appropriate
probability levels. For each set of target spectral
acceleration values corresponding to one probability
level, at least three sets of horizontal time histories (one or
two horizontal aeceleration time histories per set) shall be
developed.

Initial time histories shall consider magnitude, distance
and the type of fault that are reasonably similar to those
associared with the conditions contributing most to the
probabilistic DSA values. Preferved initial time histories
should have their earthquake magnitude and distance to
the seismic source similar to the mode-magnitude and
mode-distance derived from the PSHA or from appropri-
ate maps. When an adequate number of recorded time his-
tories are not available, acceleration time histories from
simulations may be used as supplements.

Scaling or adjustments, either in the frequency domain
or in the time domain (preferably), prior to generating
acceleration time histories should be kept to a minimum.
When the target spectral accelerations include
near-fault divectivity effects (Section 3103FK4.2.6), the
initial time histories should exhibit directivity effects.

When three sets of time histories are used in the analy-
518, the envelope of the spectral acceleration values from
each time history shall be equal to or higher than the iar-
get spectral accelerations. If the envelope values fall
below the target values, adjustments shall be made to
ensure that the spectral acceleration envelope is higher
than target spectral accelerations. If the envelope is not
higher, then a justification shall be provided.

When seven or more sets of fime histories are used, the
average of the spectral acceleration values from the set
of time histories shall be equal or higher than the target
spectral acceleration values. If the average values fall
below the target values, adjustments shall be made to
ensure that average values are higher than the target
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spectral accelerations. If this is not the case, then an
explanation for the use of these parficular spectral accel-
eration values shall be provided.

When three sets of time histories ave used in the anulysis,
the maxirmum value of each response parameter shall be
used in the design, evaluation and rehabilitation. When
seven or more sets of time histories are used in the analysis,
the average value of each response parameter may be used.

3163F.5 Mooring loads on vessels.

3103F.5.1 General, Forces acting on amoored vessel may be
generated by wind, waves, current, tidal variations, isuna-
mis, seiches and hydrodynamic effects of passing vessels.
Forces from wind and current acting divectly on the MOT
structure (not through the vessel in the form of mooring and/
or breasting loads) shall be determined in Section 3103F7.

The vessel's moorings shall be strong enough to hold dur-
ing all expected conditions of surge, current and weather
and long enough to allow adjustment for changes in draft,
drift and tide (2 CCR 2340 (c) (1)) [3.10}.

3103F.5.2 Wind loads. Wind loads on a vessel, moored at o
MOT , shall be determined using procedures described in
this section. Wind loads shall be calculated for each of the
load cases identified in Section 3105F.2.

3103F.5.2.1 Design wind speed. The design wind speed
is the maximwm wind speed of 30-second duration used
in the mooring analysis (see Section 3105F ).

3103F.5.2.1.1 Operating condition. The operating
condition is the wind envelope in which a vessel may
conduct transfer operations. It is determined from the
mooring analysis (Section 3105F). Transfer opera-
tions shall cease, at an existing MOT , when the wind
exceeds the maximum velocity of the envelope.

3103F.5.2.1.2 Survival condition. The survival con-
dition is defined as the state wherein a vessel can
remain safely moored at the berth during severe
winds. For new MOTS, the survival condition thresh-
old is the maximum wind velocity, for a 30-second
gust and a 25-year return period, obtained from his-
torical data.

For an existing MOT , a reduced survival condition
threshold is acceptable (see Figure 31F-2-1). If the
wind rises above these levels, the vessel must depart
the berth; it shall be able to depart within 30 minutes
{see 2 CCR 234G (c) (28)) [3.10].

The 30-second duration wind speed shall be deter-
mined from the annual maximun wind data. Average
annual swmmaries cannot be used. Maximum wind
speed data for eight directions (45-degree increments )
shall be obtained. If other duration wind data is avail-
able, it shall be adjusted to a 30-second duration, in
accordance with Eguation (3.12). The 25-vear return
period shall be used to establish the design wind speed
for each direction. Once these wind speeds are estab-
lished for each increment, the highest wind speed shall
be used to determine the mooring/berthing risk classi-
fication, from Table 31F-5-1. In order to simplify the
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analysis for barges (or other small vessels), they may
be considered to be solid free-standing walls (Chapter
6 of ASCE 7 [3.11]). This will eliminate the need to
perform a computer assisted mooring analysis.

3103F.5.2.2 Wind speed corrections. Wind speed mea-
sured at an elevation of 33 feet (10 meters) above the
water surface, with duration of 30 seconds shall be used
to determine the design wind speed. If these conditions
are not met, the following corrections shall be applied.

The corvection for elevation is obtained from the equa-
tion:

ity
V, = v,(%fﬁ) (3-11)

where:
Vv

W

= wind speed at elevation 33 fr. (10 m.)
V, = wind speed at elevation h
h = elevation above water surface of wind data [feet]

The available wind duration shall be adjusted to a
30-second value, using the following formula:

% = K» (3-12)

1=30sec
!

where:

V, = 355 =wWind speed for a 30-second duration
V, = wind speed over a given duration
¢, = conversion factor from Figure 31F-3-3

Ifwind data is available over land only, the following
equation shall be used to convert the wind speed from
over-land to over-water conditions [3.10]:

V,=1.10V, (3-13)

where:
V., = over water wind speed
V, = over land wind speed

3I03F.5.2.3 Static wind loads on vessels. The “Predic-
tion of Wind and Current Loads on VLCC's” [3.13] or
the “British Standard Code of Practice for Maritime
Structures” [3.14] shall be used to determine the wind
loads for all tank vessels.

Alternatively, wind loads for any type of vessel may be
calculated using the guidelines in Ferritto et al, 1999
[3.15].

3103F.5.3 Current loads. Environmental loads induced by
currents at MOTs shall be calculated as specified in this
subsection,
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3103F.5.3.1 Design current velocity. Maximum ebb and
Hfood currents, annual river runoffs and controlled
releases shall be considered when establishing the design
current velocities for both existing and rew MOTs.

Local current velocities may be obtained from NOAA
[3.16] or other sources, but must be supplemented by

site-specific data, if the current velocity is higher than
1.5 knots.

Site-specific data shall be obtained by real time mea-
Surements over a one-vear period. If this information is
not available, a safety factor of 1.25 shall be applied to the
best available data until real time measurements are
obtained.

If the facility is not in operation during annual river
runcffs and controlled releases, the current loads may be
adfusted.

Operational dates need to be clearly stated in the defi-
nition of the terminal operating limits (see Section
3I102F3.6).

3103F.5.3.2 Current velocity adjustment factors. An
average current velocity (V) shall be used to compure
Jorces and moments. If the current velocity profile is
known, the average curvent velocity can be obtained
Sfrom the following equation:

.
v =1Tf(v.) ds (3-14)

where:

V. = gverage current velocity (knots)

T =draft of vessel

v, = current velocity as a function of depth (knots)

[
s = water depth measured from the surface

If the velocity profile is not known, the velocity ar a
knownwater depth should be adjusted by the factors pro-
vided in Figure 31F-3-4 to obtain the equivalent average
velocity over the draft of the vessel.

3103F.5.3.3 Static current loads. The OCIMF [3.13],
the British Standard [3.14] or the UFC 4-159-03 [3.17]
procedures shall be used to determine current loads for
moored tank vessels.

3103F.5.3.4 Sea level rise (SLR). All MOTs shall con-
sider the predicted SLR over the remaining life of the ter-
minal, due to subsidence or climate change combined
with maximum high tide and storm surge. Consideration
shall include but not be limited to variation in fender
locations, additional berthing loads (deeper draft ves-
sels} and any components near the splash zone.

3103E.5.4 Wave loads. When the significant wave period, Ts,
is greater than 4 seconds {See Section 3105F.3.1), the trans-
verse wave induced vessel reactions shall be calculated using
a simplified dynamic mooring analysis described below.

The horizontal water particle accelerations shall be cal-
culated for the various wave conditions, taken at the
mid-depth of the loaded vessel draft. The water particle
accelerations shall then be used to calculate the wave exci-
tation forces to determine the static displacement of the ves-
sel. The Froude-Krylov method discussed in Chakrabarti’s
Chapter 7 [3.18] may be used to calculate the wave excita-
tion forces, by conservatively approximating the vessel as a
rectangular box with dimensions similar fo the actual
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dimensions of the vessel. The horizontal water particle
accelerations shall be calculated for the various wave con-
ditions, taken at the mid-depth of the loaded vessel draft.
The computed excitation force assumes a 90-degree inci-
dence angle with the longitudinal axis of the vessel, which
will result in forces that are significantly greater than the
forces that will actually act upon the vessel from quartering
seas. A load reduction factor may be used to account for the
design wave incidence angle from the longitudinal axis of
the ship. The overall excursion of the vessel shall be deter-
mined for each of the wave conditions by calculating the
dynamic response of the linear spring mass system.

3103F.5.5 Passing vessels. When required in Section
3105F.3, the sway and surge forces, as well as vaw moment,
on a moored vessel, due to passing vessels, shall be estab-
lished considering the following:

1. Ratio of length of moored vessel to length of passing
vessel.

2. Distance from moored vessel to passing vessel,

3. Ratio of midship section areas of the moored and
passing vessels.

4. Underkeel clearances of the moored and passing ves-
sels.

5. Draft and trim of the moored vessel and draft of the
passing vessel.

6. Mooring line tensions.

The passing vessel’s speed should rake into consideration
the ebb or flood current. Normal operating wind and cur-
rent conditions can be assumed when calculating forces due
to a passing vessel. Either method of Krieble {3.19] or Wang
[3.20] may be used to determine forces on a moored vessel.
Kriebel’s recent wave tank study improves on an earlier
work of Seelig [3.21].

3103F.5.6 Seiche. The penetration of long period low
amplitude waves into a harbor can result in resonant stand-
ing wave systems, when the wave forcing frequency coin-
cides with a natural frequency of the harbor. The resonant
standing waves can result in large surge motions if this fre-
quency is close to the natural frequency of the mooring sys-
tem. Section 3105F.3.3 prescribes the procedure for the
evaluation of these effects.

3I03F.5.7 Tsunamis. A tsunami may be generated by an
earthguake or a subsea or coastal landslide, which may
induce large wave heights and excessive currents, The large
wave or surge and the excessive currents are potentially
damaging, especially if there is a tank vessel moored along-
side the MOT wharf.

Tsunamis can be generated either by a distant or near
source. A tsunami generated by a distant source (far field
event) may allow operators to have an adeguate warning for
mitigating the risk by depart the MOT and go into deep water.
For near-field events, with sources less than 500 miles away,
the vessel may not have adequate time to depart. Each MOT
shall have a “tsunami plan” describing what actions will be
performed, in the event of a distant tsunami.
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Recent tsunami studies have been completed for both
Southern and Northern California. For the Ports of Los
Angeles and Long Beach, one of those recent studies
Sfocused on near field tsunamis with predicted return periods
of 5,000 to 10,000 years [3.22]. These maximum water lev-
els (run-up) would not normally be used for MOT design.
However, because the study also provides aciual tidal
records from recent distant tsunamis, it should be used for
design,

The run-up value for Port Hueneme was obtained from an
earlier study by Synolakis et al. {3.23].

Run up-values: Portof Los Angeles and Long Beach = 8 ft.
Port Hueneme = 11 ft.

For the San Franciseo Bay, a recent study provides the
maximunm credible tsunami water levels and current speeds.
These results are deterministic and are based on the most
severe seismic sources that could reasonably impact MOTs
in the San Francisco Bay [3.24]. Table 31F-3-8 provides
values for the marine oil terminal locations within San
Francisco Bay. Water levels could be positive or negative
and current velocities may vary in direction. In order to
determine the maximum run-up at a MOT, the largest values
should be added to the mean high tide. Further details are
available in [3.24].

Loads from tsuncmi-induced waves can be calculated for
various structural configurations [3.25]. Tsunami wave
heights in shallow water and particle kinematics can also be
obtained. Other structural considerations include uplift and
debris impact.

TABLE 31F-3-8

TSUNAMI RUN-UP VALUES (ft) AND CURRENT SPEEDS (fi/sec)
IN THE SAN FRANCISCO BAY AREA [AFTER 3.24]

Maximum Water Current Velocity
S.F, Bay Locale Levels (ft.} (fi'sec)
Richmond, outer 7.5 4.9
Richmond, inner 7.9 8.9
Martinez 23 1.3
Selby 2.0 1.6
| Rodeo 2.6 2.0
Benicia 2.0 1.0

3103F.6 Berthing Loads.

3103F.6.1 General. Berthing loads are quantified in terms
of transfer of kinetic energy of the vessel into potential
energy dissipated by the fender(s). The terms and eguations
below are based on those in UFC 4-152-01, “Piers and
Wharves” [3.26]. An alternate procedure is presented in
PIANC [3.27].

Kinetic energy shall be calculated from the following
equation:

I W .
st =5V, 3-15
vessel 2 g # ( )
where:
E. et = Berthing energy of vessel [fi-Ibs]
529




MARINE OIL TERMINALS

W = Total weight of vessel and cargo in pounds [long
tons X 22407

g = Acceleration due to gravity [32.2 fifsec’]
V, = Berthing velocity normal to the berth [fi/sec]
The following correction factors shall be used to modify
the actual energy to be absorbed by the fender system.:

Efeﬂder :Cb .Cm ‘E (3-“16)

vessel

where:
Epsr =Energy to be absorbed by the fender system
C, = Berthing Coefficient

C,, = Effective mass or virtual mass coefficient (see Sec-
tion 3103F.6.6)

The berthing coefficient, C,, is given by:

c,=C,-C,-C,C, (3-17)

where:
C, = Eccentricity Coefficient
C, = Configuration Coefficient
C, = Geometric Coefficient
C, = Deformation Coefficient

These coefficients are defined in Sections 3103F6.2
through 3103F.6.5.

The approximate displacement of the vessel (when only
partially loaded) at impact, DT, can be determined from an
11 extension of an equation from Gaythwaite [3.28]:

DT =125DWI(d, paf @) {3-18)
where:
DWT = Dead Weight Tonnage (in long tons)
don = Actual arrival draft of the vessel
d.. = Maximum loaded vessel draft

The berthing load shall be based on the fender reaction
due to the kinetic berthing energy. The structural capacity
shall be established based on allowable concrete, steel or
timber properties in the structural components, as defined
in Section 3107F.

3103F.6.2 Eccentricity coefficient (C,). During the berth-
ing maneuver, when the vessel is not parallel to the berthing
line (usually the wharf face), not ail the kinetic energy of the
vessel will be transmitted to the fenders. Due to the reaction
from the fender(s), the vessel will start to rotate around the
contact point, thus dissipating part of its energy. Treating
the vessel as a rigid rod of negligible width in the analysis of
the energy impact on the fenders leads to the equation:

c =K

e > (3-19}
a’+k’

where:

k= Longitudinal radius of gyration of the vessel [ft]
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a = Distance between the vessel’s center of gravify
and the point of contact on the vessel’s side, pro-
Jected onto the vessel’s longitudinal axis [ft]

3103F.6.3 Geometric coefficient (C,). The geometric coef-
ficient, C,, depends upon the geometric configuraiion of the
ship at the point of impact. It varies from 0.85 for an increas-
ing convex curvature to 1.25 for concave curvature. Gener-
ally, 0.95 is recommended for the impact point at or beyond
the quarter points of the ship, and 1.0 for broadside berth-
ing in which contact is made along the straight side {3.26].

3103F.6.4 Deformation coefficient (C,). This accounts for the
energy reduction effects due to local deformation of the ships
hull and deflection of the whole ship along its longitudinal
axis. The energy absorbed by the ship depends on the relative
stiffness of the ship and the obstruction. The deformation coef-
Jicient varies from 0.9 for a nonresilient fender to nearly 1.0 for
a flexible fender. For larger ships on energy-absorbing fender
systems, little or no deformation of the ship takes place; there-
fore, a coefficient of 1.0 is recommended.

3103F.6.5 Configuration coefficient (C,}. This factor
accounts for the difference between an open pier or wharf
and a solid pier or wharf. In the first case, the movements of
the water surrounding the berthing vessel is not (or is
hardly) affected by the berth. In the second case, the water
between the berthing vessel and the structure introduces a
cushion effect that represents an extra force on the vessel
away from the berth and reduces the energy to be absorbed
by the fender system.

For open berth and corners of solid piers, C, = 1.0
For solid piers with parallel approach, C, = 0.8

For berths with different conditions, C, may be interpo-
lated between these values [3.26].

3103F.6.6 Effective mass or virtual mass coefficient (C,).
In determining the kinetic energy of a berthing vessel, the
effective or the virtual mass is the sum of vessel mass and
hydrodvnamic mass. The hydrodynamic mass does not nec-
essarily vary with the mass of the vessel, but is closely
related to the projected area of the vessel at right angles to
the direction of motion.

Other factors, such as the form of vessel, water depth,
berthing velocity, and acceleration or deceleration of the
vessel, will have some effect on the hydrodynamic mass.
Taking into account both model and prototype experiments,
the effective or virtual mass coefficient can be estimated as:

d,.
C, =1+2 el {3-20)
B
where:
dya = Actual arrival draft of the vessel

B = Beam of vessel

The value of C,, for use in design should be a minimum of
1.5 and need not exceed 2.0 [3.26].

3I03F.6.7 Berthing velocity and angle. The berthing veloc-
ity, V., is influenced by a large number of factors such as envi-
ronmental conditions of the site (wind, current and wave),
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method of berthing (with or without tugboat assistance), con-
dition of the vessel during berthing (ballast or fully laden)
and human factors (experience of the tugboat captain).

The berthing velocity, normal to berth, shall be in accor-
dance with Table 31 F-3-9, for existing berths. Site condition
is determined from Table 31F-3-10. For new berths, the
berthing velocity, V,, is established according to Table 4.2.1
of the PIANC guidelines [3.27].

Subject to Divisiorn approval, if an existing MOT can dem-
onstrate lower velocities by velocity monitoring equipment,
then such a velocity may be used.

In order to obtain the normal berthing velocity, V,, an
approach angle, defined as the angle formed by the fender
line and the longitudinal axis of the vessel must be deter-
mined. The berthing angles, used to compute the normal
berthing velocity, for various vessel sizes are shown in Table
31F-3-11.

TABLE 31F-3-11

MAXIMUM BERTHING ANGLE
VESSEL SIZE (DWT) ANGLE [degrees]
Barge 15
< 10,000 i0
15,000-50,000 &
> 50,000

3103F.7 Wind And current loads on structures.

3103F.7.1 General. This section provides methods to deter-
mine the wind and current loads acting on the structure
directly, as opposed to wind and current forces acting on the
structure from a moored vessel.

3103F.7.2 Wind loads. Chapter 6 of ASCE 7{3.11] shall be
used to establish minimum wind loads on the structure.

MARINE OIL TERMINALS

Additional information about wind loads may be obtained
from Simiu and Scanlan [3.29].

3103F.7.3 Current loads. The current forces acting on the
structure may be established using the current velocities,
per Section 3103F.5.3.

3103F.8 Load combinations. As a minimum, each compo-
nent of the structure shall be analyzed for all applicable
load combinations given in Table 31F-3-12 or 31F-3-13,
depending on component type. For additional load combi-
nations see “Piers and Wharves,” DOD UFC 4-]52-01
[3.26].

The “vacant condition™ is the case wherein there is no ves-
sel at the berth. The “mooring and breasting condition”
exists after the vessel is securely tied to the wharf. The "berth-
ing condition”™ occurs as the vessel impacts the wharf, and
the “earthquake condition” assumes no vessel is at the berth,
and there is no wind or current forces on the structure.

The use of various load types is discussed below:

3103F.8.1 Dead load (D). Upper and lower bound values of
dead load are applied for the vacant condition to check the
maximum moment and shear with minimum axial load.

3103F.8.2 Live load (L). The live load on MOTs is typically
small and is therefore neglected for combinations including
earthguake loads.

3103F.8.3 Buoyancy load (B). Buoyancy forces shall be
considered for any submerged or immersed substructures
(including pipelines, sumps and structural components).

3103F.8.4 Wind (W) and current (C) on the structure. Wind
and currents on the vessel are included in the mooring and
breasting condition. The wind and current loads acting on the
structure are therefore additional loads that can act simulta-
neously with the mooring, breasting and/or berthing loads.

TABLE 31F-3-9
BERTHING VELOCITY V, {(NORMAL TO BERTH)
SITE CONDITIONS
VESSEL SIZE {dwt} TUG BOAT ASSISTANCE Unfavorable Moderate Favorable
< 10,0007 No 1.31 fifsec (.98 fifsec 0.53 fifsec
10,000 - 50,000 Yes 0.78 fi'sec 0.66 fi/sec 0.33 fi/sec
50,000 - 100,000 Yes 0.53 fifsec 0.39 ft/sec 0.20 ftfsec
> 100,000 Yes 0.39 ft/sec 0.33 fi/sec 0.26 fifsec
1. If tug boat is used for vessel size smaller than 16,000 DWT the berthing velocity maybe reduced by 20%
TABLE 31F-3-10
SITE CONDITIONS
SITE CONDITIONS DESCRIPTION WIND SPEED' SIGNIFICANT WAVE HEIGHT CURRENT SPEELF
Strong Wind
Unfuvorable Strong Currents > 38 knots >6.5ft > 2 knots
High Waves
Strong Wind
Moderate Moderate Current > 38 knots 6.5 < 2 knots
Moderate Waves
Moderate Wind
Favorable Moderate Current < 38 knots < 6.5 ft < 2 knots
Moderate Waves

1. A 30-second durarion measured at a height of 33 fi.
2. Tuken at 0.5 x water depih
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TABLE 31F-3-12
LRFD LOAD FACTORS FOR LOAD COMBINATIONS [3.26}

MOORING & BREASTING
LOAD TYPE VACANT CONDITION CONDITION BERTHING CONDITION EARTHQUAKE CONDITION

Dead Load (D) 12 0.9 12 1.2 12+ 0.9k
Live Load (L) 1.6 e L& 1.0 10 .
Buoyancy (B) 1.2 0.9 1.2 1.2 L2 0.9
Wind on Structure (W} 1.6 1.6 1.6 1.6 — e
Current on Structure (C) 12 0.9 1.2 1.2 1.2 0.9
Larth Pressure on the Structure (H) 1.6 1.6 1.6 1.0 16° 167
Mooring/Breasting Load (M) e — 1.6 — — e
Berthing load {B,) — — — 1.6 — —
Earthquake Load (E) — o — P 1.0 LO

1. k= 0.50 (PGA) The k factor (k=0.5{PGA)) and buoyancy (B) shall be applied to the vertical dead load (D} only, and not 1o the inerticl mass of the structure.
2. The lvad factor for live load (L) may be reduced to 1.3 for the maximum owtrigger float load from a fruck crane.

3. For Level | and 2 earthquake condirions with strain levels defined in Division 7, the current on structure (C) may not be required,

4. An earth pressure on the Structure factor (H) of 1.0 may be used jor pile or bulkhead structures.

TABLE 31F-3-13
SERVICE OR ASD LOAD FACTORS FOR LOAD COMBINATIONS [3.26]

VACANT MOORING & BREASTING BERTHING EARTHQUAKE
LOAD TYPE CONDITION CONDITION CONDITION CONDITION

Dead Load (D) 1.0 1.0 1.0 1+0.76 /- 0.7k
Live Load (L) 1.0 1.0 0.75 e s
Buoyancy (B) 10 1.0 1o 1.4 0.6
Wind on Structure {W) R 10 0.75 — —
Current on Structure (C) i.0 10 1.0 — —
Earth Pressure on the structure (H) 1.0 1.0 1.0 1.0 14 n
Mooring/Breasting Load (M) — 1.0 — — —
Berthing Load (Be) o — 1.0 o —
Earthquake Load (E) — — — a.7 0.7
% Allowable Stress 100 160 100 100
1. k=10.5(PGA)

2. Increase in allowable stress shall not be used with these load combinations unless it can be demonstrated that such increase is justified by structural behavior

caused by rate or duration of load. See ASCE 7 [3.11}

3103F.8.5 Earth pressure on the structure (H). The soil
pressure on end walls, typically concrete cut-off walls, steel
sheet pile walls on wharf type structures and/or piles shall
be considered.

3103 F.8.6 Mooring line/breasting loads (M). Mooring line
and breasting loads can occur simultaneously or individu-
ally, depending on the combination of wind and current.
Multiple load cases for operating and survival conditions
may be required (see Sections 3103F.5.2 and 3105F2). In
addition, loads caused by passing vessels shall be consid-
ered for the “mooring and breasting condition.” Refer to
Sections 3105F2 gnd 3105F.3 for the defermination of
mooring line and breasting loads.

3103F.8.7 Berthing load (B,). Berthing is a frequent occur-
rence, and shall be considered as a normal operating load.
Na increase in allowable stresses shall be applied for ASD,
and a load factor of 1.7 shall be applied for the LRFD
approach.

3103F.8.8 Earthquake loads (E). In LRFD or perfor-
mance based design, use a load factor of 1.0; for ASD use
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0.7. Aload factor of 1.0 shall be assigned to the earthquake
loads. Performance based seismic analysis methodology
requires that the actual force demand be limited to defined
strains in concrete, steel and timber. For the deck and pile
evaluation, two cases of dead load (upper and lower
bound) shall be considered in combination with the seis-
mic load.

3103F.9 Safety factors for mooring lines. Safety factors for
different material types of mooring lines are given in Table
31F-3-14. The safety factors should be applied io the minimum
number of lines specified by the mooring analysis, using the
highest loads calculated for the environmental conditions. The
minimum breaking load (mbl} of new ropes is obtained from the
certificate issued by the manufacturer. If nvlon tails are used in
combination with steel wire ropes, the safety factor shall be
based on the weaker of the two ropes.

31G3F 10 Mooring hardware. Marine hardware consists of
guick release hooks, other mooring fiftings and base bolts. The
certificate issued by the manufacturer normally defines the
allowable working loads of this hardware.
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TABLE 31F-3-14
SAFETY FACTORS FOR ROPES*

Steel Wire Rope i.82
| Nylon 22
Synthetic ) 2.0
Polvester Tuil 2.3
| Nylon Tail 2.5 O

*From Mooring Equipment Guidelines’, OCIMF{3.27]

3103F.10.1 Quick release hooks. For new MOTs or Berth-
ing Systems, a minimum of three guick-release hooks are
required for each breasting line location for tankers larger
than 50,000 DWT. At least two hooks at each location shall
be provided for breasting lines for tankers less than 50,000
DWT.

All hooks and supporting structures shall withstand the
minimum breaking load (MBL) of the strongest line with a
safety factor of 1.2 or greater. Only one mooring line shall
be placed on each quick release hook.

For multiple quick release hooks, the minimum horizontal
load for the design of the tie-down shall be:

Fi=12xMBLx{I+075(n-1)] (3-21)

F;= Minimum factored demand for assembly
tie-down.

n = Number of hooks on the assembly.

The capacity of the supporting structures must be larger
than F, (See Section 3107F4.3).

3103F.10.2 Other Filtings. Other fittings include cleats,
bitts and bollards.

If the allowable working loads for existing fittings are not
available, the values listed in Table 31F-3-15 may be used
Jor tvpical sizes, bolt patterns and layout. The allowable
working loads are defined for mooring line angles up to 60
degrees from the horizontal. The combination of vertical
and horizontal loads must be considered.

TABLE 31F-3-15
ALLOWABLE WORKING LOADS

—

WORKING

TYPE OF FITTINGS | NO. OF BOLTS | BOLT SIZE (in) | LOAD (kips)
30 in. Clear 4 1 20
42 in. Cleat 6 17y W0
Low Bitt 10 Py 60 per column
High Bin i0 P, 75 per column
444, in, Fir. Bollard 4 Py 70
44 17, in. Fit, Bollard 8 2, 200
48 in. Fit. Bollard 12 2/, 450

I I Note: This table is modified from Tuble 6-11, UFC 4-159-03 [3.17}

3103F.10.3 Base bolts. Base bolts are subjected to both
shear and uplift. Forces on bolis shall be determined using
the following factors:

1. Height of load application on bitts or bollards.
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2. Actual vertical angles of mooring lines for the highest
and lowest tide and vessel draft conditions, for all
sizes of vessels at each particular berth,

3. Actual horizontal angles from the mooring line con-
Sigurations, for all vessel sizes and positions af each
particular berth.

4. Simultaneous loads from more than one vessel.

For existing MOTs, the deteriorated condition of the base
bolts and supporting members shall be considered in deter-
mining the capacity of the fitting.

3103F.1i Miscellaneous loads. Handrails and guardrails
shall be designed for 25 plf with a 200-pound minimum con-
centrated load in any location or direction.

3103F. 12 Symbols.

a = Distance between the vessel’s center of gravity and
the point of contact on the vessel’s side, projected
onto the vessel’s longitudinal axis [fi]

B = Beam of vessel

B, = Coefficient used to adjust one-second period spectral
response, for the effect of viscous damping

= Coefficient used to adjust the short period spectral
response, for the effect of visous damping.

C, = Berthing Coefficient
Configuration Coefficient
C, = Geometric Coefficient

O
I

C, = Deformation Coefficient

C, = Eccentricity Coefficient
C,, = Effective mass or virtual mass coefficient
C, = Windspeed conversion factor

DSA = Design Spectral Acceleration

DSA, = DSA values at damping other than 5 percent
DT = Displacement of vessel

DWT = Dead weight tons

D = Arrival maximum draft of vessel at berth
d,. = Maxinugn vessel draft (in open seas)

E, i = Energy 1o be absorbed by the fender system
E, . = Berthing energy of vessel [fi-lbs]

F,. F, = Site coefficients from Tables 31F-3-5 and 31F-3-6
g = Acceleration due to gravity [32.2 fifsec?]
h = Elevation above water surface [feet]
K = Current velocity correction factor (Fig 31F-3-4)
k = Radius of longitudinal gyration of the vessel [ft]

PGAy, = Peak ground acceleration corresponding to the Site
Class under consideration.

§ = Water depth measured from the surface
S, = Spectral acceleration

8, = Spectral acceleration value (for the boundary of S,
and 8.) at 1.0 second
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8-S = Site clusses as defined in Table 31F-6-1

S¢ = Spectral acceleration value (for the boundary of Sy
and §,) at 0.2

Sy; = Spectral acceleration value at 1.0 second corre-
sponding to the Site Class under consideration

Sys = Spectral acceleration value at 0.2 second corre-
sponding to the period of S; and the Site Class under
consideration

T = Draft of vessel (see Fig 31F-3-4)
T = Period (Sec)

T, = Period at which the constant acceleration and con-
stant velocity regions of the design spectrum intersect

V. = Average current velocity [knots]

. = Current velocity as a function of depth [knots |
V, = Wind speed {(knots) at elevation h

V, = Qver land wind speed

V, = Berthing velocity normal to the berth [fi/sec]

v, = Velocity over a given time period

1%

Viesowe = Wind speed for a 30 second interval

V,, = Wind speed at 33ft. (10 m) elevation [knots]

W = Toral weight of vessel and cargo inpounds{displace-
ment fonnage X 2240]

WD = Water Depth (Fig 31F-3-4)
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Division 4

SECTION 3104F
SEISMIC ANALYSIS AND STRUCTURAL
PERFORMANCE

3104F.1 General.

3104F.1.1 Purpose. The purpose of this section is to estab-
lish minimum standards for seismic analysis and structural
performance. Seismic performance is evaluated at two cri-
teria levels. Level | requirements define a performance cri-
terion to ensure MOT functionality. Level 2 requiremnents
safeguard against major structural damage or collapse.

3104F 1.2 Applicability. Section 3104F applies to all new
and existing MOTs structures. Structures supporting load-
ing arms, pipelines, oil wransfer and storage equipment,
critical ronstructural systems and vessel mooring struc-
tures, such as mooring and breasting dolphins are included.
Catwalks and similar components that are not part of the
lateral load carryving system and do not support oil transfer
equipment may be excluded.

3104F. 1.3 Oul spill risk classification. Each existing MOT
shall be catagorized into one of three risk classifications
(high, meditm or low) as shown in Table 31F-4-1, based on
the highest of the following:

1. Exposed wotal volume of oil during transfer (“total
volume” as calculated in Section 3108F.2.3)

2. Number of ail transfer operations per berthing system
per year

3. Maximum vessel size (DWT) that may call at the
berthing system

If risk reduction strategies (see Section 310IF35) are
adopted such that the maximum volume of exposed oil dur-
ing transfer is less than 1,200 barrels, the clussification
level of the facility may be lowered. All new MOTs are clas-
sified as high risk.

3104F.1.4 Configuration classification. Each MOT shall
be designated as regular or irregular, in accordance with
Figure 31F-4-1,

Irregular configurations, such as the “T" lavout, may be
analvzed as regular if the presence of expansion joints divides
the T-configuration into two or more regular segments.
Expansion joints in this context are defined as joinis that sep-
arate each structural segment in such a manner that each seg-
ment will move independently during an earthquake.

If an irregular MOT is divided into seismically isolated
sections, an evaluation of the relative movement of pipelines

“istand whar!”
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" layoul “Whatginat v
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FIGURE 31F-4-1
PIER AND WHARF CONFIGURATIONS

and supports shall be considered, including phase differ-
ences (Section 3109F.3).

3104F.2 Existing MOTs

3104F.2.1 Design earthquake motions. Two levels of
design seismic performance shall be considered. These lev-
els are defined as follows:

Level 1 Seismic performance:
e Minor or no structural damage
o Temporary or no interruplion in operafions
Level 2 Seismic performance:
o Controlled inelastic structural behavior with
repairable damage
e Prevention of structural collapse

o Temporary loss of operations, restorable within
months

s Prevention of major spill (2 1200 bbls)

3104F.2.2 Basis for evaluation. Component capacities shall
be based on existing condifions, calculated as “best esti-
mates,” taking into account the mean material strengths,
strain hardening and degradation overtime. The capacity of
components with little or no ductility, which may lead to brit-
tle failure scenarios, shall be calculated based on lower
bound material strengths. Methods to establish component
strength and deformation capacities for typical structural

TABLE 31F-4-1

" MOT RISK CLASSIFICATION

VVVVVVVVV TRANSFERS PER YEAR PER
RISK CLASSIFICATION _EXPUSED OIL (bbis) BERTHING SYSTEM MAXIMUM VESSEL SIZE (DWTxI060)
High 2 1200 N.A. NA,
Medium < 1200 > 90 > 30
Low < J200 < 90 < 30
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materials and components are provided in Section 3107F.
Geotechnical considerations are discussed in Section 3106F.

3104F.2.3 Analytical procedures. The objective of the seis-
mic analysis is to verify that the displacement capacity of the
Structure is greater than the displacement demand, for each
performance level defined in Tuble 31F-4-2. The required
analytical procedures are summarized in Table 31F-4-3.

The displacement capacity of the structure shall be calcu-
lated using the nonlinear static {pushover} procedure. It is
also acceptable to use a nonlinear dynamic procedure for
capacity evaluation. Methods used to calculate the dis-
placement demand are linear modal, nonlinear static and
nonlinear dynamic,

Any rational method, subject to the division’s approval,
can be used in lieu of the required analviical procedures
shown in Table 31 F-4-3.

3104F.2.3.1 Nonlinear static capacity procedure (push-
over). Two-dimensional nonlinear static (pushover)
analyses shall be performed; three-dimensional analy-
ses are optional. A model that incorporates the nonlinear
load deformation characteristics of all components for
the lateral force-resisting system shall be displaced io a
target displacement to determine the internal deforma-
tions and forces. The target displacement depends on the
seismic performance level under consideration. Model-
ing details are qs follows:

3104F.2.3.1.1 Modeling. A series of nonlinear push-
over analyses may be required depending on the com-
plexity of the MOT structure. At a minimum, pushover
analysis of a two-dimensional model shall be con-
ducted in both the longitudinal and transverse direc-
tions. The piles shall be represented by nonlinear
elements that capture the moment-curvature/rofation
relationships for components with expected inelastic
behavior in accordance with Section 3107F. A nonlin-
car element is not required to represent each pile
location. Piles with similar lateral force-deflection

MARINE OIL TERMINALS

behavior may be lumped in fewer larger springs,
provided that the overall torsional effects are cap-
tured.

Linear material component behavior is acceptable
where nonlinear response will not occur, All compo-
nents shail be based on effective moment of inertia
calculated in accordance with Section 3107F. Spe-
cific requirements for timber pile structures are dis-
cussed in the next section,

3104F.2.3.1.2 Timber pile supported structures. For
all timber pile supported structures, linear elastic
procedures may be used. Alternatively, the nonlinear
Static procedure may be used to estimate the target
displacement demand, A,

A simplified single pile model for a typical timber pile
supported structure is shown in Figure 31F-4-2. The
pile-deck connections may be assumed to be “pinned.”’
The lateral bracing can often be ignored if it is in poor
condition. These assumptions shall be used for the anal-
ysis, unless a detailed condition assessment and lateral
analysis indicate that the existing bracing and connec-
tions may provide reliable lateral resistance.

Fasntiisary

VAR

APl Binscture

FIGURE 31F-4-2—SIMPLIFIED SINGLE PH.E MODEL OF A
TIMBER PILE SUPPORTED STRUCTURE

TABLE 31F-4-2
SEISMIC PERFORMANCE CRITERIA
RISK CLASSIFICATION SEISMIC PERFORMANCE LEVEL PROBABILITY OF EXCEEGANCE RETURN PERIOD
Level | 30% in 50 vears 72 years
High )
Level 2 10% in 50 years 475 years
Level | 63% in 50 years 48 yeary
Medium
Level 2 15% in 50 vears J08 years
L 3 Level 1 75% in 50 years 36 years
oW
Level 2 20% in 50 years 224 years ]
TABLE 31F-4-3
MINIVUM REQUIRED ANALYTICAL PROCEDURES
DISPLACEMENT DEMAND | DISPLACEMENT CAPACITY
RISK CLASSIFICATION CONFIGURATION SUBSTRUCTURE MATERIAL PROCEDURE PROCEDURE
High/Medium ) Trregular Concrete/Steel Linear Modal Nonlinear Static
HightMedinm Regular Concrete/Steel Nonlinear Static Nonlinear Static
Low Regularfrregular Concrete/Steel Nonlinear Static Nonlinear Static
High/Medium/Low Regular/flrregular Timber Nonlinear Static Nonlinear Static a
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A series of single pile analyses may be sufficient to
establish the nonlinear springs required for the push-
over analysis.

3104F.2.3.1.3 Soil-structure interaction (SSI).
Load-deformation characteristics for foundations
shall be modeled as per Section 3106F.5. Selection of
soil springs shall be based on the following:

1. Effect of the large difference in up and down
slope stiffnesses for wharf type structures

2. Effect of upper and lower bound soil parame-
ters, especially for t-7 curves used to model bat-
ter pile behavior

A separate analysis that captures the demand (Section
3104F2.3.2} on the piles due to permanent ground
deformations, at embankments only, shail be performed.

Ifa simplified methodology is followed, the piles need
to be checked for the following load combinations:

1.OE criat
1.OH, + 0.25E,
where:
E i = Inertial seismic load
H, = Foundation deformation load

3104F.2.3.2 Nonlinear static demand procedure. A
nonlinear static procedure shall be used to determine the
displacement demand for all concrete and steel struc-
tures, with the exception of irregular configurations with
high or moderate seismic risk classifications. The fol-
lowing Sections (3104F2.3.2.1 through 3104F2.3.4)
describe the procedure of Priestly et al. [4.1]; an alter-
nate procedure is presented in ATC 40 [4.2], which is
improved in FEMA 440 [4.3]. A linear modal procedure
is required for irregular structures with high or moderate
seismic risk classifications, and may be used for all other
classifications in lieu of the nonlinear static procedure.

3104F.2.3.2.1 Lateral stiffness. The lateral stiffness, k,
is calculated from the force-displacement relation as
the total base shear, V,, corresponding to the yield dis-
placement of the structure A, Ay is the displacement at
first yield in the pile/deck connection reinforcement.

3104F.2.3.2.2 Structural period. The fundamental
period, T, of the structure in the direction under con-
sideration shall be calculated as follows:

- n -
Tmzn\[; {(4-1)

where:
m = mass of structure in kips/g
k = stiffness in direction under consideration in
kips/ft
g = gravity, 32 fi/sec? (9.8 meters/sec?)
3104F.2.3.2.3 Target displacement demand. The

target displacement demand of the structure, Ad,
can be calculated by multiplying the spectral

response acceleration, S,, corresponding to the
period, T, by T*/4nZ.
T 2
A d =8 A Ez‘ ( 4 -2 )
KT < T,, where T,is the period corresponding to the
peak of the acceleration response spectrum, a refined
analysis (see Section 3104F2.3.2.5) shall be used to
calculate the displacement demand. Multidirectional
excitation shall be addressed per Section 3104F.4.2.

3104F.2.3.2.4 Damping. The displacement demand
established in Section 3104F2.3.2.3 is based on 5
percent damping. Higher damping values obtained
from a refined analysis may be used to calculate the
displacement demand.

3104F.2.3.2.5 Refined analyses. Refined displacement
demand analyses may be calculated as per Chapters 4
and 5 of [4.1] and is briefly summarized below.

1. Determine A, from Section 3104F.2.3.2.3.

2. From the nonlinear pushover analysis, deter-
mine the structurad yield displacement A,

3. The ductility level, [, is found from A;/A, Use
the appropriate relationship between ductility
uand damping, for the component undergoing
inelastic deformation, fo estimate the effective
structural damping, & In lien of more de-
tailed analysis, the relationship shown in Fig-
ure 31F-4-3 or equation (4-3) may be used for
concrete and steel piles connected to the deck
through dowels embedded in the concrete.

£, ~_~0.05+%{1w L= M] (4-3)

Jie

where:
r = ratio of second slope over elastic slope
(see Figure 31F-4-5)
B25
L2
@16
=
b
R
338 ~
.05
.08 L i ¥ ¥ ¥
B4 40 am 1] %! L4 G

FIGURE 31F-4-3
RELATION BETWEEN DUCTILITY, s,
AND EFFECTIVE DAMPING, Eers [4.1]
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4. From the acceleration response spectra, cre-
ate elastic displacement spectra, S, using
equation (4-4) for various levels of damping.

TZ
Sp =7 s, (4-4)
af §e58
Py

- £=15%
§
% Ayt e = =
Lk i
£
5, 0
& i
S H

8

¥

1

Te  Petlod T

FIGURE 31F-4-4

DESIGN DISPLACEMENT RESPONSE SPECTRA

5. Using the curve applicable to the effective
structural damping, £, find the effective pe-
riod, T, (see Figure 31F-4-4).

6. In order to convert from a design displace-
ment response spectra to another spectra for
a different damping level, the adjustment fac-
tors in Section 3103F.4.2.9 shall be used.

7. The effective stiffness k,, can then be found from.

2
ko= u (4-5)

Td

where:
M = massofdeck considered in the analysis.
T, = effective structural period
8. The required strength F,, can now be esti-
mated by:

F,=kA, (4-6)

9. F,and A, can be plotted on the force-displace-
ment curve established by the pushover analy-
sis. Since this is an iterative process, the
intersection of F, and A, most likely will not
Jall on the force-displacement curve and a
second iteration will be required. An adjusted
value of A, taken as the intersection between
the force-displacement curve and a line be-
tween the origin and F, and A, can be used to

Sind |1,

10. Repeat the process until a satisfactory solu-
tion is obtained (see Figure 31F-4-5).
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Lateral Forge

5 o
splacemant

FIGURE 31F-4-5
EFFECTIVE STIFFNESS, ke [4.1]

3104F.2.3.3 Linear modal demand procedure. For
irregular concrete/steel structures with moderate or high
risk classifications, a linear analysis is required to pre-
dict the global displacement demands. A 3-D linear elas-
tic response analysis shall be used, with effective moment
of inertia applied to components to establish lateral dis-
placement demands.

Sufficient modes shall be included in the analysis such
that 90 percent of the participating mass is captured in
each of the principal horizontal directions for the struc-
ture. For modal combinations, the complete quadratic
combination rule shall be used. Multidirectional excita-
tion shall be accounted for in accordance with Section
J104F 4.2,

The lateral stiffness of the linear elastic response
model shall be based on the initial stiffness of the nonlin-
ear pushover curve as shown in Figure 31 F-4-6 (also see
Section 3106F.5.1). The p-v springs shall be adjusted
based on the secant method approach. Most of the p-y
springs will typically be based on their initial stiffness;
no iteration is required.

If the fundamentul period in the divection under con-
sideration is less than T, as defined in Section
3104F.2.3.2.3, then the displacement demand shall be
amplified as specified in Section 3104F.2.3.2.5.

P

1 /
8 /T
2
E t K'\\A Pustiover
g ! Curve
- i !
;
3
i
Ay Displacement 55
FIGURE 31F-4-6

STIFFNESS FOR LINEAR MODAL ANALYSIS
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3104F.2.3.4 Nonlinear dynamic analysis. Nonlinear
dynamic ime history analvsis is optional, and if per-
formed, a peer review is required (see Section
3101F6.1). Multiple acceleration records shall be used,
as explained in Section 3103F4.2.10. The following
assumptions may be made.

1. Equivalent “super piles” can represent groups of
piles.

2. If the deck has sufficient rigidity (both in-plane
and out-of plane) to justify its approximation as a
rigid element, a 2-D plan simulation may be ade-
guate.

A time-history analysis should always be compared
with a simplified approach to ensire that results are rea-
sonable. Displacements calculated from the nonlinear
time history analyses may be used directly in design, but
shall not be less than 80 percent of the values obtained
Jfrom Section 3104F.2.3.2.

3104F.2.3.5 Alternative procedures. Alternative lat-
eral-force procedures using rational analyses based on
well-established principles of mechanics may be used in
lieu of those prescribed in these provisions. As per Sec-
tion 3101F.6.1, peer review is required.

and A, =03A, +A (4-9)

or

and A, =A +03A, (4-10)
A, =038, +A, (4-11)

whichever results in the greater design displacement
demand.

In lieu of combining the displacement demands as pre-
sented above, the design displacement demand for marginal
wharf type MOTs may be calculated as:

A, =A, \/1 +(03(1+20¢/L, ))2 (4-12)

where:
A, = transverse displacement demand
e = eccentricity between center of mass and center of
rigidity
L, = longitudinal length between wharf expansion
This equation is ondy valid for wharf aspect ratios (length/
breadth) greater than 3.
3104F.4.3 P-A Effects. The P-A effect (i.c., the additional
momnent induced by the total vertical load multiplied by the

3104F.3 New MOTs. The analysis and design requirements
described in Section 3104F.2 shall also apply to new MOTs.
Additional requirements are as follows:

lateral deck deflection) shall be considered unless the fol-
lowing relationship is satisfied (see Figure 31F-4-8):

V4é_d_

1. Site-specific response spectra analysis (see Section —z {4-13}

3103F.4.2.3). W H

2. Soil parameters based on site-specific and new borings
{see Section 3106F,2.2).

3104F.4 General analysis and design requirements.

3104F.4.1 Load combinations. Earthquake loads shall be
used in the load combinations described in Section 3103F8.
3104F.4.2 Combination of orthogenal effects. The design
displacement demand, Ay, shall be calculated by combining

the longitudinal, A, and transverse, A, displacements in the
horizontal plane (Figure 31F-4-7):

A, =N+ A (4-7)

where:

V' = base shear strength of the structure obtained from
a plastic analysis

W = dead load of the frame

A, = displacement demand

H = distance from the location of maximum in-ground
moment to center of gravity of the deck

For wharf structures where the lateral displacement is
limited by almost fully embedded piles, P-A effects may be
ignored; however, the individual stability of the piles shall
be checked in accordance with Section 3107F.2.5.2.

where: Ifthe landside batter piles are allowed to fail in a Level 2

luation, the remaining portion of the wharf shall be

A=A _ +03A 4-8 eva g p
* w HO03B (4-58) checked for P-A effects.
L3 L3 # . #E %
e o .
oy Plan view b} Displaced shape, X excitation (o) Displaced shape, Y excitation
FIGURE 31F-4-7

PLAN VEW OF WHARF SEGMENT UNDER XAND V SEISMIC EXCITATIONS [4.3]
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FIGURE 31F-4-8
P-A EFFECT

3104E 4.4 Expansion joints. The effect of expansion joints
shall be considered in the seismic analysis.

3104FK.4.5 Shear key forces. Shear force across shear keys
connecting adjacent wharf segments, V,, (approximate
upper bound to the shear key force [4.4]) shall be calculated
as follows:

Vi =15(e/L, V,r (4-14)

where:

Var = total segment lateral force found from a push-aver
analysis

L, =segment length

e = eccentricity between the center of rigidity and the
center of mass

3104F.4.6 Connections. For an exisiing wharf, the deterio-
rated conditions at the junction between the pile top and pile
cap shall be considered in evaluating the moment capacity.
Connection detail berween the vertical pile and pile cap
shall be evaluated to determine whether full or partial
moment capacity can be developed under seismic action.

For new MOTs, the connection details shall develop the
Jull moment capacities.

The modeling shall simulate the actual moment capacity
(full or partial) of the joint in accordance with Section
JI07F2. 7.

3104F.4.7 Batter piles. Batter piles primarily respond to
earthquakes by developing large axial compression or ten-
sion forces. Bending moments are generally of secondary
importance. Failure in compression may be dictated by the
deck-pile cornection (most common type), material com-
pression, buckling, or by excessive local shear in deck mem-
bers adjacent to the batter pile. Failure in tension may be
dictated by connection strength or by pile pull out. (p. 3-83
of [4.4]}).

When the controlling failure scenario is reached and the
batter pile fails, the computer model shall be adjusted to
consist of only the vertical pile acting either as a full or par-
tial moment frame based on the connection details between
the pile top and pile cap. The remaining displacement
capacity, involving vertical piles, before the secondary fail-
ure stage develops, shall then be established (see Section
JI07F.2.8).

2010 CALIFORNIA BUILDING CODE
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Axial p-7 curves shall be modeled. In compression, dis-
placement capacity should consider the effect of the reduc-
tion in pile modulus of elasticity at high loads and the
increase in effective length for friction piles. This proce-
dure allows the pile to deform axially before reaching ulti-
mate loads, thereby increasing the displacement ductility
[4.4].

Horizontal nonlinear p-y springs are only applied to bat-
ter piles with significant embedment, such as for landside
batter piles in a wharf structure. Moment fixity can be
assumed for batter piles thar extend well above the ground
such as waterside batter piles in a wharf structure or batter
piles in a pier type structure,

3104F.5 Nonstructural components. Nonstructural compo-
nents including, but not limited to pipelines, loading arms,
raised platforms, control rooms and vapor control equipment
may affect the global structural response. In such cases, the
seismic characteristics (mass and/or stiffness) of the
nonstructural components shall be considered in the structural
analysis.

3104F.5.1 Mass contribution. The weight of permanently
attached nonstructural components shall be included in
the dead load of the structure, per Section 3103F.2. An
exception is an MOT pipeline that is allowed io slide
between anchor points and hence the pipeline response is
typically out of phase with the structural response. Thus,
the pipeline may be subjected to a different acceleraiion
than the substructure, even if the pipeline cannot slide
between anchor points. In such cases, the pipeline mass
shall not be included directly in the seismic mass of the
structure.

3104F.5.2 Seismic loads. In general, for nonsiructural
components, the evaluation procedures of Section 3110F.8
are adequate,

For pipelines, the seismic analysis shall be performed in
accordance with Section 3109F3, in lieu of Section
JTIOF&. If an analysis has been performed and support
reactions are available, they may be used to determine the
Jorces on the support structure.

A pipeline segment under consideration shall extend
between two adjacent anchor poinis. A simplified pipeline
analysis may be used when the relative displacement
demands of anchor points are considered. As an option, a
Jull nonlinear time-history analysis can be used to capture
the nonlinear interaction between the structure and the
pipeline,

3104F.6 Nonstructural critical systems assessment, A seismic
assessment of the survivability and continued operation during
a Level 2 earthguake (see Table 31F-4-2) shall be performed
Jor critical systems such as fire protection, emergency shut-
down and electrical power systems. The assessment shall con-
sider the adequacy and condition of anchorage, flexibility and
seismically-induced interaction. The results shall be included
in the Audit.

3104F.7 Symbols.
e = Eccentricity between center of mass and center of
rigidiry
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Eeriw = Inertial seismic load
F,

H

= Required strength at maximum response

H = Distance from maoximum in-ground moment o
center of gravity of the deck

H, = Foundation deformation load

k = Stiffness in direction under consideration in k/ft

k, = Effective stiffness
L, = Longitudinal length between wharf expansion
Joinis

= Mass of structure in kips/g

m

M = Mass of deck considered in the analysis
r = Ratio of second slope over elastic slope
8, = Spectral response acceleration, at T

Sy, = Displacement response spectrum, at T

S, = Spectral response acceleration of pipeline seg-
ment under consideration

T = Fundamental period of structure
T, = Effective structural period

V= Base shear strength of the structure obtained from
a plastic analysis

v,

= total base shear

Vi = total segment lateral force

Vi = Shear force across shear keys

W = Dead load of the frame

W, = Weight of pipeline segment under consideration
A, = Design displacement demand

A, = Longitudinal displacement demand

A, =X displacement under X direction excitation

4, = X displacement under Y direction excilation

A, = Transverse displacement demand

¥
A, = Ydisplacement under X direction excitation

A,, = Y displacement under Y direction excitation
WA = Ductility level

& por§ = Effective structural damping
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Division 5

SECTION 3105F
MOORING AND BERTHING ANALYSIS AND DESIGN

3105F. I General.

3105F 1.1 Purpose. This section establishes minimum stan-
dards for safe mooring and berthing of vessels at MOTs,

JI05SF 1.2 Applicability. This section applies to onshore
MOTs; Figure 31F-5-1 shows typical pier and wharfconfig-
Urations.

FIGURE 31F-5-1
TYPICAL PIER AND WHARF CONFIGURATIONS

3105F. 1.3 Mooring/berthing risk classification. Each
MOT shall be assigned a mooring/berthing risk classifica-
tion of high, medium or low, as determined from Table
31F-5-1, based on the following sife-specific parameters:

1. Wind

2. Current

3. Hydrodynamic effects of passing vessels
4. Change in vessel draft

Exceedance of any of the defined condition thresholds in
Table 31F-5-1 places the MOT in the appropriate moor-
ing/berthing risk classification,

The maximum wind, V,,, {corrected for duration, height
and over water) and maximum current, V., shall be obtained
(see Section 3103F.5).

In order to determine if there are significant potential
passing vessel effects on moored vessels at an MOT | see
Section 3105F.3.2.

The range of vessel draft shall be based on the local tidal
variation and the operational limits of the vessels berthing
at the MOT.

Multiple berth MOTs shall use the same conditions for
each berth unless it can be demonstrated that there are sig-
nificant differences.
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MOTs with high mooring/berthing risk classifications
{Table 31F-5-1) shall have the following equipment in oper-
ation: an anemometer (N/E), a curvent meter (N/E) (may be
omitted if safety factor according to Section 3103F.5.3.1 is
applied to current) and remote reading tension load devices
{N).

3105E 1.4 New MOTs. Quick release hooks are required ar
all new MOTs, except for spring line fittings. Quick release
hooks shall be sized, within normal allowable stresses, for the
safe working load of the largest size mooring line and config-
uration. To avoid accidental release, the freeing mechanism
shall be activated by a two-step process. Quick release hooks
shall be insulated electrically from the mooring structure,
and should be supported so as not to contact the deck.

3105F.1.5 Analysis and design of mooring components.
The existing condition of the MOT shall be used in the moor-
ing analysis (see Section 3102F ). Structural characteristics
of the MOT , including type and configuration of mooring
fittings such as bollards, bitts, hooks and capstans and
material properties and condition, shall be determined in
accordance with Sections 3107F.4 and 3103F. 10.

The analysis and design of mooring componenis shall be
based on the loading combinations and safety factors
defined in Sections 3103F.8 through 3103F.10, and in
accordance with ACI 318 [5.]], AISC [5.2] and
ANSVAF&PA NDS [5.3], as applicable.

JI05F.2 Mooring analyses. A mooring analysis shall be per-
Jormed for each berthing system, to justify the safe berthing of
the various deadweight capacities of vessels expected at the
MOT. The forces acting on a moored vessel shall be determined
in accordance with Section 3103F.5. Mooring line and breasting
load combinations shall be in accordance with Section 3103F.8.

Twe procedures, manual and numerical are available for
perfornming mooring analyses. These procedures shall conform
to either the OCIMF documents, “Mooring Equipment Guide-
lines” [5.4] and “Prediction of Wind and Current Loads on
VLCCs” [5.5] or the Department of Defense “Moorings” doc-
ument [5.0]. The manual procedure (Section 3105F.2.1) may
be used for barges.

A new mooring assessment shall be performed when condi-
tions change, such as any modification in the mooring configu-
ration, vessel size or new information indicating greater wind,
current or other environmental loads.

In general, vessels shall remain in contact with the breasting
or fendering system. Vessel motion (sway) af up to 2 feet off the
breasting structure may be allowed under the most severe envi-
ronmental loads, unless greater movement can be justified by an
appropriate mooring analysis that accounts for potential
dynamic effects. The allowable movement shall be consistent
with mooring analysis results, indicating that forces in the moor-
ing lines and their supports are within the allowable safety fac-
tors. Also, a check shall be made as to whether the movement is
within the limitations of the cargo transfer equipment.
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TABLE 31F-5-1
MOORING/BERTHING RISK CLASSIFICATION

RISK CLASSIFICATION WIND, (V) (knots} CURRENT, {V, (knois} PASSING VESSEL EFFECTS CHANGE IN DRAFT {fl)
High > 350 Yes > 8
Medinm 30t 50 10t 1.5 No Gto 8
Low <30 Ng <6

The most severe combination of the environmental loads has
to be identified for each mooring component. At a mininmum,
the following conditions shall be considered:

1. Two current directions (maximum ebb and flood; See
Section 3103F.5.3)

2. Two tide levels (highest high and lowest low}

3. Two vessel loading conditions (ballast and maximum
draft at the terminal)

4. Eight wind directions (45 degree increments)

3105F.2.1 Manual procedure. For MOTs classified as Low
risk (Table 31F-5-1), simplified calculations may be used to
determine the mooving forces, except if any of the following
conditions exist (Figures 31F-5-2 and 31F-5-3, below).

1. Mooring layout is significantly asymmetrical

2. Horizontal mooring line angles (o) on bow and stern
exceed 45 degrees

3. Horizontal breast mooring line angles exceed 15 nor-
mal to the huil

4. Horizontal spring mooring line angles exceed 10
degrees from a line parallel to the hull

e e OORNG STRUCTURE G
.afgaﬁ“mx T BREASTURE e 45 AR \E
/ Ty
“ ] ;mm% f
! STEFS { ; ‘

\im Lo | dpn [ mwee
P v " ' £

FIGURE 31F-5-2
HORIZONTAL LINE ANGLES [5.4]

A O NN S
0N, SYERN, ARD OREAST UNgS o SIRLTIRE s s

FIGURE 31F-5-3
VERTICAL LINE ANGLES [5.4]

5. Vertical mooring line angles (8) exceed 25 degrees

6. Mooring lines for lateral loads not grouped at bow
and stern

When the forces have been determined and the distance
hetween the bow and stern mooring points is known, the
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vaw moment can be resolved into lateral loads at the bow
and stern. The total environmental loads on a moored vessel
are comprised of the lateral load at the vessel bow, the lat-
eral load at the vessel stern and the longitudingl load. Line
pretension loads must be added.

Four load cases shall be considered:
1. Entire load is taken by mooring lines
2. Entire load is taken by breasting structures

3. Load is taken by combination of mooring lines and
breasting structiires

4, Longitudinal load is faken only by spring lines

3105F.2.2 Numerical procedure. A numerical procedure is
required to obtain mooring forces for MOTs classified as
Medium or High (See Table 31F-5-1) and for those that do
not satisfy the requivements for using simplified calculations.
Computer program(s) shall be based on mooring analysis
procedures that consider the characteristics of the mooring
system, calculate the environmental loads and provide result-
ing mooring line forces and vessel motions (surge and sway).

3105F.3 Wave, passing vessel, seiche and tsunami.

3105F 3.1 Wind waves. MOTs are generally located in shel-
tered waters such that typical wind waves can be assumed
not to affect the maored vessel if the significant wave period,
T, is less than 4 seconds. However, if the period is equal to
or greater than 4 seconds, then a simplified dynamic analy-
sis (See Section 3103F5.4) is required. The wave period
shall be established based on a I-year significant wave
height, H. For MOTs within a harbor basin, the wave
period shall be based on the locally generated waves with
relatively short fetch.

3105F.3.2 Passing vessels. These forces generated by pass-
ing vessels are due to pressure gradients associated with the
flow parttern. These pressure gradients cause the moored
vessel to sway, surge, and yaw, thus imposing forces on the
moaoring lines.

Passing vessel analysis shall be conducted when all of the
following conditions exist {See Figure 31F-5-4):

1. Passing vessel size is greater than 25,000 dwt.
2. Distance L is 500 feet or less
3. Vessel speed V is greater than 'V,
where:
L-2B

an'! = 1.5 + M 4.5(}{”0[&') (5'1)

Exception: If L. £ 2B, passing vessel loads shall he
considered.
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L and B are shown in Figure 31F-5-4, in units of feet. Vis
defined as the speed of vessel over land minus the current
velocity, when traveling with the current, or the speed of
vessel over land plus the current velocity, when traveling
against the current.

W I

FIGURE 31F-5-4
PASSING VESSEL

When such conditions (1, 2 and 3 above) exist, the surge
and sway forces and the yaw moment acting on the mooved
vessel shall, as a minimum, be established in accordance
with Section 3103F5.5. If the demands from such evaluation
are greater than 75 percent of the mooring system capacity
{breaking strength of mooring lines), then a more sophisti-
cated dynamic analysis is required,

For MOTs located in ports, the passing distance, L, may
be established bused on channel width and vessel traffic
patterns. The guidelines established in the Department of
Defense, UFC 4-150-06, Figure 5-17 [5.7] for interior
channels may be used. The “vertical bank™ in Figure 5-17
of [5. 7] shall be replaced by the side of the moored vessel
when establishing the distance, "L .”
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more complex cases where the assumptions below are not
applicable, dynamic methods are required.

1. Caleulate the natural period of oscillation of the
basin. The basin may be idealized as rectangular,
closed or open at the seaward end. Use Chapter 2 of
UFC 4-150-06 [3.7] to calculare the wave period and
lengih for different modes. The first three modes shall
be considered in the analysis.

2. Determine the location of the moored ship with
respect fo the antinode and node of the first three
modes to determine the possibility of resonance.

3. Determine the natural period of the vessel and moor-
ing system. The calculation shall be based on the total
mass of the system and the stiffness of the mooring
tines in surge. The surge motion of the moored vessel
is estimated by analyzing the vessel motion as a har-
monically forced linear single degree of freedom
spring mass system. Methods outlined in a paper by
F.A. Kilner [5.8] can be used to calculate the vessel
mation.

4. Vessels are generally berthed paraliel to the chan-
nel; therefore, only longitudinal (surge) motions
shall be considered, with the associated mooring
loads in the spring lines. The loads on the mooring
tines (spring lines) are then determined from the
computed vessel motion and the stiffness of those
mooring lines.

3I05F.3.4 Tsunami. Run-up and current velocity shall be
considered in the tsunami assessment. Table 31F-3-8 pro-
vides run-up values for the San Francisco Bay area, Los
Angeles/Long Beach Harbors and Port Hueneme.

]

3105F.4 Berthing analysis and design. In genceral and for new
MOTs, the fender system alone shall be designed to absorb the
berthing energy. For existing MOTs, the berthing analysis may
include the fender and structure.

For MOTs, not located within a port, the distance, “L,”
must be determined from observed traffic patterns.

The following passing vessel positions shall be investi-
gated: The analyvsis and design of berthing components shall be
based on the loading combinations and safety faciors defined
in Sections 3103F.8 and 3103F.9 and in accordance with ACI
3I8[5.1], AISC [5.2], and ANSHAF&PANDS (5.3}, as appli- <

cable.

1. Passing vessel is centered on the mooved ship. This
position produces maximum swey force.

2. The midship of the passing vessel is fore or aft of the

centerline of the moored ship by a distance of 0.40
times the length of the moored ship. This position is
assumed to produce maximum surge force and yaw
moment at the same time,

The mooring loads due to a passing vessel shall be added
to the mooring loads due to wind and current.

3I05F 3.3 Seicke. A seiche analysis is required for existing
MOTs located within a harbor basin and which have hisior-
ically experienced seiche. A seiche analysis is required for
new MOTs inside a harbor basin prone to penetration of
oceqan waves.

The standing wave system or seiche is characterized by a
series of "nodes” and “antinodes.” Seiche typically has
wave periods ranging from 20 seconds up to several hours,
with wave heights in the range of 0.1 10 0.4 ft {5.7].

The following procedure may be used, as a minimum, in
evaluating the effects of seiche within a harbor basin. In
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3105F. 4. Berthing energy demand. The kinetic berthing
energy demand shall be determined in accordance with Sec-
tion 3103F.6.

3105F.4.2 Berthing energy capacity. For existing MOTs,
the berthing energy capacity shall be calculated as the area
under the force-deflection curve for the combined structure
and fender system ¢s indicated in Figure 31F-5-5. Fender
piles may be included in the lateral analysis to establish the
total force-deflection curve for the berthing system. Load-
deflection curves for other fender types shall be obtained
Jrom manufacturer’s data. The condition of fenders shall be
taken into account when performing the analysis.

When barter piles are present, the fender system tvpically
absorbs most of the berthing energy. This can be established
by comparing the force-deflection curves for the fender sys-
tem and batter piles. In this case only the fender system
energy absorption shall be considered.
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Yol forngcnfinttion oune —
for bérthing sysien

=
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Deflertion 1A

FIGURE 31F-5-5
BERTHING ENERGY CAPACITY

3105F.4.3 Tartker contact length.

3105F.4.3.1 Confinuous fender system. A continuous
fender system consists of fender piles, chocks, wales, and
rubber or spring fender units.

The contact length of a ship during berthing depends
on the spacing of the fender piles and fender units, and
the connection derails of the chocks and wales to the
Jender piles.

The contact length, L. can be approximated by the
chord formed by the curvature of the bow and the berth-
ing angle as shown in Equation 5-2 below.

L.=2rsinc {5-2)
where:
L. = contact length

¥ = Bow radius

¢ = Berthing Angle

In lieu of detailed analysis to determine the contact
length, Table 31F-5-2 may be used. The contact length
Jor a vessel within the range listed in the table can be
obtained by interpolation.

TABLE 31F-5-2
CONTACT LENGTH
VESSEL SIZE (dwt) CONTACT LENGTH

B 30 251
1,000 o 2,500 5k

5,000 1o 26,000 40

35,600 to 50,000 S0

65,000 60 ft i
| 100,000 to 125,000 70 fi

3105F.4.3.2 Discrete fender system. For discrete fender
systems (I.e., not continuous ), one fender unit or breast-
ing dolphin shall be able 1o absorb the entire berthing
energy.

3105F.4.4 Longitudinal and vertical berthing forces.
The longimdinal and vertical components of the hori-
zontal berthing force shall be calculated using appropri-
ate coefficients of friction between the vessel and the
Jender In lieu of as-built data, the values in Tuble
31F-5-3may be used for typical fender/vessel materials:
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TABLE 31F-5-3
- COEFFICIENT OF FRICTION
CONTACT MATERIALS FRICTION COEFFICIENT
Timber to Steel 0.4 10 0.0
Urethane to Steel 041006
- Steel to Steel 0.25
Rubber to Steel 0.6t 0.7
UHMW* to Steel 0./ w0.2

*{ltra-high molecular weight plastic rubbing strips.

Longitudinal and vertical forces shall be determined by:

F=uN

where:

(5-3)

F = longitndinal or vertical component of horizon-
tal berthing force

Il

B = coefficient of friction of contact materials

N

maximum horizontal berthing force (normal to
fender})

3105F 4.5 Design and selection of new fender systems. For
guidelines on new fender designs, refer to the Department of
Defense “Piers and Wharves” document (UFC 4-152-01)
[5.9] and the PIANC Guidelines for the Design of Fenders
Systems: 2002 [5.10].

3105F.5 Layout of new MOTs. The number and spacing of
independent mooring dolphins and breasting dolphins
depends on the DWT and length overall (LOA) of vessels to be
accommodated.

Breasting dolphins shall be positioned adjacent to the paral-
lel body of the vessel when berthed. A minimum of two breast-
ing dolphins shall be provided. The spacing of breasting
dolphins shall be adequate for all sizes of vessels that may
berth at the MOT.

Mooring dolphins shall be set back from the berthing line
(fender line) for a distance between 113 ft and 1635 fi, so that
longer bow, stern and breast lines can be deployed.

For a preliminary lavout, the guidelines in the British Stan-
dards, Pari4, Section 2 [5.11], may be used in conjunction with
the guidelines below,

1. If four bregsting dolphins are provided, the spacing

between exterior breasting dolphins shall be between (.3
and 0.4 LOA of the maximum sized vessel expected to
call at the MOT. The spacing between interior breasting
dolphins shall be approximately 0.3 to 0.4LOA of the
minimum sized vessel expected to call at the MOT.

2. Ifonly wo breasting dolphing are provided, the spacing
between the dolphins shall be the smaller (0.3LOA) of

the guidelines specified above.
3. If bow and stern lines are used for mooring, the spacing

between exterior mooring dolphins shall be 1.35 times

the LOA of the maximum sized vessel expected to call at
the MOT.
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4. The spacing between interior mooring dolphins shall be

0.8 times the LOA of the maximum sized vessel expected
to call at the MOT.

The final lavout of the mooring and breasting dolphins shall
be determined based on the results of the mooring analysis that
provides optimal mooring line and breasting forces for the
range of vessels to be accommodated. The breasting force
under the mooring condition shall not exceed the maximium
Jender reaction of the fender unit when it is being compressed
al the manufacturers rated deflection.

3105F.6 Symbols.

o = Berthing Angle. It also indicates the angle of hori-
zontal mooring lines, see Fig 5-2.

A = Deflection

6 = Vertical mooring line angles

B = Beam of vessel

F = Longitudinal or vertical component of horizontal
normal berthing force

L = Distance between passing and moored vessels

L. = Contact length

N = Maximum horizontal berthing force

= Bow radius

=~

1w = Coefficient of friction of contact materials
V = Ground speed (knots)
= Maximum current {(knots).

= Ground speed (knots) above which passing loads
must be considered

V., = Maximum wind speed (knots)
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Division &

SECTION 3106F hazards. The array (number and depths) of exploratory

GEOTECHNICAL HAZARDS AND FOUNDATIONS borings and cone penetration tests (CPT) will depend on the
3106F.1 General. proposed or exisiing structures and site stratigraphy. The
investigation or testing acrivities shall be completed following

3106F.1.1 Purpose. This section provides minimum stan- the procedures in Section 5 of SCEC [6.3]. CPT data may also
dards for analyses and evaluation of geotechnical hazards be used by first converting to standard penetration test (SPT)
and foundations. data, using an appropriate method, that reflects the effects of soil
3106F.1.2 Applicability. The requirements provided herein gradation. If geotechnical data other than SPT and CPT are

apply to all new and existing MOTS. used, an adeguate explanation and rationale shall be provided.

3106F.1.3 Seismic loading. The seismic loading for Quantitative soil information is required to a depth of 100

geotechnical hazard assessment and foundation analyses is feet be;ow the mudline, for ussigning a Site Cf!ass (see_Table
provided in Section 3103F 4. 31F- 6-1). When data to a depth of 100 feet is unavailable,

other information such as geologic considerations may be

3106F.2 Site Characterization. used to determine the Site Class.
310632-1 Site classes. Each MOT."shall be 0551:8”6@3 least 3106F.3 Liquefaction. A liguefaction assessment shall
one site class, based on site-specific geotechnical informa- address triggering and the resulting hazards, using residual

tion. Site Classes 8,4, S5 8¢ Sp and S!. are deﬁned in Tuble shear Strgngrhs of liquefied soils.

1F-6-1 ite Class Sg i : 5 . . . . . .
3 and Site Class S EIS d.e]:ined as f OHC"W? 3106F.3.1 Triggering assessment. Liquefaction triggering
1. Soils vulnerable 1o significant potential loss of stiff- shall be expressed in terms of the factor of safety (SF):
ness, strength, and/or volume under seismic loading,

such as liquefiable soils, quick and highly sensitive SF =CRR/CSR (6-1)
clays, and collapsible weakly cemented soils. where:
2. Peats and/or highly organic clays, where the thick- CRR = Cyclic Resistance Ratio

¢ t or highl ic clay exceeds 10 feet.
ness of peat or highly organic clay e Jee CSR = The Cyclic Stress Ratio induced by Design Peak

3. Very high plasticity clays with a plasticity index (PI} Ground Acceleration (DPGA) or other postu-
greater than 75, where depth of clay exceeds 25 feet. lated shaking
4. Very thick sofi/medium stiff clays, where the depth of The CRR shall be determined from Figure 7.1 in SCEC
clay exceeds 120 feer. [6.3]. Ifavailable, both the SPT and CPT data can be used.
3 1 06F2.2 Sitc-t'ipe.cz:ﬁc information. In genere al, .3:30_1’6_6}1- CSR shall be evaluated using the simplified procedure in
nlca! Characferizﬂn()n Shl’fl” be based O Slt&SpEC;ﬁC ”’lff)r‘ Secn'()n 3[06F:3‘ ] I or S[re-specéﬁc response analysi_g pro-
mation. This information may be obtained from existing or cedures in Section 3106F.3.1.2.

new sources. However, if existing or nonsite specific infor-
mation is used, the geotechrical engineer of record shall
provide adequate justification for its use.

Shaking-induced shear strength reductions in liguefiable
materials are determined as follows:

Stte-specific investigations shall include, at a minimum, bor- 1. SF>14
ings and/or cone penetration tests, soil classifications, config- Reductions of shear strength for the materials for
uration, foundation loading and an assessment of seismic postearthquake conditions may be neglected.
TABLE 31F-6-1
SITE CLASSES
AVERAGE VALUES FGR TOP 100 FEET OF SOIL PROFILE
SOIL PROFILE NAME/GENERIC Shear Wave Velocity, Standard Penetration Test Undrained Shear Strength,
SITE CLASS DESCRIPTION V, [ft/sec] Iowsyy L S, [psf]
Sa _Hord Rock > 5,000 — - -
Sy Rock 2,560 1o 5,000 — —
Se Very SiifffDense Soil and Soft Rock 1,200 >56 > 2,000
Sp StfffDense Soil Profile 600 1o 1,200 15t0 50 1,000 te 2,000
Sg Sofi/l.oose Soil Prafile < 600 <5 < 1,000
Sp Defined in Section 3106F.2.1

Notes:

1. Site Class SF shall require site-specific geotechnical information as discussed in Sections 3106FE2.2 and 3103F4.

2. Site Class SE also inclides any soil profile with more than 10 feet of soft clay defined as a soil with a plasticity index, PI> 20, water content > 40 percent and
Sy < 300 psf.

3. The plasticity index, P, and the moisture content shall be determined in accordance with ASTM D4318 6.1 | and ASTM D2216 [6.2], respectively.
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2. 10<SF< |4

A strength value intermediate 1o the material’s initial
strength and residual undrained shear strength should be
selected based on the level of residual excess pore water
pressure expected to be generated by the ground shaking
(e.g., Figure 10 of Seed and Harder, [6.4]).

3 SF<10

Reduction of the material shear strength to a residual
undrained shear stremgth level shall be considered, as
described in Section 3106F.3.2.

3196F.3.1.1 Simplified procedure. The simplified pro-
cedure 1o evaluate liguefaction triggering shall follow
Section 7 of SCEC [6.3]. Cyelic stress ratio (CSR) is used
to define seismic loading, in terms of the Design Peak
Ground Acceleration (DPGA) and Design Earthquake
Muagnitde (DEM). DPGA and DEM are addressed in
Section 3103F4.2. CSR is defined as:

. 7.
CSR:(}.é:S(DP GA )( E )(lﬂh) (6-2)
& T M T gsr
where:
g = gravitationafl constant

G, = the vertical total stress
G',= the vertical effective stress
ry = @ stress reduction factor
ruse = the magnitude scaling factor
For values of ryge and ry, see SCEC [6.3] Figures 7.2

and 7.3, respectively. To evaluate ryg,, the DEM value
associated with DPGA shall be used.

3106F 3.1.2 Site specific response procedure. In liew of

the simplified procedure, either one-dimensionnl or
two-dimensional site response analysis may be per-
Jormed using the ground motion parameters discussed in
Section 3103F 4. The computed cyclic stresses af various
points within the pertinent soil lavers shall be expressed
as valtues of CSR.

3106F.3.2 Residual strength. The residual undrained shear
strength may be estimated from Figure 7.7 of SCEC [6.3].
When necessary, a conservative extrapolation of the range
should be made. Under no circumstances, shall the residual
shear strength be higher than the shear strength based on
effective strength parameters.

The best estimate value should correspond to '/, from the
lower bound of the range for a givern value of equivalent
clean sand SPT blowcount. When a value other than the '/,
value” is selected for the residual shear strength, the selec-
tion shall be justified. An alternate method is provided in
Stark and Mesri [6.5]. The residual strength of liguefied
soils may be obrained as a function of effective confining
pressures if a justification is provided. The resulting resid-
ual shear strength shall be used as the postearthguake shear
strength of liguefied soils.
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3106F 4 Other geotechnical hazards. For a SF less than 1.4,
the potential for the following hazards shall be evaluated:

1. Flow slides

2. Slope movements

3. Lateral spreading

4. Ground settlement and differential settlement
5. Other surface manifestations

These hazards shall be evaluated, using the residual shear

strength described above (Section 3106F.3.2).

3i06F. 4.1 Stability of earth structures. If a slope failure
could affect the MOT, a stability analysis of slopes and earth
refaining structures shall be performed. The analysis shall
use limit equilibrinm methods that satisfy all of the force
and/or moment equilibrivm conditions and determine the
slope stability safety factor.

L. Slope stability safety factor 2 1.2

Flow slides can be precluded; however, seismically
induced ground movements shall be addressed.

2. 1.0 £ Slope stability safety fuctor < 1.2

Seismically induced ground movements should be evelu-
ated using the methods described below.

3. Slope stability safety factor < 1.0

Mitigation measures shall be implemented per Section
JI06E6.

3106 F 4.2 Simplified ground movement analysis. The seis-
mically induced ground settlement may be estimated using
Section 7.6 of SCEC [6.3]. Surface manifestation of lique-
Suaction may be evaluated using Section 7.7 of SCEC. Resulis
shall be evaluated to deternine if mitigation measures are
reguired.

Seismically induced deformarion or displacement of
slopes shall be evaluated using the Makdisi-Seed [6.6 ] sim-
plified method as described below,

The stability analysis shall be used with the residual shear
strengths of soils to estimate the yield acceleration coeffi-
cient, K, associated with the crifical poteniial movement
plane. In general, the DPGA shall be used as K, (see [6.6])
and DEM as the earthquake magnitude, M. These parame-
ters shall be used together with the upper bound curves Fig-
wres 9-11 of {6.6], to estimate the seismically induced
ground movement along the critical plane.

However, the value of K, may be different from the
DPGA value to include the effects of amplification, incoher-
ence, etc. When such adjustments are made in converting
DPGA 1o K,,., a justification shall be provided. Linear
interpolation using the upper bound curves in Figure 10
{ordinate scale should be divided by 10} in [6.6] or Figure
4-10 in Ferritto et al [6.7] can be used 1o estimate the seis-
mically induced ground movement for other earthquake
magritudes.

For the Ports of Los Angeles and Long Beach, Newmark
displacement curves are available and are site-specific
[3.5, 3.6]. Curves are provided for both Level 1 and Level 2
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earthquakes, and plot yield acceleration versus lateral dis-
placement.

For screening purposes only, lateral spreading shall be
evaluated, using the simplified equations in Youd et al.
[6.8]. The toral seismically induced ground displacement
shall include all contributory directions.

1. When the resulting displacement from the screening
method is > 0.1 ft., the Makdisi-Seed simplified
method or other similar methods shall be used to esti-
mate lateral spreading.

2. If the computed displacement from the simplified
method(s) is < 0.5 fi., the effects can be neglected.

3. Ifthe computed displacements using simplified meth-
ods are > 0.5ft., the use of a detailed ground move-
ment analysis (see Section 3106F.4.3} may be
considered.

4. If the final resulting displacement, regardiess of the
method used, remains > 0.5 fi., it shall be considered
in the structural analysis.

3106F.4.3 Detailed ground movement analysis. As an
alternative 1o the simplified methods discussed above, a
two-dimensional (2-D) equivalent linear or nonlinear
dynamic analysis of the MOT and/or slopes and earth
retaining systems may be performed.

An equivalent linear analysis is adequate when the stiff-
ness and/or strength of the soils involved are likely to
degrade by less than one-third, during seismic excitation of
less than 0.5 g’s. Appropriate time histories need to be
obtained to calculate seismically induced displacement (see
Section 3103F4.2). Such analysis should account for the
accumulating effects of displacement if double-integration
of acceleration time histories is used. The seismic stresses
or stress time histories from equivalent linear analysis may
be used to estimate seismically induced deformation.

A nonlinear analysis should be used if the stiffness and/or
strength of the soils involved are likely to degrade by more
than one-third during seismic motion.

If the structure is included in the analysis, the ground
motion directly affects the structural response. Otherwise,
the uncoupled, calculated movement of the soil on the struc-
ture shall be evaluated.

3106F.5 Soil structure interaction.

3106F.5.1 Soil parameters. Soil structure interaction (S81)
shall be addressed for the seismic evalvation of MOT struc-
tures. S5I may consist of linear or non-linear springs {and
possibly dash-pots) for various degrees of freedom, includ-
ing horizontal, vertical, torsional, and rotational, as
required by the structural analysis.

Pile capacity parameters may be evaluated using the pro-
cedures in Chapter 4 of FEMA 356 [6.9]. The “p-y” curves,
“t-z7 curves, and tip load — displacement curves for piles
{nonlinear springs for horizontal and vertical modes and
nonlinear vertical springs for the pile tip, respectively) and
deep foundations shall be evaluated using Section 6 of API
RP 2A-WSDr [6.10] including the consideration of pile
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group effects. Equivalent springs (and dashpots ) represent-
ing the degrading properties of soils may be developed.

Where appropriate, alternative procedures can be used to
develop these parameters. Rationale for the use of alterna-
tive procedures shall be provided. One simplified method is
presented in Chapter 4 of the UFC 3-220-01A [6.11] and
provides deflection and moment for an isolated pile, subject
to a lateral load.

3106F.5.2 Shallow foundations. Shallow foundations shall
be assumed to move with the ground. Springs and dushpots
may be evaluated as per Gazetas [6.12].

3106F.5.3 Underground structures. Buried flexible struc-
tures or buried portions of flexible structures including piles
and pipelines shall be assumed to deform with estimated
ground movement at depth.

As the soil seitles, it shall be assumed to apply shear
forces to buried structures or buried porfions of structures
including deep foundations.

3106F.6 Mitigation measures and alternatives. If the hazards
and consequences addressed in Sections 31 D0F.3 and 3106F.4
are beyond the specified range, the following options shall be
considered:

I. Perform a more sophisticated analysis
2. Modify the structure
3. Modify the foundation soil

Examples of possible measures to modify foundation soils
are provided in Table 4-1 of [6.7].

3106F.7 Symbols.
SF = Safety Factor
CRR = Cyclic Resistance Ratio
CSR = Cyclic Stress Ratio induced by DPGA

g = Gravitational constat

i

G, = the vertical total stress

S’

v

the vertical effective stress
r, = a sfress reduction factor
ruse = the magnitude scaling factor
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Division 7

SECTION 3107F
STRUCTURAL ANALYSIS AND
DESIGN OF COMPONENTS

3107F.1 General.

3107F 1T Purpose. This section establishes the mininmm
performance standards for structural components. Fvalua-
tion procedures for seismic performance, strength and
deformation characteristics of concrete, steel and timber
components are prescribed herein. Anaivtical procedures
Jor structural svstems are presented in Section 3104F,

3107F.1.2 Applicability. This section addresses MOTs con-
structed using the following structural components:

1. Reinforced concrete decks supported by batter and/or
vertical concrete piles

2. Reinforced concrete decks supported by batter and/or
vertical steel piles, including pipe piles filled with con-
crete

3. Reinforced concrete decks supported by batter andfor
vertical timber piles

4. Timber decks supported by batter or vertical timber,
concrete or steel pipe piles

J. Retaining structures constructed of steel, concrete
sheer piles or reinforced concrete.

3107E.2 Concrete deck with concrete or steel piles.

3107F.2.1 Component strength. The following parameters
shall be established in order to compute the component
strength:

1. Specified concrete compressive strengths
2. Concrete and steel modulus of elasticity

3. Yield and tensile strength of mild reinforcing and
prestressed steel and corresponding strains

4. Confinement steel strength and corresponding
strains

. Embedment length

5
6. Concrete cover

=~

Yield and tensile strength of structural steel
8. Ductility

In addition, for “existing™ components, the following
conditions shall be considered:

9. Environmental effects, such as reinforcing steel corro-
sion, concrete spalling, cracking and chemical attack

10. Fire damage

11. Past and current loading effects, including over-
load, fatigue or fracture

12. Earthquake damage
13. Discontinuous components

14. Construction deficiencies

552

310G7F.2. LT Material properties. Material properties of
existing components, noi determined from testing proce-
dures, and of new components, shall be established using
the following methodology.

The strength of structural components shall be evalu-
ated based on the following values (Section 3.3 of [7.1]
and pp. 3-73 and 3-74 of [7.2]):

Specified material strength shall be used for nonduc-
tile components (shear controlled), all mechanical, elec-
trical and mooring equipment (attachments 1o the deck)
and for all ron seismic load combinarions:

fo=10f, (7-da}
I, =104, (7-1b)
1, =10§, (7-1c)

In addition, these values (7-1a, 7-1b and 7-1¢ ) may be
wused conservatively as alternatives 1o determine the
nominal strength of ductile components (N),

Expected lower bound estimates of material strength
shall be used for determination of momeni-curveature
relations and nominal strength of all ductile compo-
nents:

fo=13f (7-2a)
I =11f, (7-2b}
S =104, {7-2¢)

Upper bound estimates of material strength shall be
used for the determination of moment-curvature relg-
tions, to obtain the feasible maximum demand on capac-
iry protected members:

flLo=17f (7-3a)
fy, =131, (7-3b)
£, =1If, (7-3c)

where:
I’ = Specified compressive strength of concrete

1. = Specified vield strength of reinforcement or
specified minimum vield stress steel

Specified vield strength of prestress strands

1t

I
“Capacity Design” (Section 5.3 of [7.1]) ensures that
the strength ar protected componenis (such as pile caps
and decks), joints and actions (such as shear), is greater
than the maximum feasible demand (over strength),
based on realistic upper bound estimates of plastic hinge

fexural strength. An additional sevies of nonlinear anal-

vses using moment curvature characteristics of pile
hinges may be required.

Alternatively, if a moment-curvature analysis Is per-

Jormed that takes inte account the strain hardening of the

steel, the demands used to evaluate the capacity pro-
tected components may be estimated by ruldtiplying the
moment-curvatire values by 1.25.
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Based on a historical review of the building materials 2, Asetof “as-built” drawings and/or sketches, doc-
used in the twentieth century, guidelines for tensile and umenting both gravity and lateral systems (Section
yield properties of concrete reinforcing bars and the com- 3102F 1.5) and any postconstruction modification
pressive strength of structural concrete have been estab- data.
lished (see Tables 6-1 to 6-3 of FEMA 356 [7.3]. The values 3. A visual condition survey, for structural compo-

Sh?w’.;. in glef;f .K}bles ?.Zl l:.«e ’f;fif:f !d{‘j{?ﬁ; g r;op fﬂ:; nents including identification of the size, location
only if as-built information is il estin d connecti thes p—

not performed. The values in Tables 31F-7-1 and 31F-7-2, and connections of these componen
are adjusted according to equations (7-1) through (7-3).

4. In the absence of material properties, values from
limited in-situ testing or conservative estimates of

3107F.2.1.2 Knowledge factor (k). Knowledge factor, k, maierial properties (Tables 31 F-7-1 and 31F-7-2).
shall be applied on a component basis. 5. Assessment of componeni conditions, from an in-
o L ) L situ evaluation, including any observable deterio-
The following information is required, at a minimum, ration.
Jor a component strength assessment:
6. Detailed geotechnical information, based on
1. Original construction records, including draw- recent test data, including risk of liquefaction, lat-
ings and specifications. eral spreading and slope stubility.
TABLE 31F-7-1
- COMPRESSIVE STRENGTH OF STRUCTURAL CONCRETE {psi)’
TIME FRAME PILING BEAMS SLABS
1900-1919 2,560-3,000 2,000-3.000 1.500-3,000
1920-1949 3.000-4,000 2,000-3,000 2,000-3,000
1950-1965 4,000-5,000 3.000-4,00¢ 3,000-4,000
1966-present 3,000-6,000 3,000-5,000 3,000-5,000

1. Concrete strengths are likely 1o be highly variable for an older structwe.

TENSILE AND YIELD PROPERTIES OF REINFORCI.II;IAC‘-FB léig;FFZE VARIOUS ASTM SPECIFICATIONS AND PERIODS
{atter Table 6-2 of [7.3])
B STRUCTURAL' | INTERMEDIATE HARD' ‘
| _GRADE 33 40 50 60 70 75
Minimum
Yield® (psi) 33,000 40,000 50,000 60,000 70,000 75,000
YEAR Minimum
| ASTM | STEEL TYPE| RANGE® | Tensile® (psi) 55,000 70,000 80,000 90,000 95,000 100,000
AlS Bitlet 1911-1966 X ¥ X ~
Al Rail! | 1913-1966 X
A6I Rail? 1963-1966 ‘ X
Als0 Axle 1936-1964 X X X
Al60 Axle 1965-1966 ] X X X X
A408 Billet 1957-1966 X X X
A431 Biller 1959-1966 X ]
A432 Billet 1959-1966 X
AGIS Biltet 1968-1972 X X X
A615 Billet 1974-1986 X X
L A6IS Billet 1987-1997 X X X
A61G Rail* 1968-1997 X X
A617 Axle 1968-1997 X X
A706 Low-Alloy® | 1974-1997 X
A93S Stainless J906-1997 X X X

General Note: An entry “X" indicates that grade was available in those years.

1. The terms structural, intermediate and hard became absolete in 1968.

2. Actual yield and tensile strengths may exceed minimum values.

3. Untilabout 1920, a variety of proprietary reinforcing steels were used. Yield strengths are likely 1o be in the range from 33,000 psi to 55,000 psi, but higher values
are possible. Plain and twisted squiare bary were sometimes used berween 1900 and 1949

4. Rail bars should be marked with the letter “R.”

5. ASTM steel is marked with the letter “W."
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The knowledge factor, k, is 1.0 when comprehensive
knowledge as specified above is wtilized. Otherwise, the
knowledge factor shall be 0.75. Further guidance on the
determination of the appropriate k value can be found in
Table 2-1 of FEMA 356 [7.3].

3107F.2.2 Component stiffness. Stiffness that takes into
account the stress and deformation levels experienced by
the component shall be used. Nonlinear load-deformation
relations shall be used to represent the component
load-deformation response. However, in lieu of using non-
linear methods 1o establish the stiffness and moment cur-
vature relation of structural components, the equations of
Table 31F-7-3 may be used to approximate the effective
elastic stiffness, El, for lateral analyses (see Section
3107E.5 for definition of symbols).

TABLE 31F-7-3
EFFECTIVE ELASTIC STIFFNESS
CONCRETE COMPONENT El, /El,
Reinforced Pile 0.3 + NAf . A)
Pile/Deck Dowel Connection’ 0.3 + NAF' A
Prestressed Pile’ 0.6 <Ei, /EL, <075
Steel Pile 1.0
E I +025E I,

Concrete w/Steel Casing (EJ,+E. )
LA CctC

Deck 0.5

1. The pile/deck connection and prestressed pile may also be approximated as one

member with an average stiffness of 042 Ei /EL, {Ferritto et al, 1999 [7.2])
N = is the axial load level.
E, = Young's modulus for steel
I, = Moment of inertia for steel section
E, = Young's modulus for concrete
. = Moment of inertia for uncracked concrete section

3107F.2.3 Deformation capacity of flexural members.
Stress-strain models for confined and unconfined con-
crete, mild and prestressed steel presented in Section
3107F.2.4 shall be used to perform the moment-curvature
analysis.

The stress-strain characteristics of steel piles shall be
based on the actual steel properties. If as-built information
is not available, the stress-strain relationship may be
obtained per Section 3107F.2.4.2.

For concrete in-filled steel piles, the stress-strain model
Jor confined concrere shall be in accordance with Section
3107F2.4.1.

Each structural component expected to undergo inelastic
deformation shall be defined by its moment-curvature relation.
The displacement demand and capacity shall be calculated
per Sections 3104F2 gnd 3104F.3, as appropriate.

The moment-rotation relationship for concrete compo-
nents shall be derived from the moment-curvature analysis
per Section 3107F.2.5.4 and shall be used to determine lat-
eral displacement limitations of the design. Connection
details shall be examined per Section 3107F.2.7.
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3107F.2.4 Stress-Strain models.

316G7F.2.4.1 Concrete. The stress-strain model and
terms for confined and unconfined concrete are shown in
Figure 31F-7-1.

3107F.2.4.2 Reinforcement steel and siructural steel.
The stress-strain model and terms for reinforcing and
structural steel are shown in Figure 31F-7-2.

JI07F.2.4.3 Prestressed steel. The stress-strain model of
Blakeley and Park [7.4] may be used for prestressed steel.
The model and terms are illustrated in Figure 31F-7-3.

3107F.2.4.4 Alternative stress-strain models. Alterna-
tive stress-strain models are acceptable if adequately
documented and supported by test results, subject to
Division approval.

A Confined
SomETe
g S _
% i A S
7 %
g i
e . F
g £ nesiaed :
£ fonCrNE ; |
£ !
[} . :
N
“Q ; [ R
Commprensior S, &

FIGURE 31F-7-1
STRESS-STRAIN CURVES FOR CONFINED
AND UNCONFINED CONCRETE [7.1]

Steed Strain, €,

FIGURE 31F-7-2
STRESS-STRAIN CURVE FOR MILD REINFORCING STEEL OR
STRUCTURAL STEEL [7.1]

iﬁ"ia

tress {{'}

£x ]

[ ¥

£ H

; |

H {

H :
! ‘

£

FIGURE 31F-7-3
STRESS-STRAIN CURVE FOR PRESTRESSED STEEL [7.4]
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3107F.2.5 Concrete piles.

3107F.2.5.1 Gemneral. The capacity of concrete piles is
based on permissible concrete and steel strains corre-
sponding to the desired performance criteria.

Different values may apply for plastic hinges forming
at in-ground andpile-top locations. These procedures
are applicable to circulay, octagenal, rectangular and
square pile cross sections.

3107F.2.5.2 Stability. Stability considerations are
important to pier-type structures. The moment-axial
load interaction shall consider effects of high slender-
ness ratios (kl/r). An additional bending moment due to
axial load eccentricity shall be incorporated unless:

MARINE OIL TERMINALS

The stiffness parameter (x-axis) is:

KD*®

[D*IEI, (7:7)

where:
ElL=the effective stiffness
K
D = pile diameter

D*= reference diameter of 6 ft

the subgrade modulus

If site specific soil information is not available then the
values for K in Table 31F-7-4 may be used.

e/h<010 (7-4) TABLE 31F-7-4
SUBGRADE MODULUS K

where: AVG UNDRAINED | SUBGRADE

e = eccentricity of axial load SHEAR STRENGTH | MODULUS K

SOIL TYPE Ipsfl [ibrin’
= Wi ile i sidered directio

h width of pile in considered direction Soft Clay 250-500 w0

3107F.2.5.3 Plastic hinge length. The plastic hinge Medinm Clay S00-1000 100

length is required to convert the moment-curvature rela-
Stiff Clay 1000-2000 500

tionship into a moment-plastic rotation relationship for

the nonlinear pushover analysis. Very Stiff Clay 2000-4000 1000
The pile’s plastic hinge length, L, (above ground), when Hurd Clay 4000-8000 2000

the plastic hinge forms against a supporting member is: Loose Sand (above WT/submerged) B 25720
L » = 0.08L +0.1 5f .y('dbf 2 0'3f y('dfii {7-5) Medium Sand (above WT/submerged) — 20/60

where: Sand (above WT/submerged) — 2757125

L = thedistance from the critical section of the plas-

o . 3107F.2.5.4 Plastic rotation. The plastic rotation, 0
tic hinge (o the point of contraflexure ”

can be determined from Equation 7-8, by using
moment-curvature analysis and applicable strain limita-
tions, as shown in Figure 31F-7-5.

d,, = the diameter of the longitudinal reinforcement

fe = design yield strength of longitudinal reinforce-
ment (ksi) The plastic rotation is:

If a large reduction in moment capacity occurs due to

spalling, then the plastic hinge length shall be: 6,=L,¢p, = (¢m ~$,) (7-8)
L, =03f,d, (7-6) where:
When the plastic hinge forms in-ground, the plastic L, = plastic hinge length
hinge length_may be determined from Figure 31F-7-4 ¢, = plastic curvature
(see page 311 of [7.7]). .
¢, = maximum curvatire
220

&, = yield curvature

zosd N H = distance from ground to
N pile point of contrefiexure The maximum curvature, 4, shall be determined by the
THY

B
E
P concrete or steel strain limit state at the prescribed per-
2 140 ] Jormance level, whichever comes first.
= _ .
g’i 4 I - Alternatively, the maximum curvature, ¢,, may be cal-
£
i ‘Bedp £
isg ¥
‘% B ¢lll = Cim (7-9)
o )
g M
LE] Se—— SO where:

B A - S AT " R DR S 1)
1600 oo i
FIGURE 31F-7-4
INFLUENCE OF PILE/SCIL STIFFNESS RATIO ON PLASTIC
HINGE LENGTH (after Fig. 5.30 of [7.1])

£.,.= max limiting compression strain for the pre-
scribed performance level (Table 31F-7-5)

¢, = neutral-axis depth, at ultimate strength of section

u
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586

Secant siiffness
,f‘/ T ihsrenagty fent yink

Moming! strength mken
S e e o O
£ hd

p,f'

P, First viekt or
&= GG, whichever
eoies Sist

s

‘gy Plastic Curvsture

FIGURE 31F-7-5
MOMENT CURVATURE ANALYSIS

The yield curvature, §, is the curvature at the intersec-
tion of the secant stiffness, EX, through first vield and the
nominagl strength, (g, = 0.004)

¢, = T (7-10)

3107F.2.5.5 Ultimate concreie and steel flexural

strains. Strain values computed in the nonlinear push-
over analysis shall be compared to the following limits.

3167F.2.5.5.1 Unconfined concrete piles: An uncon-
Jined concrete pile is defined as a pile having no con-
Jinement steel or one in which the spacing of the
confinement steel exceeds 12 inches.

Ultimate concrete compressive strain:

g, =005 {7-11)
3107F2.5.5.2 Confined concrete piles:
Ultimate concrete compressive strain [7.1]:
€, =0.004 +(1.4p f,£, 0 . 20005 (7-12)
£, 0025
where:
p, = effective volume ratio of confining steel
Jw = yield stress of confining steel
E,, = strain at peak stress of confining reinforce-

ment, 0.15 for grade 40, 0.10 for grade 60

[ = confined strength of concrete approximated
by l5f",

3I07F.2.5.6 Component acceptance/damage criteria.
The maximum allowable concrete strains may not exceed
the ultimate values defined in Section 3107F2,5.5. The
Jollowing limiting values (Table 31F-7-3} apply for each
performance level for both existing and new structures.
The “Level I or 27 refer to the seismic performance cri-
teria (see Section 3104F.2.1).

0.3% { = |
K 5 unils / US units
Curvalure Biaxial Pugtiiy Untagiad Deetliity
Ductility © Assessosont Bresign Agsessment Pesign _
034 Favtor ) wtag
2,25/ 3.5 $2I%F38 LN L] Q.ZS fag
. W55 | easiag |
&1 /1,2 G003 f Lo _
05.25 G.143.F | BO0837L0 130
G586 | BO4Z 05 .
! GE5/06 ;| DaMIies
| i ; ‘
. b2 | o . 7
& . ; k=2
S Vo= kAL Ag | =
= e Uriiaxial T L
- Q15 : H
- =~ ~ Design
—t ksséssmeﬁi
F TR o— . 2
G083 — 4
B :::"‘?M : Y
gﬁgg !—-> . T w - Bow ow miowm ow = w w : - o o- -@5
|
0 <
G 2 4 o3 B 0 12 14 8 18 20

Curvature Buctility Fasior

FIGURE 31F-7-6
CONCRETE SHEAR MECHANISIW
{from Fig. 3-30 of [7.2])
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For all nonseismic loading combinations, concrete k = factor dependent on the curvature ductility
components shall be designed in accordance with the
ACT requirements [7.5]. My = , within the plastic hinge region, from

¥

Note that for existing facilities, the pile/deck hinge may
be controlled by the capacity of dowel reinforcement in
accordance with Section 317E2. 7.

TABLE 31F-7-5

Figure 31F-7-6. For regions greater than 2D, (see
Equation 7-18) from the plastic hinge location, the
strength can be based on J, = 1.0(see Fervitto el al.

LIMITS OF STRAIN {7.2]).
COMPONENT STRAIN LEVELY | LEVEL 2 f’. =concrete compressive strength
MCCS < 0.0 : S 0.025 = [ fecti
Pile/deck hinge £, <0.004 g.20. A, =0.8A, is the effective shgar areq
" rﬁﬁim ) €, < 0.004 6. <0.008 Circular spirals or hoops {7.2]:
st <001 <005 LA C O (7-18)
Pilefdeck hinge E=0 =0 s § '
MRSTS €, <0.0! £, <0.025 where:
_In-ground hinge ’ h
MPSTS g, < 0.005 g,< 0,025 A= spiral or hoop cross section area
In-ground hinge (incremental) (rotal strain) S = yield strength of transverse or hoop reinforce-
MCCS = Maximum Concrete Compression Strain, €, ment
MRSTS = Maximum Reinforcing Steel Tension Strain, €, . ) .
MPSTS = Maximumn Prestressing Steel Tension Strain, €, D, = pile diameter or gross depth (in case of a rect-
> 3107F.2.5.7 Shear design. If expected lower bourd of angular pile with spiral confinement)
material strength Section 3107F.2.1.1 Equations (7-2a, ¢ = depth from extreme compression fiber to neu-
7-2b, 7-2¢) are used in obtaining the nominal shear tral axis (1V.A.) atflexural strength (see Fig.
strength, a new nonlinear analysis utilizing the upper 31F-7-7)

bound estimate of material strength Section 3107F2.1.1
Equations (7-3a, 7-3b, 7-3c¢) shall be used to obtain the
plastic hinge shear demand. An alternative conservative
approach is to multiply the maximum shear demand, V,,
from the original analysis by 1.4 (Section 8.16.4.4.2 of
ATC-32 [7.6])

> § = spacing of hoops or spiral along the pile axis

V, . =14V (7-13) |
AT |
o g v |

¢, = concrete cover to center of hoop or spiral (see
Fig. 31F-7-7)

0 = angle of critical crack to the pile axis (see Fig.
31F-7-7) taken as 30° for existing structures,
and 35° for new design

desipn M
e

If moment curvature analysis that takes into account
strain-hardening, an uncertainty factor of 1.25 may be used: \%

=125V, (7-14)

V

dexipn

Shear capacity shall be based on nominal marerial 5
strengths, and reduction factors according to ACI-318 Y
[7.5]. Vg o

As an alternative, the method of Kowalski and
Priestley [7.7] may be used. Their method is based on a
three-parameter model with separate contributions o
shear strength from concrete (V,), transverse reinforce-
ment (V,), and axial load (V) to obtain nominal shear
strength (V,):

V, =V, +V +V, (7-15)

FIGURE 31F-7-7

A shear strength reduction factor of 0.85 shall be
applied to the nominal strength, V,, to determine the
design shear strength. Therefore:

V sesign = 085V, {7-16)
The equations to determine V,, V, and ¥V, are:

V. =kyf. A, {7-17)
where:

2016 CALIFORNIA BUILDING COBE

TRANSVERSE SHEAR MECHANISM
Rectangular hoops or spirals [7.2]:

v - Afy (D, ~c~c, )cot(8)

5

(7-19)

s
where:
A,

, = total area of transverse reinforcement, parallel

to direction of applied shear cut by an inclined
shear crack
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Shear strength from axial mechanism, V, (see Fig.
3IF-7-8):

V, =®(N, +F, )ana (7-20)
where:
N, = external axial compression on pile including

seismic load. Compression is taken as posifive,;
tension as negative

F, = prestress compressive force in pile

o = angle between line joining centers of flexural
compression in the deck/pile and in-ground
hinges, and the pile axis

@ = [0 for existing structures, and 0.85 for new

design

Deck|Pile Hinge
A R A

N E Compression force

I Ere ground Ringe

€

FIGURE 31F-7-8
AXIAL FORCE SHEAR MECHANISM

3107F.2.6 Steel piles.

558

3107F.2.6.1 General. The capacity of steel piles is based
on allowable strains corresponding to the desired per-
Jormance criteria and design earthquake.

3107F.2.6.2 Stability. Section 3107F.2.5.2 applies to
steel piles.

3107F.2.6.3 Plastic hinge length. The plastic hinge
length depends on the section shape and the slope of the
moment diagram in the vicinity of the plastic hinge.

For plastic hinges forming in steel piles at the deck/pile
interface and where the hinge forms in the steel section
rather than in a special connection detail (such as a rein-
Jorced concrete dowel connection), allowance should be
made for strain penetration into the pile cap. This increase
may be taken as 0.25D, where D, is the pile diameter or

pile depth in the direction of the applied shear force.

3107F.2.6.4 Ultimate flexural strain capacity. The fol-
lowing limiting value applies:

Strain at extreme-fiber, €, < 0.035

3107F.2.6.5 Component acceptance/damage criteria.
The maximum allowable strain may not exceed the ulti-
mate value defined in Section 3107F2.6.4. Tuble
31F-7-6 provides limiting strain values for each perfor-
mance level, for both new and existing structures.

Steel components for noncompact hollow piles (D,
/t < 0.07 X Eff, } and for all nonseismic loading com-
binations shall be designed in accordance with AISC
{7.8].

TABLE 31F-7-6
STRUCTURAL STEEL STRAIN LIMITS, ¢,
COMPONENTS LEVEL | LEVEL 2
Concrete Filled Pipe 0.008 0.030
Hollow Pipe 0.008 0025

Level I or 2 refer to the seisntic performance criteria (Section 3104F2. 1)

3107F.2.6.6 Shear design. The procedures of Section
3107F.2.5.7, which are used to establish V..., are appli-
cable to steel piles.

The shear capacity shall be established from the AISC
[7.81. For concrete filled pipe, equation (7-15) may be

used 1o determine shear capacity; however, V,,;, must be
substituted for V..
Vo =(@/2)tf, (P, —c—c, Jeot 6 (7-21)

where:
t
Sy = Yield strength of steel pile

steel pile wall thickness

distance from outside of steel pipe to center of
hoop or spiral

Cy =

[All other terms are as listed for Equation (7-18)].
3107F.2.7 Pile/deck connection strength.

3107F.2.7.1 Joint shear capacity. The joint shear capac-
ity shall be computed in accordance with ACI 318 [7.5].
For existing MQTs, the method [7.1, 7.2] given below
may be used:

1. Determine the nominal shear stress in the joint
region corresponding to the pile plastic moment

capacity.
09M
v, = P . {7-22)
‘\/El dv D p2
where:

v; = Nominal shear stress

M, = Over.strength moment demand of the plastic
hinge (the maximum possible moment in the
pile) as determined from the procedure of
Section 3107F.2.5.7.

I, = Vertical development length, see Figure
3IF-7-9

D, = Diameter of pile
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FIGURE 31F-7-9
DEVELOPMENT LENGTH

2. Determine the nominal principal tension pt, stress
in the joint region:

P, = _5“ +\/(7;_) +v? (7-23)

where:

Ja

N

= e (7-24)
(D p hd )2

is the average compressive stress at the joint center

caused by the pile axial compressive force N and hl is

the deck depth. Nute, if the pile is subjected to axial ten-

sion under seismic load, the value of N, and f, will be

negative.

Ifp,=5.0.f" .. psi, joint fuilure will occur at a lower

moment than the column plastic moment capacity M. In
this case, the maxinuan moment that can be developed at
the pile/deck interface will be limited by the joint princi-
pal tension stress capacity, which will continue 10
degrade as the joint rotation increases, as shown in Fig-
ure 31F-7-10. The moment capaciiy of the connection at
which joint failure initiotes can be established from
Equations 7-26 and 7-27.

F i
80 n4z
28 =
! \ o Vet s =
: N JEREE QoI -
I \fw i
;! clamng
5 [t
4 '
o ;
GARRG D [ e

St S Bl proukinnsh

FIGURE 31F-7-10
DEGRADATION OF EFFECTIVE
PRINCIPAL TENSION STRENGTH WITH JOINT
SHEAR STRAIN (rotation) [7.1, pg. 564]

For p, = 5.0 /[, determine the corresponding

Joint shear stress, v

v =ypp.— 1) (7-25)

3. The moment capacity of the connection can be
approximated as;
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M, = (@%)ﬁv A D<M, (7-26)

This will result in a reduced strength and effective
stiffness for the pile in a pushover analysis. The maxi-
mum displacement capacity of the pile should be
based on a drift angle of 0.04 radians.

If no mechanisms are available to provide residual
strength, the moment capacity will decrease to zero as
the joint shear strain increases to 0.04 radians, as
shown in Figure 31F-7-11.

il Moment

o007 .04
Betation

FIGURE 31F-7-11
REDUCED PILE MOMENT CAPACITY

If deck stirrups are present within h/2 of the face of
the pile, the moment capacity, M, at the maximum
plastic rotation of 0.04 radians may be increased from
zero to the following (see Figure 31F-7-12):

D
M., =2Af,(h, -dc)+N(7”~dc] (7-27)

A, = Area of slab stirrups on one side of joint
h, = See Figure 31F-7-9 (deck thickness)
d. = Depth from edge of concrete to center of main

reinforcement
In addition, the bottom deck steel (A, deckbottom)
area within h /2 of the face of the pile shall satisfy:

A 205 A, (7-28)

5, deckbotiom

MsA S

£

Bl M

K T
a.qe0 r—————E

FIGURE 31F-7-12
JOINT ROTATION
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4. Using the same initial stiffness as in Section
3107F.2.5.4, the moment-curvature relationship
established for the pile top can now be adjusted to
account for the joint degradation.

The adjusted yield curvature, ®’,, can be found
from:

9, M,
M

H

M, is defined in Figure 31F-7-5.
The plastic curvature, ¢, corresponding 1o a
Joint rotation of 0.04 can be calculated as:
0.04
¢p="

P

¢, (7-29)

(7-30)

Where L, is given by equation 7-5.

The adjusted ultimate curvature, ¢, can now be
calculated as:

¢yMc,r
M

"

(7-31)

¢, =¢,+

Note that M, = 0 unless deck stirrups are pres-
ent as discussed above. Examples of adjusted
moment curvature relationships are shown in Fig-
ure 31F-7-13.

Pile Mornent

8 0 o, ¥,
Lurvature
FIGURE 31F.7-13
EQUIVALENT PILE CURVATURE

3107F.2.7.2 Development Length. The development
length, 1., is:
N 0025-d,,- f,.

wZ (7-32)
f.

where:

d, = dowel bar diameter
fe
fe
In assessing existing details, actual or estimated val-

ues for [, and f, rather than nominal strength should be
used in accordance with Section 3107F.2.1.1.

It

expected vield strength of dowel

compressive strength of concrete

When the development length is less than that calcu-
lated by the equation 7-32, the moment capacity shall be
calculated using a proportionately reduced yield
strength, f,, , for the vertical pile reinforcement:

i
fyc,r = ye —i—

{7-33)
ldc

wlere:

I; = actual development length

Jre

It

expected yield strength of dowel

3107F.2.8 Batter piles.

3107F.2.8.1 Existing ordinary batter piles. Wharves or
piers with ordinary (not fused, plugged or having a seis-
mic release mechanism) batter piles typically have a very
stiff response when subjected to lateral loads in the
direction of the batter. The structure often maintains
most of its initial stiffness all the way to failure of the first
row of batter piles. Since batter piles most likely will fail
under a Level 2 seismic event, the following method may
be used to evaluate the post-failure behavior of the wharf
or pier:
1. HMentify the failure mechanism of the batter
pile-deck connection (refer to Section 3104F 4. 7)
Jor typical failure scenarios) and the correspond-
ing lateral displacement.
2. Release the lateral lvad between the batter pile

and the deck when the lateral failure displacement
is reached.

3. Push on the structure until subsequent failure(s)
have been identified.

As an example, following these steps will result
in a force-displacement (pushover) curve similar
to the one shown in Figure 31F-7-14 for a wharf
supported by one row of batter piles.

Fotca

Dispiacearment

FIGURE 31F-7-14
PUSHOVER CURVE FOR ORDINARY BATTER PILES

When the row of batter piles fail in tension or
shear; stored energy will be released. The structure
will therefore experience a lateral displacement
demand following the nonductile pile failures. If
the structure can respond to this displacement
demand without exceeding other structural limita-
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tions, it may be assumed that the structure is stable
and will start to respond to further shaking with a
much longer period and corresponding lower seis-
mic demands. The wharf structure may therefore
be able to sustain larger seismic demands follow-
ing the loss of the batter piles than before the loss
of pile capacity, because of a much softer seismic
response.

The area under the pushover curve before the
batter pile failures is compared to the equivalent
areq under the post failure pushover curve (referio
Figure 31F-7-14). If no other structural limita-
tions are reached with the new displacement
demand, it is assumed that the structure is capable
of absorbing the energy. It should be noted that
even though the shear failure is nonductile, it is
expected that energy will be absorbed and the
damping will increase during the damage of the
piles. The above method Is, therefore, considered

MARINE OfL TERMINALS

3N07F2.18 Concrete detailing. For new MOTs, ithe
required development splice length, cover and detailing
shall conform 10 ACE 318 [7.5], with the following excep-
tions:

1. For pilefdeck dowels, the development length may
be calculated in gecordance with Section 3107F.2.
7.2,

2. The minimum concrete cover for prestressed con-
crete piles shall be three inches, unless corrosion
inhibitors are used, in which case a cover of
two-and-one-half inches is acceprable.

3. The minimum concrete cover for wharf beams and
slabs, and all concrete placed against soil shall be
three inches, except for headed reinforcing bars
(pile dowels or shear stirvups} the cover may be
reduced to two-and-one-half inch cover at the top
surface only. If corrosion inhibitors are used, a
cover of wo-and-one-half inches is acceptable.

conservative. 3I07F.3 Timber piles and deck components.

3167F 3.1 Component strength, The following parameters
shall be established in order to assess component strength:

Following the shear failure of a batter pile row,
the period of the structure increases such that

equal displacement can be assumed when estimat-
ing the post-failure displacement demand. The
new period may be estimated from the initial stiff-
ness of the post-failure system as shown in Figure
31F-7-14. A new displacement demand can then
be calenlated in accordance with Section 3104 F.2.

3107F.2.8.2 Nonordinary Batter Piles. For the case of a
plugged batter pile system, an appropriate displacement
force relationship considering plug friction may be used
in modeling the structural systent.

For fused and seismic release mechanism batter pile
systems, a nonlinear modeling procedure shall be used
and peer reviewed (Section 3101F.6.1).

3107F.2.9 Concrete pile caps with concrete deck. Pile
caps and decks are capacity protected components, Use the
procedure of Section 3107F.2.5.7 to establish the over
strength demand of the plastic hinges. Component capacity
shall be based on nominal material strengths, and reduction
factors according to ACI-318 [7.5].

3107F.2.9.1 Component acceptanceldamage criteria. For
new pile caps and deck, Level 1 seismic performance shall
utilize the design methods in ACE-318 [7.5]; Level 2 seismic
performance shall be limited to the following strains:

Decl/pile cap: £.50.005

Reinforcing steel tension strain: £:,50.0]

For existing pile caps and deck, the limiting strain val-
ues are defined in Table 31F-7-35.

Concrete components for all nonseismic loading com-
binations shall be designed in accordance with ACI 318
[7.5].

3107F.2.9.2 Shear capacity (strength). Shear capacity
shall be based on nominal material strengths; reduction
Jactors shall be in accordance with ACI318 [7.5].
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New and existing components:
1. Modulus of rupture
2. Modulus of elasticity
3. Type and grade of timber
Existing components only:

1. Original cross-section shape and physical dimen-
sions

2. Location and dimension of braced frames

3. Current physical condition of members including
visibe deformation

4. Degradation may include environmenial effects
{e.g., decay, splitting, fire damage, biological and
chemical attack) including its effect on the moment of
mertia, |

5. Loading and displacement effects (e.g., overload,
damage from earthquakes, crushing and twisting)

Section 3104F 2.2 discusses existing malterial
properties. At a minimum, the type and grade of
wood shall be established. The adjusted design
stress values in the ANSUAF&PA NDS [7.9] muay
be wsed as default values by replacing the Format
Conversion Factor of ANSFAF&PA NDS [7.9]
with the factor 2.8 divided by the Resistance Fac-
tor (Table NI [7.9]}.

For deck components, the adjusted design
stresses shall be limited to the values of
ANSI/AF&PA NDS [7.9]. Piling deformation lim-
its shall be calculated based on the strain limits in
accordance with Section 3107F3.3.3.

The values shown in the ANSIVAF&PA NDS
[7.9] are not developed specifically for MOTs and
can be used ay default properties only if as-built
information iy not available, the member s not

561




MARINE OIL TERMINALS

damaged and testing is not performed. To account
forthe inherent uncertainty in establishing compo-
nent capacities for existing structures with limited
knowledge about the actual material properties, a
reduction (kmowledge) factor of k = 0.75 shall be
included in the component strength and deforma-
tion capacity analyses in accordance with Section
3107F2.1.2.

The modulus of elasticity shall be based on tests
or the ANSIYAF & PA NDS Tables 6A and 6B [7.9].
Alternatively the values shown in Table 31F-7-7
may be used for typical timber piles.

TABLE 31F-7-7 [after (7.8)]
MODULUS OF ELASTICITY (E) FOR TYPICAL TIMBER PILES
SPECIES E (psi}
Pacific Coast Douglas Fir 1,500,000
Red Oak 1,250,000
Red Pine 1,280,000
Southern Pine 1,500,000

3107F.3.2 Deformation capacity of flexural members. The
displacement demand and capacity of existing timber struc-
tures may be established per Section 3104F.2.

The soil spring requirements for the lateral pile analysis
shall be in accordance with Section 3106F

A linear curvature distribution may be assumed along the
full length of a timber pile.

The displacement capacity of a timber pile can then be
established per Section 3107F.3.3.2.

3107F.3.3 Timber piles.
3107F.3.3.1 Stability. Section 3107F.2.5.2 shall apply to

fimber piles.

3107F.3.3.2 Displacement capacity. A distinction shall
be made between a pier-type pile, with a long unsup-
portedlength and a wharf-landside-type pile with a short
unsupported length between the deck and soil. The effec-
tive length, L, is the distance between the pinned
deckspile connection and in-ground fixity as showr in
Figure 31F-7-15. For pier-type (long unsupported
length) vertical piles, three simplified procedures to
determine fixity or displacement capacity are described
in UFC 4-151-10 [7.10], UFC 3-220-01A [7.11] and
Chai [7.12].

In order to determine fixity in soft soils, another alter-
native is to use Table 31F-7-8,

The displacement capacity, A, for a pile pinned at the
top, with effective length, L, (see Table 31F-7-8 and UFC
4-151-1047.10]), and moment, M, is:

_ ML®
3E1

(7-34)
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\-~ Pinned Pile-Dack Connection

FIGURE 31F-7-15
ASSUMED IN-GROUND FIXITY
where:

E = Modulus of elasticity

I = Moment of inertia

Assuming linear curvature distribution along the pile,
the allowable curvature, O, can be established from:

6, =22 (7.35) ||

where:

g, = allowable strain limit according to Section
3I07F.3.3.3

¢, = distance to neutral axis which can be taken as
D,/2, where I}, is the diameter of the pile

The curvature is defined as:

M
= 7-36
¢ E (7-36)
The maximum allowable moment therefore becomes:
2&
M=""%FI (7-37) ||
D,
The displacement capacity is therefore given by:
2e L’
=5 (7-38) ||

P

TABLE 31F-7- 8
DISTANCE BELOW GROUND TO POINT OF FIXiITY

LOOSE GRANULAR &
PILE El, SOFT CLAYS MEDIUM CLAYS

<10 b i 10 feet 8 feet

> 170 b in? 12 feet 10 feet

3107F.3.3.3 Component acceptance/damage criteria.
The following limiting strain values apply for each seis-
mic performance level for existing structures:

TABLE 31F-7-9
LIMITING STRAIN VALUES FOR TIMBER

EARTHQUAKE LEVEL MAX. TIMBER STRAIN
Level 1 0.002
Level 2 0.004

For new and alternatively, for existing structures
ANSI/AF&PA NDS [7.9] may be used,
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Timber components for all nonseismic loading combi-
nations shall be designed in accordance with ANSY
AF&PA NDS [7.9].

3I07E.3.3.4 Shear desigr. To account for material
strength uncertainties, the maximum shear demand,
V. .. established from the single pile lateral analysis

max?

shall be multiplied by 1.2:
Voomand = M2V e {7-39)

The factored maximum shear stress demand T, ina
circular pile can then be determined:

o _]g Vd«mrmd

T s = 7-40
mnax 9 J’L’.}"z ( )
where:
r = radius of pile

For the seismic load combinations, the maximum
allowable shear §tress, T, i5 the design shear
SITEREH, Tyogem from the ANSI/AF&PA NDS [7.9] multi-
plied by a factor of 2.8.

T = Z'STde.sign (7'4])

CApPAciry
The shear capacity must be greater than the maximum
demand.

3107F.4 Retaining structures. Retaining structures con-
structed of steel or concrete shall conformto AISC [7.8] or ACT
318 [7.5] respectively. For the determination of static and seis-
mic loads on the sheet pile and sheet pile behavior, the follow-
ing references are acceptable: NCEL [7.13], Strom and
Ebeling [7.14], and PIANC TC-7(Technical Commentary - 7}
[7.15]. The applied loads and analysis methodology shall be
determined by a California registered geotechnical engineer,
and may be subject to peer review.

3107F.5 Mooring and berithing componenis. Mooring com-
ponents include bitts, bollards, cleats, pelican hooks, capstans,
mooring dolphins and quick release hooks.

Berthing components include fender piles and fenders,
which may be camels, fender panels or wales.

Applicable safety factors to be applied to the demand are
provided in Section 3103F 10.

3107F.5.1 Component strength. The following parameters
shall be established in order to calculate component
strength:

New and existing components:

1. Yield and tensile strength of structural steel

2. Structural steel modulus of elasticity

3. Yield and rensile strength of bolts

4. Concrete infill compressive strength

3. Concrete infill modulus of elasticity
Additional parameters for existing components:

1. Condition of steel including corrosion

2. Effective cross-sectional areas
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3. Condition of embedment material such as con-
crete slab or timber deck

3107F.5.2 Mooring and berthing componernit demand. The
maximum mooring line forces (demand) shall be estab-
lished per Section 3105F. Multiple lines may be attached to
the mooring component at varying horizontal and vertical
angles. Mooring components shall therefore be checked for
all the mooring analysis load cases. The maximum demand
on breasting dolphins and fender piles shall be established
according to Sections 3103F.6 and 3105F.

3107F.5.3 Capacity of mooring and berthing components.
The structural and connection capacity of mooring compo-
nents bolted to the deck shall be established in accordance
withAISC [7.8], ACI-318 [7.5], ANS/AF&PANDS [7 9] as
appropriate. The mooring component capacity may be gov-
erned by the strength of the deck material. Therefore, a
check of the deck capacity to withstand mooring component
loads shall be performed.

3I07F.6 Symbols.
A, = Effective shear area
A, = Uncracked, gross section area
A, = Total area of transverse reinforcement, parallel to
direction of applied shear cut by an inclined shear
crack
A, = Area of reinforcing steel

A, = Spiral or hoop cross section area

¢ = Depth from extreme compression fiber to neutral
axis at flexural strength

¢, = Outside of steel pipe to center of hoop or spiral or
concrete cover to center of hoop or spiral

= Value of neutral axis depth at ultimate strength of
section

D = Pile diameter

D#* = Reference diameter of 6 ft
d, = Dowel bar diameter

d

s

¢

W

= Depth from edge of concrete to center of reinforce-
ment

d,, = Diameter of the longitudinal reinforcement
D. = Depth of pile cap

D, = Pile diameter or gross depth (in case of a rectan-
gular pile with spiral confinement)

e = Eccentricity of axial load

g, = Allowable strain limit

a
€., = Max extreme fiber compression strain
€., = Ultimate concrete compressive strain
£, = Strain at peak stress of confining reinforcement

g, = Ultimate steel strain

E = Modulus of elasticity
f'. = Concrete compression strength

F .. = Confined strength of concrete
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F, = Prestress compression force in pile
1, = Yield strength of prestress strands
[, = Yield strength of steel

foe =Design yield strength of longitudinal or dowel
reinforcement (ksi)

Su = Yield stress of confining steel

Jw = Yield strength of transverse or hoop reinforcement
Fopie= Yield strength of steel pile

Jyer = Reduced dowel yield strength

h = Width of pile in considered direction

h, = Deck depth

H =Distance from ground to pile point of
contraflexure

= Moment of inertia of uncracked section
= Effective moment of inertia

lg = Gross moment of inertia

K = Subgrade modulus

k = Factor dependent on the curvature ductility |1, =
/0, within the plastic hinge region
k = Knowledge factor

L = The distance from the critical section of the plastic
hinge to the point of contraflexure

L, = Plastic hinge length

L. = Minimum development length

I, = Existing development length

i,, = Vertical development length

M, = Moment capacity of the connection
M. = Moment capacity at plastic rotation
M, = Moment at secant stiffness

M, = Moment as determined from g pushover analysis
at displacements corresponding to the damage
control limit state

M, = Moment at first yield
N = Pile axial compressive force

N, = External axial compression on pile including load
due to earthquake action

P, = Effective volume ratio of confining steel
P, = Nominal principal tension

r = Radius of circular pile

s = Spacing of hoops or spiral along the pile axis

t = Pile wall thickness

A = Displacement

® = 1.0forexisting structures, and 0.85 for new design

0 = Angle of critical crack to the pile axis (taken as 30°
for existing structures, and 35° for new design)

9

, = Plastic rotation

{721

[7.31

{7.4]

[7.5]

[7.7]

o = Angle between line joining centers of flexural com- ¢
pression in the declk/pile and in-ground hinges,
and the pile axis

0, = Allowable curvature
¢,, = Maximum curvature
¢, = Plastic curvature

¢, = Ultimate curvature

0., = Adjusted ultimate curvature
0, = Yield curvature

¢, = Adjusted yield curvature

¥
T

i

V. = Concrete shear strength

¢

o= Maximum shear stress

v, = Joint shear stress

i

Vi = Design shear strength

¥,

max

= Maximurm shear demand |l
V, = Nominal shear strength

V. = Transverse reinforcement shear capacity
(strength)

V.u = Shear strength of steel pile [
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Division 8

SECTION 3108F
FIRE PREVENTION, DETECTION AND SUPPRESSION

3108F.1 General. This section provides mininum standards for
[fire prevention, detection and suppression at MOTs. See Section
3101F.3 for definitions of “new” (N} and “existing” (E).

3108F.2 Hazard assessment and risk analysis.

3108F.2.1 Fire hazard assessment and risk analysis (N/E).
A fire hazard assessment and risk analysis shall be per-
formed, considering the loss of commercial power, earth-
guake and other relevant events.

3108F 2.2 Fire plan (N/E). A site-specific fire plan shall be
prepared by a registered engineer or a competent fire pro-
tection professional. The plan shall consider the hazards
and risks identified per Section 3108F.2. I and shall include,
but not be limited to, the elemenis of prefire planning as dis-
cussed in Section 9 of [8.1] and Chapter 3 of [8.2]. The fire
plan shall include goals, resources, organization, strategy
and tactics, including the following:

1. MOT characteristics (e.g., tanker/manifold, prod-
uct pipelines, erc.)
2. Product types and fire scenarios

3. Possible collateral fire damage to adjacent facili-
Hes

4. Fire-fighting capabilities, including availability of
weter (flow rates and pressure), foam type and asso-
ciated shelf life, proportioning equipment, and
vehicular access [8.1, 8.3]

5. The selection of appropriate extinguishing agents
[8.1,8.2] :

6. Calculation of water and foam capacities, as appli-
cable, consistent with area coverage reguirements

(8.1}
7. Coordination of emergency efforts
8. Emergency escape routes {8.2, 8.3]
9. Requirements jor fire drills, training of personnel,
and the use of equipment
10. Life safety
11. Rescue for terminal and vessel personnel [8.1]

12. Cooling water for pipelines and valves exposed to
the heat

13. Contingency planning when supplemental fire sup-
port is not available. Mutual aid agreements can
apply to water and land based support

14. Consideration of adverse conditions, such as electri-
cal power failure, steam failure, fire pump failure, an
earthquake or other damage to the fire water system.

The audit team shall review and field verify the fire-fight-
ing equipment locations and condition and may check its
operability.
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3108F.2.3 Cargo liquid and fire hazard classifications
(N/E). The cargo liguid hazard classes are defined in Table
31F-8-1, as either High (H.) or Low (L), depending on the
flash point.

Fire hazard classifications {Low, Medium or High) are
defined in Table 31F-8-2, and are based on the cargo liguid
hazard class and the sum of all stored and flowing volumes,
prior to the emergency shut down system ( ESD) stopping the
fow of oil.

The stored volume is the sum of the H and L liquid hazard
class piping volumes (Voy and V), if the piping is not
stripped.

During a pipeline leak, a quantity of oil is assumed to spill at
the maximum cargo flow rate until the ESD is fully effective.
The ESD valve closure is required to be completed in 60 sec-
onds if installed prior to November 1, 1980 or in 30 seconds if
installed after that date (2 CCR 2380 (h}(3))[8.3]. The flowing
volume is the sum of the H and L liquid hazard class volumes
(Ve and Vi), and shall be calculated as follows:

Vi =0 x At x (1/3,600) {8-1)
where:
Vi = Flowing Volume (Vy, or Vi, ) [BBI]

Q. = Cargo Transfer Rate [bbl/hr]
At = ESD time, 30 or 60 seconds

3108F.3 Fire prevention.

3108F.3.1 Ignition source control.

3108F.3.1.1 Protection from ignition by static electricity,
lighming or stray currents shall be in accordance with
APIRP 2003 [8.5](N/E).

3108F.3.1.2 Requirements to prevent electrical arcing
shall be in conformity with 2 CCR 2341 [8.3] (N/E).

3108F.3.1.3 Multiberth terminal piers shall be con-
structed so as to provide a minimum of 100 ft between
adjacent manifolds (N).

3108F.3.2 Emergency shutdown systems. An essential
measure of fire prevention is communications in conjunc-
tion with the emergency shutdown. The ESD and isolation
system shall conform to2 CCR 2380 (h) [8.3] and 33 CFR
154.550 [8.6]. An ESD system shall include or provide:

1. An ESD valve, located near the dock marifold con-
nection or loading arm (N/E).

2. ESD valves, with “Local” and “Remote” actuation
capabilities (N).

3. Remote actuation stations strategically located, so
thar ESD valve(s} may be shut within required fimes
{N).

4. Multiple actuation stations installed ar strategic
locations, so that one such station is located more
than 100 feet from areas classified as Class I, Group
D, Division 1 or 2 {8.7]. Actuation stations shall be

2010 CALIFORNIA BUILDING CODE



MARINE OIL TERMINALS

TABLE 31F-8-1
CARGO LIQUID HAZARD CLASS
CLASS CRITERION REFERENCE EXAMPLES
Low (L) Flash Point 2 140°F ISGOTT (Chapter 1, [8.4]) —Nonvolatile #6 Heavy Fuel Oil, residuals, hunker
High (Hp) Flash Point < 140°F ISGOTT {Chapter 1, [8.4]) —Volatile Gasoline, JP4, crude oils
TABLE 31F-8-2
B FIRE HAZARD CLASSIFICATIONS
STORED VOLUME (bbl} FLOWING VOLUME (bbl)
CLASS Stripped Vg Vs Ve Ve CRITERIA (bbls)”
LOW ¥ n n ¥ Vg 2 Vi, and Vp< 1200
LOW n ¥ n ¥ n Vo + Vg $1200
MEDIUM n n ¥ ¥ Vo + Viey £ 1200
MEDIUM ¥ [ n ¥ ¥ Vg > Vg, and Vi = 1200
HIGH n n ¥ n ¥ Vg + Vg 21200
HIGH ¥ n n ¥ ¥ V> 1200
HIGH n ¥ y ¥ ¥ Vp> 1200
L HIGH 1 Y n y n Vo + Vi > 1200
HIGH n n ¥ n ¥ Vg + Vi > 1200
y=yes
n=ne

Stripped = product purged from pipeline following product transfer event.
Vg, = stored volume of low-hazard class product
Ve = stored volume of high-hazand class product

Vi, = volume of low-hazard class product flowing through transfer line during 30 - 60 secs. ESD.

Vi = volume of high-hazard class product flowing through transfer line during 30 - 60 secs. ESD.

Vp= Vg + Vg + Vi + Vi = Toral Volume (stored and flowing)
* Quantities are based on maximum flow rate, including simultaneous transfers.

wired in parallel to achieve redundancy and
arranged so that fire damage to one station will not
disable the ESD system (N).

5. Communications or control circuits to synchronize
simultaneous closure of the shore isolation valves
{(S1Vs) with the shut down of loading pumps (N).

6. A manual reset to restore the ESD system io an oper-
arional state after each initiation (N).

7. An alarm to indicate failure of the primary power
source (N).

8 A secondary (emergency) power source {N).
9. Periodic testing of the system (N).

10, Fire proofing of motors and control-cables that are
installed in areas classified as Class I, Group D,
Division 1 or 2 [8.7]. Fire proofing shall, at a mini-
mum, comply with the recommendations of API
Publication 2218 (see Section 6 of [8.8]) (N).

3108F.3.3 Shore Isolation valves (SIV). Shore isolation
valve(s} shall:

1. Be located onshore for each cargo pipeline. All 5IVs
shall be clustered together, for easy access (N).

2. Be clearly identified together with associated pipe-
line (N/E).
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3. Have adequate lighting (N/E).

4. Be provided with communications or control circuits
to synchronize simultaneous closure of the ESD sys-
tern with the shut down of loading pumps (N).

5. Have a manual reset to restore the SIV system to an
operational state after each shut down event (N).

6. Be provided with thermal expansion reliefto accom-
modate expansion aof the liguid when closed. Ther-
mal relief piping shall be properly sized and routed
around the SIV , into the downstream segment of the
pipeline or into other containment (N/E).

SIVs installed in pipelines carrving hazard class,
HC liguids, or at a MOT with a risk classification
“Medium” or “High” (see Table 31F-4-1), shall be
equipped with “Local” and “Remote” actuation
capabilities. Local control SIVs may be motorized
and/or operated manually (N).

3108F.4 Fire detection. An MOT shall have a permanently
installed auromated fire detection or sensing system (N).

3108F.5 Fire alarms. Automatic and manual fire alarms shall
be provided at strategic locations. The fire alarm system shall
be arranged to provide a visual and audible alarm that can be
readily discerned by all personnel at the MOT. Additionally,
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visual and audible alarms shall be displayed at the Facility’s Connections shall be accessible to fire rucks or mutual aid
Control Cenler (N/E). equipment as identified in the fire plan.

{f the fire alarm svstem is integrated with the ESD system, Hydrants and hoses shall be capable of applying two
the operation shall be coordinated with the closure of SFV, independent water streams covering the cargo manifold,
block valves and pumps to avoid adverse hydraulic condi- transfer system, sumps and vessel manifold (N/E).
tions (N/E).

( ) ) ) . 3108F.6.3 Fire water. The source of fire water should be
3108F.6 Fire suppression. Table 31F-8-3 gives the minimum reliable and provide sufficient capacity as determined in the
provisions for fire-water flow rates and fire extinguishers. The fire plan.

table includes consideration of the fire hazard classification
(Low, Mediwm or High), the cargo liquid hazard class (Low or
High) and the vessel or barge size. The minimum provisions
may have fo be augmented for multi-berth terminals or those 2. Wet system headers shall be equipped with
conducting simultaneous transfers, in accordance with the low-pressure alarm wired to the control room (N).

risks identified in the Fire Plan.

1. All wet systems shall be kept pressurized (jockey
pump or other means} (N/E).

. 3. Fire pumps shall be installed at a distance of ar least
3i0N8F.6.1 Coverage (N/E). The fire suppression system 100 ft from the nearest cargo manifold area (N).

shall provide coverage for: .
! gef 4. Hose connections for fireboats or tughoats shall be

I. Marine structures including the pier/wharf and provided on the MOT fire water line, and at least one
approach trestle connection shall be an international shore fire con-
2. Terminal cargo manifold nection at each berth [8.4]. Connections shall be

installed at a safe access distance from the high-risk

3. Cargo transfer system including loading arms, hoses areas such as sumps, manifolds and loading arms

and hose racks ;-

{N/E).

4. Vessel manifold 3108F .

. .6.4 Foam supply (N/E). Product flammability, foam
5. Sumps type, water flow rates and application duration shall be
6. Pipelines considered in foam supply calculations.
7. Control stations Fixed foam proportioning equipment shall be located at a

distance of at least 100 ft from the high-risk areas such as
sump, manifold and loading arms, except where hydraulic
lintits of the foam delivery system require closer proximity.

3108F.6.2 Fire hydrants. Hvdrants shall be located not
greater than 150 ft apart, along the wharf and not more than
300 ft apart on the approach rrestle [8.4] (N). Additional

hose connections shall be provided at the base of fixed mon- MOTs shall have a program to ensure that foam is replaced
itors and upstream of the water and foam isolation valves. according to the manufacturer’s recommendations.
TABLE 31F-8-3
RINIMUM FIRE SquRESSION PROVISIONS (N/E)
FIRE HAZARD CLASSIFICATION VESSEL AND CARGO LIQUID HAZARD CLASS
{From Table 31F-8-2) {From Table 31F-§-1) MINIMUM PROVISIONS

500 gpm of water
Barge with Le- {including drums) 2 x 20 Ib portable dry chemical and 2 x 110 1b wheeled dry
chemical extinguishers or the equivalent,

LOW
Barge with Hy {including drums) i,.ij(m gpm of water . .
Tankers < 50 KDWT , handling [ or H- 2x ZQ th p()r.m!)kf dry chemical cm'd 2 x 165 ib wheeled dry
oo chemical extinguishers or the equivalent
1,500 gpm af water
Tankers < 30 KDOWT handling L 2.x 20 th portable dry chemical and 2 x 163 th wheeled dry
chemical extingnishers or the equivalens.
MEDIUM [T
2,000 gpm of water
Tankers < 30 KDWT , handling H 4x 20 1b portable dry chemical and 2 x 165 tb wheeled dry
chemical extinguishers or the equivalent.
3,000 gpm of water
HIGH Tankers < 50 KDWT | handling Le or H 4 x 20 Ib porwable dry chemical and 2 x 165 1h wheeled dry

chemical extingnishers or the eguivalent.

3,000 gpm of water
LOW, MEDIUM, HIGH Tankers > 30 KDWT' | handling Le-or He G x 20 Ik portable dry chemical and 4 x 165 b wheeled dry
chemical extinguishers or the equivalent.

Nates: Li.and H. are defined in Table 31F-8-1. KDWT = Dead Weight Tons (Thousands)
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3108F.6.5 Fire monitor systems. Fire monitors shall be
located to provide coverage of MOT cargo manifolds, load-
ing arms, hoses, and vessel manifold areas. This coverage
shall provide at least two independent streams of
water/foam. Monitors shall be located to provide an unob-
structed path between the monitor and the target area (N/E).

If the vessel manifold is more than 30 ft above the wharf
deck, the following factors shall be considered, in order to
determine if monitors located on elevated masts or towers
are required (N/E):

1. Maximum tanker freeboard

2. Tidal variations

3. Piertwharf/loading platform elevation
4. Winds

5. Fire water line pressure

Sprinklers and/or remotely controlled water/foam moni-
tors shall be installed to protect personnel, escape routes,
shelter locations and the fire water system (N).

Isolation valves shall be installed in the fire water and the
Joam lines in order to segregate damaged sections without
disabling the entire system. Readily accessible isolation
valves shall be installed 100 150 ft from the manifold and
the loading arm/hose area (N).

3108F.6.6 Supplemental Fire Suppression Systems (E). A
supplemental system is an external waterborne or land-
based source providing suppressant and equipment, Sup-
plemental systems may not provide more than one-quarter
of the total water requirements specified in the fire plan.

Additionally, supplementary systems shall not be consid-
ered in a fire plan, unless available within 20 minutes fol-
lowing the initiation of a fire alarm. Mutual aid may be
considered as part of the supplemental system.

3108F.7 References.

[8.1] American Petroleum Institute, 1998, APl Recom-
mended Practice 2001 (APIRP 2001}, “Fire Protec-
tion in Refineries,” 7" ed., Washingion, D.C.

[8.2] Oil Companies International Marine Forum
(OCIMF), 1987, “Guide on Marine Terminal Fire
Protection and Emergency Evacunation,” 1% ed.,
Witherby, London.

[8.3] 2 CCR 2300-2407 (Title 2, California Code of Regu-
lations, Sections 2300-2407).

[8.4] International Chamber of Shipping (ICS), Oil Compa-
nies International Marine Forum (OCIMF), Interna-
tional Association of Ports and Harbors (IAPH), 2006,
“International Safety Guide for Oil Tankers and Ter-
minals (ISGOTT),” 5" ed., Witherby, London.

[8.5] American Petroleum Institute, 1998, AP! Recom-
mended Practice 2003 (APIRP 2003), “Protection
Against Ignitions Arising Out of Static, Lightning,
and Stray Currents,” 6" ed., Washington, D.C.

[8.6] 33 CFR 154.550 (Title 33, Code of Federal Regula-
tions, Section I 54.530),
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[8.7] National Fire Protection Association, 2008, NFPA
70 (Article 500, “National Eleciric Code,” Quincy,
MA.

[8.8] American Petroleum Institute, 1999, API Publication
2218, “Fireproofing Practices in Petroleum and Pel-
rochemical Processing Plants,” 2% ed., Washington,
D.C.

Authority: Sections 8755 and 8757, Public Resources Code.

Reference: Sections 8730, 8751, 8755 and 8757, Public
Resources Code.
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Division 9

SECTION 3109F
PIPING AND PIPELINES

3109F.I General. This section provides minimum engineering
standards for piping, pipelines, valves, supports and related
appurtenances at MOTs. This section applies to piping and
pipelines used for transferring:

I. Oil (see Section 310IF.1) to or from tank vessels or
barges

2. Qil within the MOT
3. Vapors, including Velatile Organic Compounds (VOCs)

4. Inerting or enriching gases to vapor control systems

Additionally, it also applies to piping or pipelines providing
services, which includes stripping, sampling, venting, vapor
control and fire water.

See Section 3101 E 3 for definitions of “new” (N) and “exist-
ing” (E).

3109F.2 Oil piping and pipeline systems. All pressure piping
and pipelines for oil service shall conform to the provisions of
API Standard 2610 [9.1], ASME B31.3[9.2] or B31.4[9.3] as
appropriate, including the following:

I. All piping/pipelines shall be documented on current
P&ID’s (N/E).

2. Piping and pipeline systems shall be installed above
deck (N).

3. The systems shall be arranged in a way not to obstruct
access to and removal of other piping components and
equipment (N},

4. Flexibility shall be achieved through adequate expan-
sion loops or joints (N/E).

5. A guide or lateral restraint shall be provided just past
the elbow where a pipe changes direction in order to
minimize excessive axial stress (N}

6. Piping shall be routed to allow for movement due to
thermal expansion and seismic displacement, without
exceeding the allowable stresses in the supports, and
anchor connections (see Section 3109F.3) (N/E).

7. Plastic piping shall not be used unless designated for
oil service (N/E).

8. Ifaflanged connection exists within 20 pipe diameters
from the end of any replaced section, the pipe shall be
replaced up to and including the flange.

9. Pipelines shall be seamless, electric-resistance-welded
or electric-fusion-welded (N).

10. Piping greater than 2 inches in diameter shall be
butt-welded. Piping 2 inches and smaller shall be
socket welded or threaded.

11. Pipeline connections divectly over the water shall be
welded (N). Flanged connections not over water shall
have secondary containment (N).

570

12, Pipelines that do not have a valid and certified Static
Liquid Pressure Test (SLPT) [9.4] shall be marked
“OUT OF SERVICE.” Out-of-service piping and pipe-
lines shall be purged, gas-freed and physically isolated

from sources of oil.

13. If a pipeline is “out-of-service” for 3 or more years, it
will require Division approval prior to re-use.

3I09F.3 Pipeline stress analysis (N/E). Pipeline stress analy-
sis shall be performed for:

1. New piping and pipelines

2. Significant rerouting/relocation of existing piping
3. Any replacement of “not in-kind” piping
4

. Any significant rearrangement or replacement of “not
in-kind” anchors and/or supports

5. Significant seismic displacements calculated from the
structural assessmernt

Piping stress analysis shall be performed in accordance with
ASME B31.4 [9.3], considering all relevant loads and corre-
sponding displacements determined from the structural analy-
sis described in Section 3104F.

Flexibility analysis for piping, considering supports, shall
be performed in accordance with ASME B31.4 [9.3] by using
the largest temperature differential imposed by normal opera-
tion, stari-up, shutdown or abrormal conditions. Thermal
loads shall be based upon maximum and minimum local tem-
peratures; heat traced piping shall use the maximum attain-
able temperature of the heat tracing systent.

To determine forces at sliding surfaces, the coefficients of
static friction shown in Table 31F-9-1 shall be used.

TABLE 3109F-9-1
COEFFICIENTS OF STATIC FRICTION

SLIDING SURFACE MATERIALS | COEFFICIENT OF STATIC FRICTION
Teflon on Teflon 0.10
Plastic on Steel 0.35
Steel on Steel 0.40
Steel on Concrete 0.45
Steef on Timber 0.49

3109F.4 Anchors and sapports. Anchors and supports shall
conform to ASME B31.3 [9.2], ASME B31.4 [9.3], APl Stan-
dard 2610 [9.1] and the ASCE Guidelines {9.5](N}.

A seismic assessment shall be performed for existing anchors
and supports using recommendations in Section 7 of CalARP
[9.6] or Chapter 11 of FEMA 356 [9.7], as appropriate (E).

3109F.5 Appurtenances.

3109F.5.1 Valves and fittings. Valves and fittings shall meet
the following requirements:

1. Conform to ASME B31.4 [9.3], AP Standard 609
[9.8] and ASME B16.34 [9.9], as appropriate,
based on their service (N).

2. Conform to Section 8 of [9.1] (N/E).
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3. Stems shall be oriented in a way not to pose a hazard
in operation or maintenance (N/E).

4. Nonductile iron, cast iron, and low-melting temper-
ature metals shall not be used in any hydrocarbon
service, fire water or foam service (N/E).

5. Double-block and bleed valves shall be used for
manifold valves. (N/E).

0. Isolation valves shall be fire-safe, in accordance
with API Standard 607 [9.10] (N).

7. Swing check valves shall not be installed in vertical
down-flow piping (N/E).

8 Pressure relief devices shall be used in any closed
piping system that has the possibility of being over
pressurized due to temperature increase (thermal
relief valves) or surging (N/E).

9. Pressure relief devices shall be sized in accordance
with APIRP 520 {9.11] (N). Set pressures and accu-
mulating pressures shall be in accordance with

[9.11](N).

10 Discharge from pressure relief valves shall be
directed into lower pressure piping for recycling or
proper disposal. Discharge shall never be directed
into the open environment, unless secondary con-
tainment is provided (N/E).

11. Threaded, socket-welded, flanged and welded fit-
tings shall conform to Sectiorn 8 of [9.1] (N/E).

3109F.5.2 Valve actuators (N/E),

1. Actuators shall have a readily accessible, manually
operated overriding device to operate the valve dur-
ing a power loss.

2. Torgue switches shall be set to stop the motor closing
operation at a specified torgue setting.

3. Limit switches shall be set to stop the motor opening
operation at a specified limit switch setting.

4. Critical valves shall be provided with thermal insula-
tion. The insulation shall be inspected and maintained
at periodic intervals. Records of thermal insulation
inspections and condition shall be maintained for at
least 6 years.

5. Electrical insulation for critical valves shall be mea-
sured for resistance following installation and
retested periodically. These records shall be main-
tained for at least 6 years.

3109F.6 Utility and auxiliary piping systems. Utility and aux-
iliary piping includes service for:

1. Stripping and sampling

2. Vapor control

3. Fire water and foam

4. Natural gas

5. Compressed air, venting and nitrogen

Stripping and sampling piping shall conform to Section
3109F.2 (N/E).
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Vapor return lines and VOC vapor inerting and enriching
{natural gas) piping shall conform to 33 CFR [54.808 [9.12]
and APITRP 1124 [9.13] (N).

Firewater and foam piping and fittings shall meet the follow-
ing requirements:

1. Conform to ASME B16.5 [9.1 4]
2. Fire mains shall be carbon steel pipe (N/E)

3. High density polyethylene (HDPE} piping may be used
Jor buried pipelines (N/E}

4. Piping shall be color-coded (N/E)

Compressed air, veniing and nitrogen piping and fittings
shall conform to ASME B 31.3 [9.2] (N).

3109F.7 References.

[9.1]  American Petroleum Institute (API), 1994, API Stan-
dard 2610, “Design, Construction, Operation,
Maintenance, and Inspection of Terminal and Tank
Facilities,” ANSIVAPISTD 2610-1994, I ed., Wash-
ington, D.C.

[9.2] American Society of Mechanical Engineers
(ASME), 1998, ASME B31.3, “Process Piping,”

New York.

American Society of Mechanical Engineers
(ASME), 1998, ASME B31.4, “Pipeline Transpor-
tation Systems For Liquid Hydrocarbons And Other
Liguids,” New York.

2CCR 2550 - 2556, 2560 - 2571 (Title 2, California
Code of Regulations (CCR), Sections 2550-2556,
2560-2571).

American Society of Civil Engineers, 1997, “Guide-
lines for Seismic Evaluation and Design of Petro-
chemical Facilities,” New York.

[9.3]

[9.4]

9.5]

[9.6] CalARP Program Seismic Guidance Committee,
January 2004, "Guidance for California Accidental
Release Prevention {CalARP) Program Seismic

Assessments,” Sacramento, CA.

[9.7] Federal Emergency Management Agency, Nov.

2000, FEMA 356, “Prestandard and Commentary
Jor the Seismic Rehabilitation of Buildings,” Wash-
ington, D.C.

American Petroleum Institute (API), 1997, API
Standard 609, “Butterfly Valves: Double Flanged,
Lug- and Wafer-Type,” 5" ed., Washington, D.C.

American Society of Mechanical Engineers
(ASME), 1996, ASME B16.34, “Valves Flanged
Threaded And Welding End,” New York.

[9.10] American Petroleum Institute (API), 1996, API
Standard 607, “Fire Test for Soft-Seated Quar-
ter-Turn Valves,” 4% ed., 1993 (reaffirmed 4/1 996,
Washington, D.C.

[9.11] American Petroleum Institute (API), 2000, APIRP
520, “Sizing, Selection, and Instullation of Pres-
sure-relieving Devices in Refineries, Part I —Sizing
and Selection,” 7th ed., and Part II—Installation,
2003, 5% ed., Washington, D.C.

[9.8]

{9.9]
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[9.12] 33 CFR ] 54.808 — Vapor Control Systems, Gen-
eral (Title 33, Code of Federal Regulations (CFR),
Section | 54.808).

[9.13] American Petroleum Institute (API), 1991, Recom-
mended Practice 1124 (APIRP 1124), “Ship,
Barge, and Terminal Hvdrocarbon Vapor Collec-
tion Manifolds,” I* ed., Washington, D.C.
[9.14] American Sociery of Mechanical Engineers
(ASME), 1996, ASME B16.5, "Pipe Flanges and
Flanged Fittings,” New York.
Authoriry: Sections 8755 and 8757, Public Resources Code.
Reference: Sections 8750, 8751, 8755 and 8757, Public
Resources Code.

572

2010 CALIFORNIA BUILDING CODE




Division 10

SECTION 3110F
MECHANICAL AND ELECTRICAL EQUIPMENT

3110F.1 General. This section provides the minimum stan-
dards for mechanical and electrical equipment at MOT3.

See Section 3101 F.3 for definitions of “rew” (N) and “exist-
ing” (E}.
3110F.2 Marine loading arms.

3110F.2.1 General criteria. Marine loading arms and
ancillary systems shall conform to 2 CCR 2380 (b) [10.1],
33 CFR 154.510 [10.2] and the “Design and Construction
Specification for Marine Loading Arms,” {10.3].

The following shall be considered when determining the
loading arm maximum allowable extension limits:

1. Vessel sizes and manifold locations
2. Lowest-low water level (datum)
3. Highest-high water level
4. Maximum vessel surge and sway
5. Maximum width of fendering system
3110F 2.2 Electrical and hydraulic power systems.
3110F.2.2.1 Pressure and control systems (N).

1. Pressure gauges shall be mounted in accordance
with ASME B40.100-1 998 [10.4].

2. The hydraulic drive cylinders shall be mounted
and meet either the mounting requirements of

MARINE OIL TERMINALS

controls may be provided in accordance with Arti-
cle 504, NEC [10.6] and ANSI/UL Std. No. 913
[10.7].

4. Grounding and bonding shall comply with the
requirements of Article 430, NEC [10.6] and Sec-
fion 3111F.

Section 3111F includes requirements for electrical
equipment, wiring, cables, controls and electrical auxil-
iaries located in hazardous areas.

3110F.2.2.3 Remote operation. The remote control sys-
tem, where provided, shall conform to the recommenda-
tions of the OCIMF [10.3]. The remote operation shall
be facilitated by either a pendant control system or by a
hand-held radio controller (N).

The pendant control system shall be equipped with a
plug-in capability to an active connector located either
in the vicinity of the loading arms, or at the loading arm
outhoard end on the triple swivel, and hard-wired into
the control console. The umbilical cord running from the
triple swivel to the control console shall be attached to
the loading arm. Other umbilical cords shall have suffi-
cient length to reach the maximum operational limits
{N).

The radio controller if installed shall comply with 2
CCR2370(e) [ 10.8] and 47CFR Fart 15 [10.9] require-
ments for transmilters operating in an industrial envi-
ronment (N/E),

ANSIANFPA) T3. 6.7 R2 -1 996 [10.5] or equiva- 3110F.3 Oil transfer hoses (N/E). Hoses for oil transfer ser-
lent. vice shall be in compliance with 2 CCR 2380 (a) [10.10] and

33CFR154.500(10.11}.

marine loading arms shall be fitted with quick dis- Hoses with diameters of 6 inches or larger shall have flanges
connect couplers and emergency quick release that meet ANSIB! 6.5 [10.12]. Hoses with diameters of 4
systems in conformance with Sections 6.0 and 7.0 inches or less may have quick disconnect fittings provided that
of [10.3]. In complying with this requirement, they meet ASTM F-1122 [10.13].

3. In highvelocity current (> 1.5 knots) areas, all new

attention shall be paid to the commentary and

3110F.4 Lifting equipment: winches and cranes. Lifting

guidelines in Part /Il of reference [10.3]. equipment shall conform to [10.1 4], [10.15], [10.16] and
4. Out-of-limit, balance and the approach of {10.1 7]. Electrical equipment shall conform to the provisions
out-of-limit alarms shall be located at or near the of Section 3111F.

loading arm console.

3110F.2.2.2 Electrical components (N). The following
criteria shall be implemented:

1. Equipment shall be provided with a safety discon-
necting device fo isolate the entire electrical sys-
tem from the electrical mains in accordance with
Article 430 of the National Electric Code (NEC),
[10.6].

2. Motor controllers and 3-pole motor overload pro-
tection shall be installed and sized in accordance
with Article 430, NEC [10.6].

3. Control circuits shall be limited to 120 volts and
shall comply with Articles 500 and 501 of the NEC
[10.6]. Alternatively, intrinsically safe wiring and
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3110F.4.1 Winches.

1. Winches and ancillary equipment shall be suitable for
a marine environment (N/E).

2. Winches shall be provided with a fail-safe braking
system, capable of holding the load under all condi-
tions, including a power failure (N/E).

3. Winches shall be fully reversible (N).

4. Shock, transient and abnormal loads shall be consid-
ered when selecting winch systems {N).

5. Winches shall have limit switches and auwtomalic trip
devices to prevent over-travel of the drum in either
direction. Limit switches shall be tested, and demon-
strated to function correctly under operating condi-
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tions without inducing undue tensions or slack in the
winch cables (N/E).

6. Under all operating conditions, there shall be at least
two full turns of cable on grooved drums, and at least
three full turns on ungrooved drums (N/E).

7. Moving winch parts which present caughi-in hazards
to personnel shall be guarded (N/E).

8. Winches shall have clearly identifiable and readily
accessible stop controls (N/E).

31I0F 4.2 Cranes (N/E).

1. Cranes shall not be loaded in excess of the manufac-
turer’s rating except during performance tests.

2. Drums on load-hoisting equipment shall be equipped
with positive holding devices.

3. Under all operating conditions, there shall be at least
two full turns of cable on grooved drums, and at least
three full turns on ungrooved drums.

4. Braking equipment shall be capable of stopping, low-
ering, and holding a load of ar least the full test load,

5. When not in use, crane booms shall be lowered to
ground level or secured to a rest support against dis-
placement by wind loads or other outside forces.

6. Safety systems including devices that affect the safe
lifting and handling, such as interlocks, limit
swiiches, loadimoment and overload indicators with
shutdown capability, emergency stop switches,
radius and locking indicators, shall be provided
[10.18].

3110F.5 Shore-to-vessel access for personnel. This section
applies 1o shore-to-vessel means of access for personnel and
equipment provided by the terminal. This includes ancillary
structures and equipment, which support, supplement, deplay
and maneuver such vessel access systems.

Shore-to-vessel access for personnel shall conform to 29
CFR 1918.22 [10.19], Sections 19(b) and 21(b} of{10.20],
Chapter 16.4 of [10.21] and the following:

1. Shore-to-vessel access systems shall be designed to with-
stand the forces from dead, live, wind, vibration, impact
loads and the appropriate combination of these loads.
The design shall consider all the critical positions of the
system in the stored, maintenance, maneuvering and
deployed positions, where applicable (N},

2. The minimum live load shall be 50 psf on wallovays and

25 plf with a 200 pounds minimum concentrated load in
any location or direction on handrails (N).

The walkway shall be not less than 36 inches in width
(N)and not less than 20 inches for existing walkways (E),

4. The shore-to-vessel access system shall be positioned so
as to not interfere with the safe passage or evacuation of
personnel {N/E).

5. Guardrails shall be provided on both sides of the access
sysiems with a clearance between the inner most sur-
fuces of the guardrails of not less than 36 inches and
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shall be maintained for the full length of the walkway
(N).

6. Guardrails shall be at a height not less than 33 inches
above the walkway surface and shall include an interme-
diate rail located midway between the walkway surface
and the top rail (N/E).

7. The walkway surface, including self-leveling treads, if so
equipped, shall be finished with a safe nonslip footing
accommodaring all operating gangway inclinations
{N/E}.

8. Under no circumstances shall the operating inclination
of the walkway exceed 60 degrees from the horizontal or
the maximum angle recommended by the manufuacturer,
whichever is less (N/E).

9. The undersides of aluminum gangways shall be pro-
tected with hard plastic or wooden strips fo prevent
being dragged or rubbed across any steel deck or com-
ponent (N/E).

3110F.6 Sumps, discharge containmernt and ancillary equip-
ment. Sumps, discharge containment and ancillary equipment
shall conform to 2 CCR 2380(f) [10.22], 33 CFR [ 54.530
[10.23] and the following:

L Sumps for oil drainage shall be equipped with pres-
suredvacuum vents, automatic draining pumps and shall
be tightly covered (N/E).

2. Sumps which provide drainage for more than one berth
should be equipped with liquid seals so that a fire on one
berth does not spread via the sump (N/E).

3. Sumps shall be located at least 25ft from the manifolds,
base of the loading arms or hose towers (N).

4. Conduct periodic integrity testing of the sump containers
and periodic infegrity and leak testing of the related
valves and piping,

3FI0F.7 Vapor control systems. Vapor control systems shall
conform to 33 CFR 154.800 through 154.850 [10.24] and API
Standard 2610 [10.25]. The effects of seismic, wind, dead, live
and other loads shall be considered in the analysis and design
of individual tie-downs of components, such as of steel skirts,
vessels, controls and detonation arresters. The analysis and
design shall include the load transfer to supporting deckipile
structures or foundation elements.

3110F.8 Equipment anchors and supports. For new (N) elec-
trical and mechanical equipment, the seismic lateral loads
(demand} shall be calculated using the methods of Section 6.4
of FEMA 450 [10.26]. The design for load transfer to the wharf
deck shall use the same procedures as for mooring and berth-
ing components (see Section 3107F.5.3).

For existing (E) equipment, the seismic assessment shall be
performed in accordance with CalARP [10.27], FEMA 356
[10.28] or ASCE Guidelines {10.29].
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Division 11

SECTION 3111F
ELECTRICAL SYSTEMS

3111F.1 General. This section provides minimum standards
Jor electrical systems at marine oil terminals.

Electrical systems include the incoming electrical service
and components, the electrical distribution system, branch cir-
cuit cables and the connections. Also included are:

1. Lighting, for operations, security and navigation
2. Controls for mechanical and electrical equipment

3. Supervision and instrumentation sysiems for mechanical
and electrical equipment

. Grounding and bonding
. Corrosion protection through cathodic protection
Communications and data handling systems

. Fire detection systems

2o N @™ Lo

. Fire alarm systems
9. Emergency shutdown systems (ESD)

All electrical systems shall conform to API RP 540 [11.1}
and the National Electrical Code (NEC) [11.2].

See Section 3101 F.3 for definitions of “new” (N) and “exist-
ing” (E).

3111F.2 Hazardous area designations and plans (N/E). Area
classifications shall be determined in accordance with API RP
500(11.3], APIRP 540 [11.1] and the NEC, Articles 500, 501,
504, 505 and 515 [11.2]. A marine oil terminal shall have a
current set of scaled plan drawings, with clearly designated
areas showing the hazard class, division and group. The plan
view shall be supplemented with sections, elevations and
details to clearly delineate the area classification at all eleva-
tions starting from low water level. The drawings shall be certi-
fied by aprofessional electrical engineer. The plans shail be
reviewed, and revised when modifications to the structure,
product or equipment change hazardous area identifications
or boundaries.

3111E.3 Identification and tagging. All electrical equipment,
cables and conductors shall be clearly identified by means
oftags, plates, color coding or other effective means to facili-
tate troubleshooting and improve safety, and shall conform to
the identificaiion carried out for the adjacent on-shore facili-
ties (N). Topics for such identification are found in the NEC
Articles 110, 200, 210, 230, 384, 480 and 504 {11.2]. Existing
electrical equipment (E) shall be tagged.

Where identification is necessary for the proper and safe
operation of the equipment, the marking shall be clearly visible
and illuminated (N/E). A coded identification system shall
apply to all circuits, carrying low or high voltage power, con-
trol, supervisory or communication (N},

3111F.4 Purged or pressurized equipment In hazardous loca-
tions (N/E). Purged or pressurized enclosures shall be capable
of preventing the entry of combustible gases into such spaces,
in accordance with NFPA 496 [11.4]. Special emphasis shall
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be placed on reliability and ease of operation. The pressurizing
equipment shall be electrically monitored and alarms shall be
provided to indicate failure of the pressurizing or purging sys-
tems.

3111F.5 Electrical service. Where critical circuits are used for
spill prevention, fire control or life safety, an alternative service
derived from a separate source and conduit system, shall be
located at a safe distance from the main power service. A sepa-
rate feeder from a double-ended substation or other source
backed up by emergency generators will meet this requirement.
An uninterrupted power service (UPS) shall be provided for
control and supervisory circuits associated with ESD systems
(N).

1. Electrical, instrument and control systems used (o
activiate equipment needed to control a fire or mitigate
its consequences shall be protected from fire and remain
operable for 15 minutes in a 2000°F fire, unless
designed to fail-safe during fire exposure. The tempera-
ture around these critical components shall not exceed
200°F during 15 minutes of fire exposure (N).

2. Wiring in fireproofed conduits shall be derated 15 per-
cent to account for heat buildup during normal opera-
tion. Type MI (mineral insulated, metal sheathed [11.2])
cables may be used in liew of fireproofing of wiring (N).

3. Emergency cables and conductors shall be located
where they are protected from damage caused by traffic,
corrosion or other sources (N).

4. Allowance shall be made for electrical faults,
avervoltages and other abnormalities (N).

Where solid state motor controls are used for starting and
speed control, corrective measures shall be incorporated for
mitigating the possible generation of harmonic currents that
may affect the ESD or other critical systems (N).

3111F.6 Grounding and bonding (N/E).

1. All electrical equipment shall be effectively grounded as
per NEC Article 250 [11.2]. All norcurrent carrying
metallic equipment, structures, piping and other ele-
ments shall also be effectively grounded.

2. Grounding shall be considered in any active corrosion
protection system for on-shore piping, submerged sup-
port structures or other systems. Insulation barriers,
including flanges or nonconducting hoses shall be used
to isolate cathodic protection systems from other electri-
cal/static sources. None of these systems shall be com-
promised by grounding or bonding arrangements that
may interconnect the corrosion protection systems or
interfere with them in any way that would reduce their
effectiveness.

3. Bonding of vessels to the MOT structure is not permitted
(2 CCR 2341 ()} [11.5].

4. Whenever flanges of pipelines with cathodic protection
are to be opened for repair or other work, the flanges
shall be bonded prior to separation.
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5. Direct wiring to ground shall be provided from all tow-
ers, loading arms or other high structures that are sus-
ceptible fo lightning surges or strikes.

3111E7 Equipment specifications (N). All electrical systems
and components shall conform to National Electrical Manu-
Jacturers Association (NEMA) standards or be certified by a
Nationally Recognized Testing Laboratory (NRTL).

3111F.8 Hlumination (N/E). Lighting shall conformto 2 CCR
2365 [11.6] and 33 CFR 154.570(d) [11.7].

3111F.9 Communications and control systems.

3111F.9.1 Communication systems (N/E). Communica-
tions systems shall comply with 2 CCR 2370 [11.8], and
conform to Section 6 of [11.9].

3111F.9.2 Overfill monitering and controls (N/E). Overfill
protection systems shall conform to Appendix C of API RP
2350 [11.10]. These systems shall be tested before each
transfer operation or monthly, whichever is less frequent.

Where vessel or barge overfill sensors and alarms are pro-
vided, they shall comply with 33 CFR 154.812 [11.11].

All sumps shall be provided with level sensing devices to
initiate an alarm to alert the operator at the approach of a
high level condition. A second alarm shall be initiated at a
high-high level to alert the operator. Unless gravity drain-
age is provided, sumps must have an automatic pump, pro-
grammed 1o start at a predetermined safe level.

3111F. 10 Corrosion protection.

3111F10.1 Corrosion assessment (N/E).An assessment
shall be performed to determine the existing and potential
corrosion. This assessment should include all steel or
metallic components, including the structure, pipelines,
supports or other ancillary equipment, with drawings and
specifications for corrosion prevention/protection. The
assessment shall be performed by a licensed professional
engineer, using the methods and criteria prescribed in
[11.12].

3111F.10.2 Inspection, testing and records (N/E). For sac-
rificial anode systems, periodic underwater inspections
shall be performed and observations recorded. For
impressed current systems, monthly rectifier readings and
annual potential readings of the protected components shall
be taken. If potential readings for steel structures are out-
side of acceptable limits (between -0.85 [11.13] and -1.10
Volts), corrective actions shall be taken. Voltage drops other
than across the structure-to-electrolyte boundary must be
considered for valid interpretations of potential measure-
ment. Consideration is understood to mean the application
af sound engineering practice in determining the signifi-
cance of voltage drops by methods such as:

1. Measuring or calculating voltage drop(s)

2. Reviewing historical performance of the cathodic
protection system (CPS)

3. Evaluating the physical and electrical characteristics
of the structure and the environment

4. Determining whether or not there is physical evi-
dence of corrosion
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All isolating sections shall be tested immediately after
installation or replacement, and, at a minimum, annually.
Test results shall be recorded and documented. Electrical
tests on insulating flanges shall make use of specialized
insulator testers. The test instrument shall make use of RF
signals, capacitive measurements or other means to clearly
determine whether an insulating flange is shorted or open
circuited without being affected by pipe-to-soil potentials,
cathodic protection voltages or whether it is buried or
exposed.

The cathodic protection inspection for buried or sub-
merged pipelines shall conform to API 570 [11.14].

Insulating and isolating arrangements for protection
against static, stray and impressed currents shall be tested
in accordance with 2 CCR 2341(d) and 2380 [11.15].
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